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DESCRIPTION 

DATA PROVIDING SYSTEM AND APPARATUS AND METHODS OF SAME 

This application claims priority to Japanese Applications No. 1 1-192413, filed July 6, 
1999, No. 1 1-193561, filed July 7, 1999, No. 1 1-193562, filed July 7, 1999, and No. 2000- 
126305, filed April 21, 2000, which applications are incorporated herein by reference to the 
extent permitted by law. 

TECHNICAL FIELD 

The present invention relates to a data providing system and a data providing apparatus 
and method of the same for providing content data and a management apparatus and a data 
processing apparatus used in the same. 

BACKGROUND ART 

There is a data providing system for distributing encrypted content data to data 
processing apparatuses of users concluding a predetermined contract and comprising the related 
data processing contract and comprising the related data processing apparatuses decrypt, 
reproduce, and store the content data. 

As one of such data providing systems, there is a conventional EMD (electronic music 
distribution) system for distributing music data. 

Figure 100 is a view of the configuration of a conventional EMD system 700. 

In the EMD system 700 shown in Fig. 100, content providers 701a and 701b encrypt 
content data 704a, 704b, and 704c and copyright information 705a, 705b, and 705c 
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DESCRIPTION 



DATA PROVIDING SYSTEM AND APPARATUS AND METHODS OF SAME 
TECHNICAL FIELD 

The present invention relates to a data providing 
system and a data providing apparatus and methods of the 
same for providing content data and a management 
apparatus and a data processing apparatus used in the 
same . 

BACKGROUND ART 

There is a data providing system for distributing 
encrypted content data to data processing apparatuses of 
users concluding a predetermined contract and comprising 
the related data processing apparatuses decrypt, 
reproduce, and store the content data. 

As one of such data providing systems, there is a 
conventional EMD (electronic music distribution) system 
for distributing music data. 

Figure 100 is a view of the configuration of a 
conventional EMD system 700 . 

In the EMD system 700 shown in Fig. 100, content 
providers 701a and 701b encrypt content data 704a, 704b, 
and 704c and copyright information 705a, 705b, and 705c 
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by session key data obtained after mutual authentication 
and supply them to a service provider 710 on-line or 
off-line. Here, the copyright information 705a, 705b, and 
705c include for example SCMS (serial copy Management 
5 system) information, electronic watermark information 
requesting burying in content data, and information 
concerning the copyright requesting burying in a 
transmission protocol of the service provider 710. 

The service provider 710 decrypts the received 
10 content data 704a, 704b, and 704c and copyright 

information 705a, 705b, and 705c by using the session key 
data . 

Then, the service provider 710 buries the copyright 
information 705a, 705b, and 705c in the content data 

15 704a, 704b, and 704c decrypted or received off-line to 

generate content data 707a, 707b, and 707c. At this time, 
the service provider 710 changes a predetermined 
frequency domain of for example the electronic watermark 
information in the copyright information 705a, 705b, and 

20 705c and buries it in the content data 704a, 704b, and 
704c and buries the SCMS information in a network 
protocol used when transmitting the related content data 
to the user . 

Further, the service provider 710 encrypts the 

25 content data 707a, 707b, and 707c by using content key 
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data Kca, Kcb, and Kcc read from a key database 706. 
Thereafter, the service provider 710 encrypts a secure 
container 722 with the encrypted content data 707a, 707b , 
and 707c stored therein by the session key data obtained 
5 after the mutual authentication and transmits the same to 
a CA (conditional access) module 711 existing in terminal 
equipment 709 of the user. 

The CA module 711 decrypts the secure container 722 
by using the session key data. Further, the CA module 711 

10 receives the content key data Kca, Kcb, and Kcc from the 
key database 706 of the service provider 710 by using an 
electronic settlement and CA or other charging function 
and decrypts them by using the session key data. Due to 
this, in the terminal equipment 709, it becomes possible 

15 to decrypt the content data 707a, 707b, and 707c by using 
the content key data Kca, Kcb, and Kcc. 

At this time, the CA module 711 performs charge 
processing in units of content, generates charging 
information 721 in accordance with the result of this, 

20 encrypts this by the session key data, and then transmits 
the same to a right clearing module 720 of the service 
provider 710 . 

In this case, the CA module 711 collects the items 
it desires to manage relating to the service provided by 

25 the service provider 710 itself, that is, the contract 
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(update) information of the user and the monthly base fee 
or other network rent, performs charge processing in 
units of content, and secures the security of a physical 
layer of the network. 
5 The service provider 710 distributes profit between 

the service provider 710 and the content providers 701a , 
701b, and 701c when receiving the charge information 721 
from the CA module 711 . 

At this time, the profit is distributed from the 

10 service provider 710 to the content providers 701a, 701b, 
and 701c via for example the JASRAC (Japanese Society for 
Rights of Authors, Composers, and Publishers) . Further, 
the profit of the content provider is distributed to the 
copyright owner, artist, song writer and/or composer, and 

15 affiliated production company of the related content data 
by the JASRAC. 

Further, the terminal equipment 709, when storing 
the content data 707a, 707b, and 707c decrypted by using 
the content key data Kca, Kcb, and Kcc in a RAM type 

20 storage medium 723 or the like, rewrites the SCMS bits of 
the copyright information 705a, 705b, and 705c to control 
copying. Namely, the user side controls copying to 
protect the copyright based on the SCMS bits buried in 
the content data 707a, 707b, and 707c. 

25 The SCMS was established for preventing storing from 
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a CD (compact disc) to a DAT (digital audio tape) . 
Copying between one DAT and another DAT is still 
possible. Further, even when burying electronic watermark 
information in the content data, when a problem arises, 
5 only the content provider which provided the content data 
concerned is specified. Illegal copying is not prevented 
by technical means . 

Accordingly, in the EMD system 700 shown in Fig. 
100, there is the problem in that the right (profit) of 

10 the content provider is not sufficiently protected. 

Further, in the above EMD system 700, since the 
copyright information of the content provider is buried 
in the content data by the service provider, the content 
provider must inspect if the information has been buried 

15 as requested. Further, the content provider must inspect 
if the service provider has distributed the content data 
as contracted. For this reason, there is the problem that 
the load for the inspection is large. 

Further, in the EMD system 700, the charging 

20 information 721 from the terminal equipment 709 of the 

user is processed by the right clearing module 720 of the 
service provider 710, so there is a concern if the profit 
which should be received by the content provider in 
accordance with the usage of the content data by the user 

25 can be suitably received by the content provider. 



DISCLOSURE OF THE INVENTION 

The present invention was made in consideration with 
the problem of the above related art and has as an object 
thereof to provide a data providing system and a data 
5 providing apparatus and methods of the same and a data 
processing apparatus and a management apparatus capable 
of suitably protecting the profits of the owners of 
rights (related parties) of a content provider. 

Further , the present invention has as another object 

10 the provision of a data providing system and a data 

providing apparatus and methods of the same and a data 
processing apparatus and a management apparatus capable 
of reducing the load of the inspection for protecting the 
profits of the owners of rights of a content provider. 

15 In order to solve the problems of the prior art and 

achieve the above objects, the data providing system of a 
first aspect of the present invention is a data providing 
system for distributing content data from a data 
providing apparatus to a data processing apparatus , 

20 wherein the data providing apparatus distributes a module 
storing the content data encrypted by using content key 
data, encrypted content key data, and an encrypted usage 
control policy data indicating handling of the content 
data to the data processing apparatus and wherein the 

25 data processing apparatus decrypts the content key data 
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and the usage control policy data stored in the 
distributed module and determines the handling of the 
content data based on the related decrypted usage control 
policy data. 

5 In the data providing system of the first aspect of 

the invention, the module storing the content data 
encrypted by using the content key data, the encrypted 
content key data, and the encrypted usage control policy 
data indicating the handling of the content data is 

10 distributed from the data providing apparatus to the data 
processing apparatus . 

Then, in the data processing apparatus, the content 
key data and the usage control policy data stored in the 
distributed module are decrypted, and the handling of the 

15 content data is determined based on the related decrypted 
usage control policy data. 

By storing the usage control policy data indicating 
the handling of the related content data in the module 
storing the content data in this way, in the data 

20 processing apparatus, it becomes possible to handle (use) 
the content data based on the usage control policy data 
generated by related parties of the data providing 
apparatus . 

Further, in the data providing system of the first 
25 aspect of the invention f preferably the data providing 



8 - 



10 



apparatus distributes the module storing the encrypted 
content key data and the usage control policy data to the 
data processing apparatus by using distribution key data, 
and the data processing apparatus decrypts the content 
key data and the usage control policy data stored in the 
distributed module by using the distribution key data. 

Further, the data providing system of the first 
aspect of the invention preferably further has a 
management apparatus for managing the distribution key 
data and distributing the distribution key data to the 
data providing apparatus and the data processing 
apparatus . 

Further, a data processing apparatus of a second 
aspect of the invention is a data processing apparatus 
15 utilizing content data distributed from a data providing 
apparatus, which receives a module storing content data 
encrypted by using content key data, encrypted content 
key data, and encrypted usage control policy data 
indicating the handling of the content data from the data 
providing apparatus, decrypts the content key data and 
the usage control policy data stored in the related 
received module, and determines the handling of the 
content data based on the related decrypted usage control 
policy data. 

Further, a data providing system of a third aspect 



20 



25 
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of the invention is a data providing system comprising a 
data providing apparatus, a data distribution apparatus, 
and a data processing apparatus, wherein the data 
providing apparatus provides a first module storing 
5 content data encrypted by using content key data, 

encrypted content key data, and encrypted usage control 
policy data indicating the handling of the content data 
to the data distribution apparatus, the data distribution 
apparatus distributes a second module storing the 
10 encrypted content data, content key data, and usage 

control policy data stored in the provided first module 
to the data processing apparatus, and the data processing 
apparatus decrypts the content key data and the usage 
control policy data stored in the distributed second 
15 module and determines the handling of the content data 

based on the related decrypted usage control policy data. 

In the data providing system of the third aspect of 
the invention, the first module storing the content data 
encrypted by using the content key data, encrypted 
20 content key data, and encrypted usage control policy data 
indicating the handling of the content data is provided 
from the data providing apparatus to the data 
distribution apparatus. 

Next, the second module storing the encrypted 
25 content data, content key data, and usage control policy 
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data stored in the provided first module is distributed 
from the data distribution apparatus to the data 
processing apparatus . 

Next, in the data processing apparatus, the content 
5 key data and the usage control policy data stored in the 
distributed second module are decrypted, and the handling 
of the content data is determined based on the related 
decrypted usage control policy data. 

Further, in the data providing system of the third 

10 aspect of the invention, preferably the data distribution 
apparatus distributes the second module storing price 
data indicating the price of the content data to the data 
processing apparatus . 

Further, a data providing system of a fourth aspect 

15 of the invention is a data providing system comprising a 
data providing apparatus, at least a first data 
distribution apparatus and a second data distribution 
apparatus, and a data processing apparatus, wherein the 
data providing apparatus provides a first module storing 

20 content data encrypted by using content key data, 

encrypted content key data, and encrypted usage control 
policy data indicating the handling of the content data 
to the plurality of data distribution apparatuses, the 
first data distribution apparatus distributes the second 

25 module storing the encrypted content data, content key 



data, and usage control policy data stored in the 
provided first module to the data processing apparatus, 
the second data distribution apparatus distributes a 
third module storing the encrypted content data, content 
key data, and usage control policy data stored in the 
provided first module to the data processing apparatus, 
and the data processing apparatus decrypts the content 
key data and the usage control policy data stored in the 
distributed second module and the third module and 
determines the handling of the content data based on the 
related decrypted usage control policy data. 

Further, a data providing system of a fifth aspect 
of the invention is a data providing system comprising at 
least a first data providing apparatus and a second data 
providing apparatus, a data distribution apparatus, and a 
data processing apparatus, wherein the first data 
providing apparatus provides a first module storing first 
content data encrypted by using first content key data, 
encrypted first content key data, and encrypted first 
usage control policy data indicating the handling of the 
first content data to the data distribution apparatus, 
the second data providing apparatus provides a second 
module storing second content data encrypted by using 
second content key data, encrypted second content key 
data, and encrypted second usage control policy data 
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indicating the handling of the second content data to the 
data distribution apparatus, the data distribution 
apparatus distributes a third module storing the 
encrypted first content data, the first content key data, 
and the first usage control policy data stored in the 
provided first module and the encrypted second content 
data, the second content key data, and the second usage 
control policy data stored in the provided second module 
to the data processing apparatus, and the data processing 
apparatus decrypts the first content key data and the 
first usage control policy data stored in the distributed 
third module, determines the handling of the first 
content data based on the related decrypted first usage 
control policy data, decrypts the second content key data 
and the second usage control policy data stored in the 
distributed third module, and determines the handling of 
the second content data based on the related decrypted 
second usage control policy data. 

Further, a data providing apparatus of a sixth 
aspect of the invention is a data providing apparatus for 
distributing content data to a data processing apparatus 
for using the content data and distributes a module 
storing content data encrypted by using the content key 
data, encrypted content key data, and encrypted usage 
control policy data indicating the handling of the 



content data to the data processing apparatus . 

Further, a data providing method of a seventh aspect 
of the invention is a data providing method for 
distributing content data from a data providing apparatus 
to a data processing apparatus, comprising the steps of 
distributing a module storing content data encrypted by 
using content key data, encrypted content key data, and 
encrypted usage control policy data indicating the 
handling of the content data from the data providing 
apparatus to the data processing apparatus and having the 
data processing apparatus decrypt the content key data 
and the usage control policy data stored in the 
distributed module and determine the handling of the 
content data based on the related decrypted usage control 
policy data. 

Further, a data providing method of an eighth aspect 
of the invention is a data providing method using a data 
providing apparatus, data distribution apparatus, and 
data processing apparatus, comprising the steps of 
providing a first module storing content data encrypted 
by using content key data, encrypted content key data, 
and encrypted usage control policy data indicating the 
handling of the content data from the data providing 
apparatus to the data distribution apparatus, 
distributing a second module storing the encrypted 
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content data, content key data, and usage control policy 
data stored in the provided first module from the data 
distribution apparatus to the data processing apparatus, 
and having the data processing apparatus decrypt the 
content key data and the usage control policy data stored 
in the distributed second module and determine the 
handling of the content data based on the related 
decrypted usage control policy data. 

Further, a data providing method of a ninth aspect 
of the invention is a data providing method using a data 
providing apparatus, at least a first data distribution 
apparatus and second data distribution apparatus, and a 
data processing apparatus, comprising the steps of 
providing a first module storing content data encrypted 
by using content key data, encrypted content key data, 
and encrypted usage control policy data indicating the 
handling of the content data from the data providing 
apparatus to the data distribution apparatuses, 
distributing a second module storing the encrypted 
content data, content key data, and usage control policy 
data stored in the provided first module from the first 
data distribution apparatus to the data processing 
apparatus, distributing a third module storing the 
encrypted content data, content key data, and usage 
control policy data stored in the provided first module 
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from the second data distribution apparatus to the data 
processing apparatus, and having the data processing 
apparatus decrypt the content key data and the usage 
control policy data stored in the distributed second 
5 module and the third module and determine the handling of 
the content data based on the related decrypted usage 
control policy data. 

Further, a data providing method of a 10th aspect of 
the invention is a data providing method using at least a 

10 first data providing apparatus and second data providing 
apparatus, a data distribution apparatus, and a data 
processing apparatus, comprising the steps of providing a 
first module storing first content data encrypted by 
using first content key data, encrypted first content key 

15 data, and encrypted first usage control policy data 

indicating the handling of the first content data from 
the first data providing apparatus to the data 
distribution apparatus, providing a second module storing 
second content data encrypted by using second content key 

20 data, encrypted second content key data, and encrypted 

second usage control policy data indicating the handling 
of the second content data from the second data providing 
apparatus to the data distribution apparatus, 
distributing a third module storing the encrypted first 

25 content data, the first content key data, and the first 
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usage control policy data stored in the provided first 
module and the encrypted second content data, the second 
content key data, and the second usage control policy 
data stored in the provided second module from the data 
5 distribution apparatus to the data processing apparatus , 
and having the data processing apparatus decrypt the 
first content key data and the first usage control policy 
data stored in the distributed third module, determine 
the handling of the first content data based on the 

10 related decrypted first usage control policy data, 

decrypt the second content key data and the second usage 
control policy data stored in the distributed third 
module, and determine the handling of the second content 
data based on the related decrypted second usage control 

15 policy data 

Further, a data providing system of an 11th aspect 
of the invention is a data providing system comprising a 
data providing apparatus, data processing apparatus, and 
management apparatus, wherein the data providing 

20 apparatus distributes content data and usage control 
policy data indicating the handling of the related 
content data to the data processing apparatus and 
requests to the management apparatus to certify 
legitimacy of the usage control policy data, the data 

2 5 processing apparatus uses the distributed content data 
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based on the distributed usage control policy data, and 
the management apparatus manages the data providing 
apparatus and the data processing apparatus and certifies 
the legitimacy of the usage control policy data in 
5 response to a request from the data providing apparatus . 

At this time, the legitimacy of the usage control 
policy data is certified by the management apparatus by 
the management apparatus preparing for example signature 
data with respect to the usage control policy data. 
10 In the data providing system of the 11th aspect of 

the invention, the content data and the usage control 
policy data indicating the handling of the related 
content data are distributed from the data providing 
apparatus to the data processing apparatus . 
15 Next, the data processing apparatus uses the 

distributed content data based on the distributed usage 
control policy data. 

Further, the legitimacy of the usage control policy 
data is certified in the management apparatus in response 
20 to a request from the data providing apparatus. 

Further, in the data providing system of the 11th 
aspect of the invention, preferably the data providing 
apparatus makes the request by transmitting a module 
storing the usage control policy data, its own 
2 5 identifier, and at least signature data generated by 
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using its own secret key data with respect to the usage 
control policy data to the management apparatus. 

Further, in the data providing system of the 11th 
aspect of the invention, preferably the management 
apparatus distributes public key certificate data for 
certifying the legitimacy of the public key data 
corresponding to the secret key data of the data 
providing apparatus to the data providing apparatus 
together with the signature data generated by using its 
own secret key data, and the data providing apparatus 
makes a request by transmitting a module storing the 
public key certificate data, the usage control policy 
data, its own identifier, and the signature data to the 
management apparatus . 

Further, in the data providing system of the 11th 
aspect of the invention, preferably the management 
apparatus manages distribution key data, distributes the 
related distribution key data to the data processing 
apparatus, generates signature data generated by using 
its own secret key data with respect to the usage control 
policy data in response to a request from the data 
providing apparatus, encrypts a module storing the 
related generated signature data and the usage control 
policy data by using the distribution key data, and 
transmits the same to the data providing apparatus, the 
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data providing apparatus distributes a module received 
from the management apparatus to the data processing 
apparatus, and the data processing apparatus decrypts the 
module received from the data providing apparatus by 
5 using the distribution key data, verifies the legitimacy 
of the signature data stored in the related module by 
using the public key data of the management apparatus , 
and uses the distributed content data based on the usage 
control policy data stored in the module when it decides 

10 it is legitimate. 

Further, a data providing system of a 12th aspect of 
the invention is a data providing system comprising a 
data providing apparatus, data processing apparatus, and 
management apparatus , wherein the data providing 

15 apparatus encrypts content data by using content key 

data, distributes the related encrypted content data to 
the data processing apparatus , and requests to the 
management apparatus to certify the legitimacy of the 
content key data, the data processing apparatus decrypts 

20 the distributed content data by using the content key 

data and uses the related decrypted content data, and the 
management apparatus manages the data providing apparatus 
and the data processing apparatus and certifies the 
legitimacy of the content key data in response to a 

2 5 request from the data providing apparatus. 
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In the data providing system of the 12th aspect of 
the invention, the content data encrypted by using the 
content key data is distributed from the data providing 
apparatus to the data processing apparatus . 
5 Next, the data processing apparatus decrypts the 

distributed content data by using the content key data 
and uses the related decrypted content data. 

Further, the legitimacy of the content key data is 
certified in the management apparatus in response to a 

10 request from the data providing apparatus. 

Further, a data providing system of a 13th aspect of 
the invention is a data providing system comprising a 
data providing apparatus , data distribution apparatus , 
data processing apparatus, and management apparatus, 

15 wherein the data providing apparatus provides content 
data and usage control policy data indicating the 
handling of the related content data to the data 
distribution apparatus and requests to the management 
apparatus to certify the legitimacy of the usage control 

20 policy data, the data distribution apparatus distributes 
the provided content data and the usage control policy 
data to the data processing apparatus, the data 
processing apparatus uses the distributed content data 
based on the distributed usage control policy data, and 

25 the management apparatus manages the data providing 
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apparatus and the data processing apparatus and certifies 
the legitimacy of the usage control policy data in 
response to a request from the data providing apparatus . 
In the data providing system of the 13th aspect of 
5 the invention, the content data encrypted by using the 
content key data is distributed from the data providing 
apparatus to the data processing apparatus . 

Next, the data processing apparatus decrypts the 
distributed content data by using the content key data 

10 and uses the related decrypted content data. 

Further, the legitimacy of the content key data is 
certified in the management apparatus in response to a 
request from the data providing apparatus. 

A data providing system of a 14th aspect of the 

15 invention is a data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, wherein 
the data providing apparatus encrypts content data by 
using content key data, provides related encrypted 

20 content data, and usage control policy data indicating 
the handling of the related content data to the data 
distribution apparatus, and requests to the management 
apparatus to certify the legitimacy of the content key 
data, the data distribution apparatus distributes the 

2 5 provided content data and the usage control policy data 
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to the data processing apparatus, the data processing 
apparatus uses the content data containing the decryption 
of the content data using the content key data based on 
the distributed usage control policy data, and the 
5 management apparatus manages the data providing apparatus 
and the data processing apparatus and certifies the 
legitimacy of the content key data in response to a 
request from the data providing apparatus . 

In the data providing system of the 14th aspect of 

10 the invention, the content data encrypted by using the 

content key data and usage control policy data indicating 
the handling of the related content data are provided 
from the data providing apparatus to the data 
distribution apparatus. 

15 Next, the content data and the usage control policy 

data provided from the data distribution apparatus to the 
data processing apparatus are distributed to the data 
processing apparatus . 

Next, the data processing apparatus uses the content 

20 data containing the decryption of the content data using 
the content key data based on the distributed usage 
control policy data . 

Further, the management apparatus certifies the 
legitimacy of the content key data in response to a 

25 request from the data providing apparatus. 
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Further, a management apparatus of a 15th aspect of 
the invention is a management apparatus for managing a 
data providing apparatus for distributing content data 
and usage control policy data indicating the handling of 
5 the related content data and a data processing apparatus 
for using the distributed content data based on the 
distributed usage control policy data and certifies the 
legitimacy of the usage control policy data in response 
to a request from the data providing apparatus . 

10 Further, a management apparatus of a 16th aspect of 

the invention is a management apparatus for managing a 
data providing apparatus for distributing content data 
encrypted by using content key data and usage control 
policy data indicating the handling of the related 

15 content data and a data processing apparatus for 

decrypting the content data distributed based on the 
distributed usage control policy data by using the 
content key data f then using the related content data and 
certifies the legitimacy of the content key data in 

20 response to a request from the data providing apparatus. 

Further, a management apparatus of a 17th aspect of 
the invention is a management apparatus for managing a 
data providing apparatus for providing content data and 
usage control policy data indicating the handling of the 

25 related content data, a data distribution apparatus for 
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distributing the provided content data and the usage 
control policy data, and a data processing apparatus for 
using the content data distributed based on the 
distributed usage control policy data and certifies the 
5 legitimacy of the usage control policy data in response 
to a request from the data providing apparatus. 

Further, a data providing method of an 18th aspect 
of the invention is a data providing method using a data 
providing apparatus, data processing apparatus, and 

10 management apparatus, comprising the steps of 

distributing content data and usage control policy data 
indicating the handling of the related content data from 
the data providing apparatus to the data processing 
apparatus, having the data processing apparatus use the 

15 distributed content data based on the distributed usage 

control policy data, and certifying the legitimacy of the 
usage control policy data in the management apparatus in 
response to a request from the data providing apparatus . 

Further, a data providing method of a 19th aspect of 

20 the invention is a data providing method using a data 
providing apparatus, data processing apparatus, and 
management apparatus, comprising the steps of 
distributing content data encrypted by using content key 
data from the data providing apparatus to the data 

25 processing apparatus, having the data processing 



- 25 - 



apparatus decrypt the distributed content data by using 
the content key data, and certifying the legitimacy of 
the content key data in the management apparatus in 
response to a request from the data providing apparatus . 
5 Further, a data providing method of a 20th aspect of 

the invention is a data providing method using a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, 
comprising the steps of providing content data and usage 

10 control policy data indicating the handling of the 

related content data from the data providing apparatus to 
the data distribution apparatus, distributing the 
provided content data and the usage control policy data 
from the data distribution apparatus to the data 

15 processing apparatus, having the data processing 

apparatus use the distributed content data based on the 
distributed usage control policy data, and certifying the 
legitimacy of the usage control policy data in the 
management apparatus in response to a request from the 

20 data providing apparatus. 

Further, a data providing method of a 21st aspect of 
the invention is a data providing method using a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, 

2 5 comprising the steps of providing content data encrypted 
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by using content key data and usage control policy data 
indicating the handling of the related content data from 
the data providing apparatus to the data distribution 
apparatus, distributing the content data and the usage 
5 control policy data provided from the data distribution 
apparatus to the data processing apparatus to the data 
processing apparatus, using the content data containing 
the decryption of the content data using the content key 
data based on the distributed usage control policy data 

10 in the data processing apparatus, and certifying the 
legitimacy of the content key data in the management 
apparatus in response to a request from the data 
providing apparatus . 

Further, a data providing system of a 22nd aspect of 

15 the invention is a data providing system comprising a 

data providing apparatus, data processing apparatus, and 
management apparatus , wherein the data providing 
apparatus distributes content data and usage control 
policy data indicating the handling of the related 

20 content data to the data processing apparatus, the data 
processing apparatus determines at least one of a 
purchase mode and a usage mode of the distributed content 
data based on the distributed usage control policy data 
and transmits log data indicating the log of at least one 

2 5 of the related determined purchase mode and usage mode to 
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the management apparatus, and the management apparatus 
manages the data providing apparatus and the data 
processing apparatus and performs profit distribution 
processing for distributing the profit obtained 
5 accompanied with the purchase and the usage of the 

content data in the data processing apparatus to related 
parties of the data providing apparatus based on received 
log data . 

In the data providing system of the 22nd aspect of 
10 the invention, the content data and the usage control 
policy data indicating the handling of the related 
content data are distributed from the data providing 
apparatus to the data processing apparatus . 

Next, the data processing apparatus determines at 
15 least one of the purchase mode and the usage mode of the 
distributed content data based on the distributed usage 
control policy data. 

Next, the log data indicating the log of at least 
one of the related determined purchase mode and usage 
20 mode is transmitted from the data processing apparatus to 
the management apparatus . 

Next, the management apparatus manages the data 
providing apparatus and the data processing apparatus and 
perform the profit distribution processing for 
25 distributing the profit obtained accompanied with the 
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purchase and the usage of the content data in the data 
processing apparatus to related parties of the data 
providing apparatus based on the received log data. 

Further, a data providing system of a 23rd aspect of 
5 the invention is a data providing system comprising a 
data providing apparatus, data distribution apparatus, 
data processing apparatus, and management apparatus, 
wherein the data providing apparatus provides content 
data and usage control policy data indicating the 

10 handling of the related content data to the data 

distribution apparatus, the data distribution apparatus 
distributes the provided content data and the usage 
control policy data to the data processing apparatus, the 
data processing apparatus has a first module for 

15 communicating with the data distribution apparatus and a 
second module for determining at least one of a purchase 
mode and usage mode of the distributed content data based 
on the distributed usage control policy data and 
transmitting log data indicating the log of the related 

20 determined purchase mode and usage mode to the management 
apparatus , and the management apparatus manages the data 
providing apparatus, data distribution apparatus, and 
data processing apparatus and performs profit 
distribution processing for distributing the profit 

25 obtained accompanied with the data processing apparatus 
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receiving the distribution of the content data and 
purchasing and using the content data to related parties 
of the data providing apparatus and the data distribution 
apparatus based on the log data received from the second 
5 module . 

In the data providing system of the 23rd aspect of 
the invention, the content data and the usage control 
policy data indicating the handling of the related 
content data are provided from the data providing 
10 apparatus to the data distribution apparatus. 

Next, the provided content data and the usage 
control policy data are distributed from the data 
distribution apparatus to the data processing apparatus . 

Next, the data processing apparatus determines at 
15 least one of the purchase mode and the usage mode of the 
distributed content data based on the distributed usage 
control policy data. 

Next, the log data indicating the log of the 
determined purchase mode and usage mode is transmitted 
20 from the data processing apparatus to the management 
apparatus . 

Next, the management apparatus performs profit 
distribution processing for distributing the profit 
obtained accompanied with the data processing apparatus 
2 5 receiving the distribution of the content data and 
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purchasing and using the content data to related parties 
of the data providing apparatus and the data distribution 
apparatus based on the received log data. 

Further, a data providing system of a 24th aspect of 
5 the invention is a data providing system comprising a 
data providing apparatus, data distribution apparatus, 
data processing apparatus, and management apparatus, 
wherein the data providing apparatus provides content 
data and usage control policy data indicating the 

10 handling of the related content data to the data 

distribution apparatus, the data distribution apparatus 
distributes the provided content data and the usage 
control policy data to the data processing apparatus and 
performs charge processing concerning the distribution of 

15 the content data based on a data distribution apparatus 
use purchase log data received from the data processing 
apparatus, the data processing apparatus has a first 
module for creating the data distribution apparatus use 
purchase log data indicating the log of the purchase of 

20 the content data distributed from the data distribution 
apparatus and transmitting the same to the data 
distribution apparatus and a second module for 
determining at least one of the purchase mode and the 
usage mode of the distributed content data based on the 

2 5 distributed usage control policy data and transmitting a 
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management apparatus use log data indicating the log of 
the related determined purchase mode and usage mode to 
the management apparatus, and the management apparatus 
performs profit distribution processing for distributing 
5 the profit obtained accompanied with the purchase and the 
usage of the content data in the data processing 
apparatus to related parties of the data providing 
apparatus and the data distribution apparatus based on 
the management apparatus use log data. 

10 Further, a data providing system of a 25th aspect of 

the invention is a data providing system comprising a 
data providing apparatus, data distribution apparatus, 
data processing apparatus, and management apparatus, 
wherein the data providing apparatus provides the content 

15 data to the data distribution apparatus, the data 

distribution apparatus distributes the provided content 
data to the data processing apparatus, the data 
processing apparatus uses the distributed content data, 
and the management apparatus manages operation of a data 

20 providing service by the data providing apparatus, the 
data distribution apparatus, and the data processing 
apparatus . 

Further, a data providing system of a 2 6th aspect of 
the invention is a data providing system comprising a 
2 5 data providing apparatus, data distribution apparatus, 



data processing apparatus, and management apparatus, 
wherein the data providing apparatus provides content 
data to the data distribution apparatus, the data 
distribution apparatus distributes the provided content 
data to the data processing apparatus , the data 
processing apparatus uses the distributed content data, 
and the management apparatus manages the operation of a 
data providing service by the data providing apparatus, 
the data distribution apparatus, and the data processing 
apparatus, wherein the transmission of data among the 
data providing apparatus, the data distribution 
apparatus, the data processing apparatus, and the 
management apparatus is carried out by using mutual 
authentication using a public key encryption method, 
signature creation, signature verification, and 
encryption of data by a common key encryption method. 

Further, a data providing system of a 27th aspect of 
the invention is a data providing system comprising a 
data providing apparatus, data distribution apparatus, 
data processing apparatus, and management apparatus, 
wherein the data providing apparatus provides content 
data to the data distribution apparatus, the data 
distribution apparatus distributes the provided content 
data to the data processing apparatus, the data 
processing apparatus uses the distributed content data, 
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and the management apparatus manages the operation of a 
data providing service by the data providing apparatus, 
the data distribution apparatus, and the data processing 
apparatus, generates signature data indicating that the 
5 related data is generated by itself by using its own 
secret key data when each of the data providing 
apparatus, the data distribution apparatus, and the data 
processing apparatus supplies the data to another 
apparatus, and generates and manages public key 

10 certificate data of public key data corresponding to the 
secret key data of the data providing apparatus, the data 
distribution apparatus, and the data processing apparatus 
when the legitimacy of the signature data corresponding 
to the data is verified by using the public key data of 

15 the related other apparatus when receiving the supply of 
the related data from the other apparatus, wherein the 
data providing apparatus, the data distribution 
apparatus, and the data processing apparatus acquire the 
their own public key certificate data from the management 

20 apparatus before communicating with the other apparatus 
and transmit the related acquired public key certificate 
data to the other apparatus . 

Further, a data providing system of a 28th aspect of 
the invention is a data providing system comprising a 

25 data providing apparatus, data distribution apparatus, 



data processing apparatus, and management apparatus, the 
data providing apparatus provides content data to the 
data distribution apparatus, the data distribution 
apparatus distributes the provided content data to the 
data processing apparatus, the data processing apparatus 
uses the distributed content data, and the management 
apparatus manages the operation of a data providing 
service by the data providing apparatus, the data 
distribution apparatus, and the data processing 
apparatus, generates the signature data indicating that 
the related data is generated by itself by using its own 
secret key data when each of the data providing 
apparatus, the data distribution apparatus, and the data 
processing apparatus supplies data to another apparatus , 
and generates and manages public key certificate data of 
public key data corresponding to the secret key data of 
the data providing apparatus, the data distribution 
apparatus, and the data processing apparatus when the 
legitimacy of the signature data corresponding to the 
data is verified by using the public key data of the 
related other apparatus when receiving the supply of the 
related data from the other apparatus, wherein the data 
providing apparatus, the data distribution apparatus, and 
the data processing apparatus acquire their own public 
key certificate data from the management apparatus before 
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communicating with the other apparatus and transmit the 
related acquired public key certificate data to the other 
apparatus at the communication. 

Further , a data providing system of a 29th aspect of 
5 the invention has a data providing apparatus, data 

distribution apparatus, data processing apparatus, and 
management apparatus, wherein the data providing 
apparatus provides content data to the data distribution 
apparatus, the data distribution apparatus distributes 

10 the provided content data to the data processing 
apparatus, the data processing apparatus uses the 
distributed content data, and the management apparatus 
manages the operation of a data providing service by the 
data providing apparatus, the data distribution 

15 apparatus, and the data processing apparatus, generates 
signature data indicating that the related data is 
generated by itself by using its own secret key data when 
each of the data providing apparatus, the data 
distribution apparatus, and the data processing apparatus 

20 supplies data to another apparatus, generates and manages 
public key certificate data of public key data 
corresponding to the secret key data of the data 
providing apparatus, the data distribution apparatus, and 
the data processing apparatus when the legitimacy of the 

2 5 signature data corresponding to the data is verified by 
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using the public key data of the related other apparatus 
when receiving the supply of the related data from the 
other apparatus, and generates a public key certificate 
revocation list for specifying public key certificate 
data to be invalidated among the generated public key 
certificate data and thereby to restrict the 
communication or the distribution using public key 
certificate data specified by the public key certificate 
revocation list by the data providing apparatus, the data 
distribution apparatus, and the data processing 
apparatus . 

Further, a data providing system of a 30th aspect of 
the invention has a data providing apparatus, data 
distribution apparatus, data processing apparatus, and 
management apparatus, wherein the data providing 
apparatus provides content data to the data distribution 
apparatus, the data distribution apparatus distributes 
the provided content data to the data processing 
apparatus, the management apparatus manages the operation 
of a data providing service by the data providing 
apparatus, the data distribution apparatus, and the data 
processing apparatus, generates signature data indicating 
that the related data is generated by an apparatus itself 
by using its own secret key data when the data providing 
apparatus supplies data to another apparatus, generates 



and manages public key certificate data of public key 
data corresponding to the secret key data of the data 
providing apparatus for when another apparatus verifies 
the legitimacy of the related signature data by using the 
public key data corresponding to the secret key data, 
generates a public key certificate revocation list for 
specifying public key certificate data to be invalidated 
among the generated public key certificate data, 
distributes the related public key certificate revocation 
list to the data processing apparatus, and the data 
processing apparatus verifies whether or not public key 
certificate data of the data providing apparatus 
providing the distributed content data is invalid based 
on the public key certificate revocation list distributed 
from the management apparatus and controls the usage of 
the distributed content data based on the result of the 
related verification. 

Further, a data providing system of a 31st aspect of 
the invention has a data providing apparatus, data 
distribution apparatus, data processing apparatus, and 
management apparatus, wherein the management apparatus 
manages the operation of a data providing service by the 
data providing apparatus, the data distribution 
apparatus, and the data processing apparatus, generates 
signature data indicating that the related data is 
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generated by an apparatus itself by using its own secret 
key data when the data providing apparatus supplies data 
to another apparatus, generates and manages public key 
certificate data of public key data corresponding to the 
secret key data of the data providing apparatus for when 
another apparatus verifies the legitimacy of the related 
signature data by using the public key data corresponding 
to the secret key data, generates a public key 
certificate revocation list for specifying public key 
certificate data to be invalidated among the generated 
public key certificate data, distributes the related 
public key certificate revocation list to the data 
distribution apparatus, and the data distribution 
apparatus verifies whether or not public key certificate 
data of the data providing apparatus providing the 
provided content data is invalid based on the public key 
certificate revocation list distributed from the 
management apparatus, and controls the distribution of 
the provided content data to the data processing 
apparatus based on the result of the related 
verification . 

Further, a data providing system of a 32nd aspect of 
the invention has a data providing apparatus, data 
distribution apparatus, data processing apparatus, and 
management apparatus, wherein the management apparatus 



manages the operation of a data providing service by the 
data providing apparatus, the data distribution 
apparatus, and the data processing apparatus, generates 
signature data indicating that the related data is 
generated by an apparatus itself by using its own secret 
key data when the data distribution apparatus supplies 
data to another apparatus, generates and manages public 
key certificate data of public key data corresponding to 
the secret key data of the data distribution apparatus 
for when another apparatus verifies the legitimacy of the 
related signature data by using the public key data 
corresponding to the secret key data, generates a public 
key certificate revocation list for specifying public key 
certificate data to be invalidated among the generated 
public key certificate data, and distributes the related 
public key certificate revocation list to the data 
providing apparatus, the data providing apparatus 
verifies whether or not public key certificate data of 
the data distribution apparatus of the destination of 
provision of the content data is invalid and controls the 
provision of the content data to the data distribution 
apparatus based on the result of the related 
verification, the data distribution apparatus distributes 
the provided content data to the data processing 
apparatus, and the data processing apparatus uses the 
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distributed content data. 

Further, a data providing system of a 33rd aspect of 
the invention has a data providing apparatus, data 
distribution apparatus, data processing apparatus, and 
5 management apparatus, wherein the management apparatus 

manages the operation of a data providing service by the 
data providing apparatus, the data distribution 
apparatus, and the data processing apparatus, generates 
signature data indicating that the related data is 

10 generated by an apparatus itself by using its own secret 
key data when the data distribution apparatus supplies 
data to another apparatus, generates and manages public 
key certificate data of public key data corresponding to 
the secret key data of the data distribution apparatus 

15 for when another apparatus verifies the legitimacy of the 
related signature data by using the public key data 
corresponding to the secret key data, generates a public 
key certificate revocation list for specifying public key 
certificate data to be invalidated among the generated 

20 public key certificate data, and distributes the related 
public key certificate revocation list to the data 
distribution apparatus, the data providing apparatus 
provides content data to the data distribution apparatus, 
the data distribution apparatus distributes the provided 

25 content data and the distributed public key certificate 
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revocation list to the data processing apparatus, and the 
data processing apparatus verifies whether or not public 
key certificate data of the data distribution apparatus 
distributing the distributed content data is invalid 
5 based on the distributed public key certificate 

revocation list and controls the usage of the distributed 
content data based on the result of the related 
verification . 

Further, a data providing system of a 34th aspect of 

10 the invention has a data providing apparatus, data 

distribution apparatus, data processing apparatus, and 
management apparatus, wherein the management apparatus 
manages the operation of a data providing service by the 
data providing apparatus, the data distribution 

15 apparatus, and the data processing apparatus, generates 
signature data indicating that the related data is 
generated by an apparatus itself by using its own secret 
key data when the data distribution apparatus supplies 
data to another apparatus, generates and manages public 

20 key certificate data of public key data corresponding to 
the secret key data of the data distribution apparatus 
for when another apparatus verifies the legitimacy of the 
related signature data by using public key data 
corresponding to the secret key data, generates a public 

2 5 key certificate revocation list for specifying public key 



certificate data to be invalidated among the generated 
public key certificate data, and distributes the related 
public key certificate revocation list to the data 
processing apparatus, the data providing apparatus 
provides content data to the data distribution apparatus, 
the data distribution apparatus distributes the provided 
content data to the data processing apparatus, and the 
data processing apparatus verifies whether or not public 
key certificate data of the data distribution apparatus 
distributing the distributed content data is invalid 
based on the distributed public key certificate 
revocation list and controls the usage of the distributed 
content data based on the result of the related 
verification . 

Further, a data providing system of a 35th aspect of 
the invention has a data providing apparatus, data 
distribution apparatus, data processing apparatus, and 
management apparatus , wherein the management apparatus 
manages the operation of a data providing service by the 
data providing apparatus , the data distribution 
apparatus, and the data processing apparatus, generates 
signature data indicating that the related data is 
generated by an apparatus itself by using its own secret 
key data when the data distribution apparatus supplies 
data to another apparatus, generates and manages public 



key certificate data of public key data corresponding to 
the secret key data of the data distribution apparatus 
for when another apparatus verifies the legitimacy of the 
related signature data by using public key data 
corresponding to the secret key data, generates a public 
key certificate revocation list for specifying public key 
certificate data to be invalidated among the generated 
public key certificate data, and distributes the related 
public key certificate revocation list to the data 
providing apparatus, the data providing apparatus 
provides content data and the public key certificate 
revocation list to the data distribution apparatus, the 
data distribution apparatus distributes the provided 
content data and public key certificate revocation list 
to the data processing apparatus, and the data processing 
apparatus verifies whether or not public key certificate 
data of the data distribution apparatus distributing the 
distributed content data is invalid based on the 
distributed public key certificate revocation list and 
controls the usage of the distributed content data based 
on the result of the related verification. 

Further, a data providing system of a 36th aspect of 
the invention has a data providing apparatus, data 
distribution apparatus, a plurality of data processing 
apparatuses , and a management apparatus , wherein the 
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management apparatus manages the operation of a data 
providing service by the data providing apparatus , the 
data distribution apparatus, and the data processing 
apparatuses, generates signature data indicating that the 
5 related data is generated by an apparatus itself by using 
its own secret key data when a data processing apparatus 
supplies data to another apparatus, generates and manages 
public key certificate data of public key data 
corresponding to the secret key data of the data 

10 processing apparatuses for when another apparatus 

verifies the legitimacy of the related signature data by 
using the public key data corresponding to the secret key 
data, generates a public key certificate revocation list 
for specifying public key certificate data to be 

15 invalidated among the generated public key certificate 

data, and distributes the related public key certificate 
revocation list to the data providing apparatus, the data 
providing apparatus provides content data and the public 
key certificate revocation list to the data distribution 

20 apparatus, the data distribution apparatus distributes 
the provided content data and a public key certificate 
revocation list to the data processing apparatuses, and 
the data processing apparatuses verify whether or not 
public key certificate data of the other data processing 

2 5 apparatuses are invalid based on the public key 
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certificate revocation list distributed from the data 
distribution apparatus and control the communication with 
other data processing apparatuses based on the result of 
the related verification. 
5 Further, a data providing system of a 37th aspect of 

the invention has a data providing apparatus, data 
distribution apparatus, a plurality of data processing 
apparatuses , and a management apparatus , wherein the 
management apparatus manages the operation of a data 

10 providing service by the data providing apparatus, the 
data distribution apparatus, and the data processing 
apparatuses, generates signature data indicating that the 
related data is generated by an apparatus itself by using 
its own secret key data when a data processing apparatus 

15 supplies data to another apparatus, generates and manages 
public key certificate data of public key data 
corresponding to the secret key data of the data 
processing apparatuses for when another apparatus 
verifies the legitimacy of the related signature data by 

20 using the public key data corresponding to the secret key 
data, generates a public key certificate revocation list 
for specifying public key certificate data to be 
invalidated among the generated public key certificate 
data, and distributes the related public key certificate 

2 5 revocation list to the data providing apparatus, the data 
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providing apparatus provides content data to the data 
distribution apparatus, the data distribution apparatus 
distributes the provided content data and the distributed 
public key certificate revocation list to the data 
5 processing apparatuses, and the data processing 

apparatuses verify whether or not public key certificate 
data of other data processing apparatuses are invalid 
based on the public key certificate revocation list 
distributed from the data distribution apparatus, and 
10 control the communication with other data processing 
apparatuses based on the result of the related 
verification . 

Further, a data providing system of a 38th aspect of 
the invention has a data providing apparatus, data 

15 distribution apparatus, a plurality of data processing 
apparatuses, and a management apparatus, wherein a data 
processing apparatus supplies registration data, 
indicating an already registered data processing 
apparatus connected in a predetermined network to which 

20 is connected, to the management apparatus, refers to a 
revocation flag in registration data supplied from the 
management apparatus and restricts communication with 
another data processing apparatus having public key 
certificate data indicated as invalid by the revocation 

25 flag, the management apparatus manages the operation of b 
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data providing service by the data providing apparatus, 
the data distribution apparatus, and the data processing 
apparatuses, generates and manages public key certificate 
data of public key data corresponding to the secret key 
5 data for when a data processing apparatus generates 

signature data indicating legitimacy of data using its 
own secret key data when supplying data to another 
apparatus, generates a public key certificate revocation 
list for specifying public key certificate data to be 

10 invalidated among the generated public key certificate 
data, stores the related public key certificate 
revocation list, generates new registration data by 
setting the revocation flag in the registration data 
supplied from data processing apparatuses based on the 

15 related public key certificate revocation list, and 

distributes the related generated registration data to 
the data processing apparatuses , the data providing 
apparatus provides content data to the data distribution 
apparatus, and the data distribution apparatus 

2 0 distributes the provided content data to the data 
processing apparatuses . 

Further, a data providing system of a 39th aspect of 
the invention has a data providing apparatus , data 
distribution apparatus, a plurality of data processing 

25 apparatuses, and a management apparatus, wherein the 
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management apparatus manages the operation of a data 
providing service by the data providing apparatus , the 
data distribution apparatus, and the data processing 
apparatuses, generates and manages public key certificate 
5 data of public key data corresponding to the secret key 
data for when a data processing apparatus generates 
signature data indicating the legitimacy of data by using 
its own secret key data when supplying the related data 
to another apparatus, generates a public key certificate 

10 revocation list for specifying public key certificate 
data to be invalidated among the generated public key 
certificate data, and distributes the related public key 
certificate revocation list to the data providing 
apparatus , the data providing apparatus provides content 

15 data and the public key certificate revocation list to 
the data distribution apparatus, the data distribution 
apparatus distributes the provided content data and the 
public key certificate revocation list to the data 
processing apparatuses , and a data processing apparatus 

20 sets a revocation flag in registration data indicating an 
already registered data processing apparatus connected in 
a predetermined network to which it is connected based on 
the distributed public key certificate revocation list 
and restricts communication with another data processing 

25 apparatus having public key certificate data indicated as 
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invalid by the related revocation flag. 

Further, a data providing system of a 40th aspect of 
the invention has a data providing apparatus, data 
distribution apparatus, a plurality of data processing 
apparatuses, and a management apparatus, wherein the 
management apparatus manages the operation of a data 
providing service by the data providing apparatus, the 
data distribution apparatus, and the data processing 
apparatuses, generates and manages public key certificate 
data of public key data corresponding to the secret key 
data for when a data processing apparatus generates 
signature data indicating the legitimacy of the data by 
using its own secret key data when supplying the related 
data to another apparatus, generates a public key 
certificate revocation list for specifying public key 
certificate data to be invalidated among the generated 
public key certificate data, and distributes the related 
public key certificate revocation list to the data 
distribution apparatus, the data providing apparatus 
provides content data to the data distribution apparatus, 
the data distribution apparatus distributes the provided 
content data and the public key certificate revocation 
list to the data processing apparatuses, and a data 
processing apparatus sets a revocation flag in 
registration data indicating an already registered data 
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processing apparatus connected in a predetermined network 
to which it is connected based on the distributed public 
key certificate revocation list and restricts 
communication with another data processing apparatus 
5 having public key certificate data indicated as invalid 
by the related revocation flag. 

Further, a data providing system of a 41st aspect of 
the invention is a data providing system comprising a 
data providing apparatus, data distribution apparatus, 

10 data processing apparatus, and management apparatus, 
wherein the data providing apparatus provides content 
data and usage control policy data indicating the 
handling of the related content data to the data 
distribution apparatus, the data distribution apparatus 

15 distributes the provided content data and the usage 

control policy data to the data processing apparatus, the 
data processing apparatus has a first module for 
communicating with the data distribution apparatus and a 
second module for determining at least one of a purchase 

20 mode and usage mode of the distributed content data based 
on the distributed usage control policy data and 
transmitting log data indicating the log of the related 
determined purchase mode and usage mode to the management 
apparatus , the management apparatus manages the data 

25 providing apparatus, data distribution apparatus, and 
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data processing apparatus and has a settlement function 
for performing profit distribution processing for 
distributing the profit obtained accompanied with the 
data processing apparatus receiving distribution of the 
5 content data and purchasing and using the content data to 
related parties of the data providing apparatus and the 
data distribution apparatus based on the log data 
received from the second module and performing settlement 
based on the result of the related profit distribution 

10 processing and a right management function for 
registering the usage control policy data. 

Further, a data providing system of a 42nd aspect of 
the invention is a data providing system comprising a 
data providing apparatus, data distribution apparatus, 

15 data processing apparatus, and management apparatus, 
wherein the data providing apparatus provides content 
data and usage control policy data indicating the 
handling of the related content data to the data 
distribution apparatus, the data distribution apparatus 

20 has a charging function for performing settlement 

processing by using settlement claim data distributed 
from the management apparatus and distributes the 
provided content data and the usage control policy data 
to the data processing apparatus, the data processing 
2 5 apparatus has a first module for communicating with the 
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data distribution apparatus and a second module for 
determining at least one of a purchase mode and usage 
mode of the distributed content data based on the 
distributed usage control policy data and transmitting 
5 log data indicating the log of the related determined 

purchase mode and usage mode to the management apparatus, 
the management apparatus manages the data providing 
apparatus, data distribution apparatus, and data 
processing apparatus and has a settlement claim data 
10 creation function for performing profit distribution 
processing for distributing the profit obtained 
accompanied with the data processing apparatus receiving 
distribution of the content data and purchasing and using 
the content data to related parties of the data providing 
15 apparatus and the data distribution apparatus based on 
the log data received from the second module, creating 
settlement claim data used when performing settlement 
based on the result of the related profit distribution 
processing, and supplying the same to the data 
20 distribution apparatus and a right management function 
for registering the usage control policy data. 

Further, a data providing system of a 43rd aspect of 
the invention is a data providing system comprising a 
data providing apparatus, data distribution apparatus, 
25 data processing apparatus, and management apparatus, 



- 53 - 



wherein the data providing apparatus has a charging 
function for performing settlement processing by using 
settlement claim data distributed from the management 
apparatus and provides content data and usage control 
5 policy data indicating the handling of the related 

content data to the data distribution apparatus f the data 
distribution apparatus distributes the provided content 
data and the usage control policy data to the data 
processing apparatus, the data processing apparatus has a 

10 first module for communicating with the data distribution 
apparatus and a second module for determining at least 
one of a purchase mode and usage mode of the distributed 
content data based on the distributed usage control 
policy data and transmitting log data indicating the log 

15 of the related determined purchase mode and usage mode to 
the management apparatus, the management apparatus 
manages the data providing apparatus, data distribution 
apparatus, and data processing apparatus and has a 
settlement claim data creation function for performing 

20 profit distribution processing for distributing the 
profit obtained accompanied with the data processing 
apparatus receiving the distribution of the content data 
and purchasing and using the content data to related 
parties of the data providing apparatus and the data 

25 distribution apparatus based on the log data received 
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from the second module , creating settlement claim data 
used when performing settlement based on the result of 
the related profit distribution processing, and 
distributing the same to the data providing apparatus and 
a right management function for registering the usage 
control policy data. 

Further, a management apparatus of a 44th aspect of 
the invention is a management apparatus for managing a 
data providing apparatus for distributing content data 
and usage control policy data indicating the handling of 
the related content data and a data processing apparatus 
for determining at least one of a purchase mode and a 
usage mode of the distributed content data based on the 
distributed usage control policy data and creating log 
data indicating the log of at least one of the related 
determined purchase mode and usage mode and receives the 
log data from the data processing apparatus and performs 
profit distribution processing for distributing the 
profit obtained accompanied with the purchase and the 
usage of the content data in the data processing 
apparatus to related parties of the data providing 
apparatus based on the related received log data. 

Further, a management apparatus of a 45th aspect of 
the invention is a management apparatus for managing a 
data providing apparatus for providing content data and 
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usage control policy data indicating the handling of the 
related content data, a data distribution apparatus for 
distributing the provided content data and the usage 
control policy data, and a data processing apparatus for 
determining at least one of a purchase mode and usage 
mode of the distributed content data based on the 
distributed usage control policy data and creating log 
data indicating the log of at least one of the related 
determined purchase mode and usage mode and performs 
profit distribution processing for distributing the 
profit obtained accompanied with the data processing 
apparatus receiving the distribution of the content data 
and purchasing and using the content data to related 
parties of the data providing apparatus and the data 
distribution apparatus based on the received log data. 

Further, a data processing apparatus of a 46th 
aspect of the invention is a data processing apparatus 
for receiving distribution of content data and usage 
control policy data indicating the handling of the 
related content data from a data providing apparatus and 
transmitting the log data to a management apparatus for 
performing profit distribution processing for 
distributing the profit obtained accompanied with the 
purchase and usage of the related distributed content 
data to related parties of the data providing apparatus 
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based on the predetermined log data, determines at least 
one of a purchase mode and usage mode of the distributed 
content data based on the distributed usage control 
policy data, and transmits the log data indicating the 
log of the determined designation mode and usage mode to 
the management apparatus . 

Further, a data processing apparatus of a 47th 
aspect of the invention is a data processing apparatus 
for receiving distribution of content data and usage 
control policy data from a data distribution apparatus 
receiving the provision of content data and usage control 
policy data indicating the handling of the related 
content data from a data providing apparatus and 
transmitting log data to a management apparatus for 
performing profit distribution processing for 
distributing the profit obtained accompanied with the 
purchase and usage of the distributed content data to 
related parties of the data providing apparatus and the 
data distribution apparatus based on predetermined log 
data and has a first module for communicating with the 
data distribution apparatus and a second module for 
determining at least one of a purchase mode and usage 
mode of the distributed content data based on the 
distributed usage control policy data and transmitting 
log data indicating the log of the related determined 



purchase mode and usage mode to the management apparatus . 

Further, a data processing apparatus of a 48th 
aspect of the invention is a data processing apparatus 
for receiving the distribution of content data and usage 
control policy data indicating the handling of the 
related content data from a data providing apparatus via 
a data distribution apparatus and transmitting the log 
data to a management apparatus for performing profit 
distribution processing for distributing the profit 
obtained accompanied with the purchase and usage of the 
related distributed content data to related parties of 
the data providing apparatus and the data distribution 
apparatus based on the management apparatus use log data 
and has a first module for creating data distribution 
apparatus use purchase log data indicating the log of the 
purchase of the content data distributed from the data 
distribution apparatus and transmitting the same to the 
data distribution apparatus and a second module for 
determining at least one of a purchase mode and usage 
mode of the distributed content data based on the 
distributed usage control policy data and transmitting 
the management apparatus use log data indicating the log 
of the related determined purchase mode and usage mode to 
the management apparatus . 

Further, a data providing method of a 49th aspect of 
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the invention is a data providing method using a data 
providing apparatus, data processing apparatus, and 
management apparatus comprising the steps of distributing 
content data and usage control policy data indicating the 
handling of the related content data from the data 
providing apparatus to the data processing apparatus, 
having the data processing apparatus determine at least 
one of the purchase mode and the usage mode of the 
distributed content data based on the distributed usage 
control policy data and transmitting log data indicating 
the log of at least one of the related determined 
purchase mode and usage mode to the management apparatus, 
and having the management apparatus perform profit 
distribution processing for distributing the profit 
obtained accompanied with the purchase and the usage of 
the content data in the data processing apparatus to 
related parties of the data providing apparatus based on 
the received log data. 

Further, a data providing method of a 50th aspect of 
the invention is a data providing method using a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus comprising 
the steps of providing content data and usage control 
policy data indicating the handling of the related 
content data from the data providing apparatus to the 
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data distribution apparatus, distributing the provided 
content data and the usage control policy data from the 
data distribution apparatus to the data processing 
apparatus, having the data processing apparatus determine 
at least one of the purchase mode and the usage mode of 
the distributed content data based on the distributed 
usage control policy data and transmitting log data 
indicating the log of the related determined purchase 
mode and usage mode to the management apparatus , and 
having the management apparatus perform profit 
distribution processing for distributing the profit 
obtained accompanied with the data processing apparatus 
receiving the distribution of the content data and 
purchasing and using the content data to related parties 
of the data providing apparatus and the data distribution 
apparatus based on the log data received from the second 
module . 

Further, a data providing method of a 51st aspect of 
the invention is a data providing method using a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus comprising 
the steps of providing content data and usage control 
policy data indicating the handling of the related 
content data from the data providing apparatus to the 
data distribution apparatus, distributing the content 
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data and the usage control policy data provided from the 
data distribution apparatus to the data processing 
apparatus to the data processing apparatus, having the 
data processing apparatus generate data distribution 
5 apparatus use purchase log data indicating the log of the 
purchase of the content data distributed from the data 
distribution apparatus and transmitting the same to the 
data distribution apparatus , determine at least one of a 
purchase mode and usage mode of the distributed content 

10 data based on the distributed usage control policy data, 
and transmit management apparatus use log data indicating 
the log of the related determined purchase mode and usage 
mode to the management apparatus, having the management 
apparatus clear the profit obtained accompanied with the 

15 purchase and the usage of the content data in the data 
processing apparatus to related parties of the data 
providing apparatus and the data distribution apparatus 
based on the management apparatus use log data, and 
having the data distribution apparatus perform charging 

20 processing concerning the distribution of the content 
data based on the data distribution apparatus use 
purchase log data received from the data processing 
apparatus . 

BRIEF DESCRIPTION OF THE DRAWINGS 

2 5 Figure 1 is a view of the overall configuration of 
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an EMD system of a first embodiment of the present 
invention. 

Figure 2 is a functional block diagram of a content 
provider shown in Fig. 1 and a view of the flow of data 
5 concerning data transferred with a SAM of a user home 
network . 

Figure 3 is a functional block diagram of the 
content provider shown in Fig. 1 and a view of the flow 
of the data concerning the data transferred between the 
10 content provider and an EMD service center. 

Figure 4 is a view for explaining a format of a 
secure container transmitted from the content provider 
shown in Fig . 1 to a SAM . 

Figure 5 is a view for explaining a correspondence 
15 between an OSI layer and a definition of the secure 
container of the present embodiment. 

Figure 6 is a view for explaining a ROM type storage 
medium . 

Figure 7A is a view for explaining a format of a 
20 right registration request use module transmitted from 
the content provider to the EMD service center , while 
Fig. 7B is a view for explaining an authorization 
certificate module transmitted from the EMD service 
center to the content provider. 
25 Figure 8 is a flowchart of processing where the 



content provider requests public key certificate data for 
certifying legitimacy of public key data corresponding to 
its own secret key data to the EMD service center in the 
first embodiment. 

Figure 9 is a flowchart of processing where the 
content provider transmits a secure container to a SAM of 
the user home network in the first embodiment. 

Figure 10 is a functional block diagram of the EMD 
service center shown in Fig. 1 and a view of the flow of 
the data related to the data transferred with the content 
provider . 

Figure 11 is a functional block diagram of the EMD 
service center shown in Fig. 1 and a view of the flow of 
the data related to the data transferred between a SAM 
and a settlement organization shown in Fig. 1. 

Figure 12 is a flowchart of processing where the EMD 
service center receives a request for issuance of public 
key certificate data from the content provider in the 
first embodiment. 

Figure 13 is a flowchart of processing where the EMD 
service center receives a request for issuance of public 
key certificate data from a SAM in the first embodiment. 

Figure 14 is a flowchart of processing where the EMD 
service center receives a request for registration of 
usage control policy data and content key data from the 



content provider in the first embodiment. 

Figure 15 is a flowchart of processing where the EMD 
service center performs settlement processing in the 
first embodiment. 

Figure 16 is a view of the configuration of a 
network apparatus in the user home network shown in Fig. 
1. 

Figure 17 is a functional block diagram of a SAM in 
the user home network shown in Fig. 1 and a view of the 
flow of the data up to decryption of the secure container 
received from the content provider. 

Figure 18 is a view for explaining the data stored 
in an external memory shown in Fig. 16. 

Figure 19 is a view for explaining the data stored 
in a stack memory. 

Figure 20 is another view of the configuration of 
the network apparatus in the user home network shown in 
Fig . 1 . 

Figure 21 is a view for explaining the data stored 
in a storage unit shown in Fig. 17. 

Figure 22 is a flowchart of processing in a SAM when 
inputting the secure container from the content provider 
and decrypting a key file KF in the secure container in 
the first embodiment. 

Figure 23 is a functional block diagram of a SAM in 
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the user home network shown in Fig. 1 and a view of the 
flow of the data related to the processing of using and 
purchasing the content data. 

Figure 24 is a flowchart of processing up to 
5 determination of a purchase mode of the secure container 
downloaded from the content provider in a download memory 
in the first embodiment. 

Figure 25 is a flowchart of processing in the case 
of reproduction of content data with the purchase mode 
10 already determined stored in the download memory in the 
first embodiment. 

Figure 26 is a view for explaining the flow of the 
processing in a SAM of the source of transfer when 
transferring a content file with the purchase mode 
15 already determined downloaded in the download memory of 
the network apparatus shown in Fig. 16 to a SAM of an AV 
apparatus . 

Figure 27 is a view of the flow of the data in a SAM 
of the source of transfer in the case shown in Fig. 26. 

20 Figure 28 is a flowchart of the processing in a SAM 

when transferring the content file and the key file with 
the purchase mode already determined therein downloaded 
in the download memory of the network apparatus to a SAM 
of another AV apparatus in the first embodiment. 

25 Figure 29 is a view for explaining the format of a 
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secure container with the purchase mode already 
determined. 

Figure 30 is a view of the flow of the data when 
writing an input content file etc. into a RAM type or ROM 
5 type storage medium in the SAM of the source of transfer 
in the case shown in Fig. 26. 

Figure 31 is a flowchart of the processing in the 
SAM when writing a content file input from another SAM 
etc. into a storage medium of a RAM type or the like in 
10 the first embodiment. 

Figure 32 is a view for explaining the flow of the 
processing when determining the purchase mode in an AV 
apparatus when the user home network receives off-line 
the distribution of the ROM type storage medium shown in 
15 Fig. 6 wherein the purchase mode of the content has not 
yet been determined. 

Figure 33 is a view of the flow of the data in a SAM 
in the case shown in Fig. 32. 

Figure 34 is a flowchart of processing when 
20 determining the purchase mode in an AV apparatus when the 
user home network receives off-line the distribution of 
the ROM type storage medium shown in Fig. 5 wherein the 
purchase mode of the content has not yet been determined 
in the first embodiment. 
25 Figure 35 is a flowchart continuing from the 
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flowchart of Fig. 34 . 

Figure 36 is a view for explaining the flow of 
processing when reading a secure container from a ROM 
type storage medium wherein the purchase mode of the 
5 content has not yet been determined in an AV apparatus in 
the user home network, transferring this to another AV 
apparatus, and writing the same into a RAM type storage 
medium . 

Figure 37 is a flowchart of processing of a first AV 
10 apparatus when reading a secure container from a ROM type 
storage medium wherein the purchase mode of the content 
has not yet been determined in a first AV apparatus as 
shown in Fig. 36 , transferring this to a second AV 
apparatus , determining the purchase mode in the second AV 
15 apparatus, and writing the same into a RAM type storage 
medium . 

Figure 38 is a flowchart of the processing of the 
second AV apparatus of the case shown in Fig. 37. 

Figure 39 is a flowchart continuing from the 
20 flowchart shown in Fig. 38. 

Figure 40 is a view of the flow of the data in the 
SAM of the source of transfer in the case shown in Fig. 
36. 

Figure 41 is a view of the flow of the data in the 
25 SAM of the source of transfer in the case shown in Fig. 
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36. 

Figure 42 is a view for explaining the format of the 
data transferred by an in-band method and an out-of-band 
method among the content provider, EMD service center, 
5 and SAM shown in Fig . 1 . 

Figure 43 is a view for explaining the mode of the 
data transferred by the in-band method and the 
out-of-band method among the content provider, EMD 
service center, and SAM shown in Fig. 1. 
10 Figure 44 is a view for explaining an example of a 

connection configuration of apparatuses to a bus. 

Figure 45 is a view for explaining a data format of 
a SAM registration list. 

Figure 46 is a flowchart of the overall operation of 
15 the content provider shown in Fig. 1. 

Figure 47 is a view for explaining a second 
modification of the first embodiment of the present 
invention . 

Figure 48 is a view for explaining a third 
2 0 modification of the first embodiment of the present 
invention . 

Figure 49 is a view of the overall configuration of 
the EMD system of a second embodiment of the present 
invention . 

2 5 Figure 50 is a functional block diagram of the 
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content provider shown in Fig. 49 and a view of the flow 
of the data related to the secure container transmitted 
to a service provider . 

Figure 51 is functional block diagram of the service 
5 provider shown in Fig. 49 and a view of the flow of the 
data transferred with the user home network. 

Figure 52 is a flowchart of the processing of the 
service provider when preparing a secure container from a 
secure container supplied from the content provider and 
10 distributing this to the user home network in the second 
embodiment . 

Figure 53 is a view for explaining the mode of the 
secure container transmitted from the service provider 
shown in Fig. 49 to the user home network. 
15 Figure 54 is a functional block diagram of the 

service provider shown in Fig. 49 and a view of the flow 
of the data transferred with the EMD service center. 

Figure 55 is a view for explaining the format of a 
price tag registration request use module transmitted 
20 from the service provider to the EMD service center. 

Figure 56 is a functional block diagram of the EMD 
service center shown in Fig. 49 and a view of the flow of 
the data related to the data transferred with the service 
provider . 

2 5 Figure 57 is a functional block diagram of the EMD 
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service center shown in Fig. 49 and a view of the flow of 
the data related to the data transferred with the content 
provider . 

Figure 58 is a functional block diagram of the EMD 
5 service center shown in Fig. 49 and a view of the flow of 
the data related to the data transferred with the SAM. 

Figure 59 is a view for explaining the content of a 
usage log data . 

Figure 60 is a flowchart of processing when the EMD 
10 service center receives a request for issuance of public 
key certificate data from the service provider in the 
second embodiment. 

Figure 61 is a flowchart of processing when the EMD 
service center receives a request for registration of 
15 price tag data from the service provider in the second 
embodiment . 

Figure 62 is a flowchart of processing when the EMD 
service center performs settlement in the second 
embodiment . 

20 Figure 63 is a view of the configuration of the 

network apparatus shown in Fig. 49. 

Figure 64 is a functional block diagram of a CA 
module shown in Fig. 63. 

Figure 65 is a functional block diagram of the SAM 
2 5 shown in Fig. 63 and a view of the flow of the data from 
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the input of the secure container to the decryption of 
the same . 

Figure 66 is a view for explaining the data stored 
in the storage unit shown in Fig. 65. 
5 Figure 67 is a functional block diagram of the SAM 

shown in Fig. 63 and a view of the flow of the data when 
determining the purchase and/or usage mode of the content 
etc . 

Figure 68 is a flowchart of processing of the SAM 
10 when inputting a secure container from the service 
provider and decrypting the key file in the secure 
container in the second embodiment. 

Figure 69 is a flowchart of processing of the SAM up 
to the determination of the purchase mode of the secure 
15 container downloaded in the download memory from the 
service provider in the second embodiment. 

Figure 70 is a flowchart of processing when 
reproducing content data having the purchase mode already 
determined stored in the download memory. 
20 Figure 71 is a view for explaining the mode of the 

key file after the purchase mode is determined. 

Figure 72 is a view for explaining the flow of the 
processing in the SAM of the source of transfer when 
transferring the content file having the purchase mode 
25 already determined downloaded in the download memory of 



the network apparatus shown in Fig. 63 to the SAM of the 
AV apparatus . 

Figure 73 is a view of the flow of the data in the 
SAM of the source of transfer in the case shown in Fig. 
72 . 

Figure 74 is a flowchart of processing of the SAM of 
the source of transfer in a case when transferring for 
example the content file having the purchase mode already 
determined downloaded in the download memory of the 
network apparatus to the SAM of the AV apparatus as shown 
in Fig. 72. 

Figure 75 is a view for explaining the format of the 
secure container having the purchase mode already 
determined to be transferred to the SAM of the AV 
apparatus from the SAM of the network apparatus . 

Figure 76 is a view of the flow of the data in the 
SAM of the destination of transfer in the case shown in 
Fig. 72. 

Figure 77 is a flowchart of the processing of the 
SAM when writing a content file input from the other SAM 
etc. into a storage medium of the RAM type etc. as shown 
in Fig. 72. 

Figure 78 is a flowchart of the overall operation of 
the EMD system shown in Fig. 49. 

Figure 79 is a flowchart of the overall operation of 
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the EMD system shown in Fig. 49. 

Figure 80 is a view of the configuration of an EMD 
system using two service providers according to a first 
modification of the second embodiment of the present 
5 invention . 

Figure 81 is a view of the configuration of an EMD 
system using a plurality of content providers according 
to a second modification of the second embodiment of the 
present invention . 
10 Figure 82 is a view of the configuration of an EMD 

system according to a third modification of the second 
embodiment of the present invention . 

Figure 83 is a view of the configuration of an EMD 
system according to a fourth modification of the second 
15 embodiment of the present invention. 

Figure 84 is a view for explaining the mode of a 
route of acquisition of public key certificate data. 

Figure 85 is a view for explaining processing for 
invalidating public key certificate data of the content 
20 provider . 

Figure 86 is a view for explaining processing for 
invalidating public key certificate data of the service 
provider . 

Figure 87 is a view for explaining processing for 
2 5 invalidating public key certificate data of a SAM. 
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Figure 88 is a view for explaining other processing 
for invalidating public key certificate data of a SAM. 

Figure 89 is a view for explaining a case where a 
right management clearing house and an electronic 
5 settlement clearing house are provided in place of the 
EMD service center in the EMD system shown in Fig. 49. 

Figure 90 is a view of the configuration of an EMD 
system when providing the right management clearing house 
and the electronic settlement clearing house shown in 
10 Fig. 89 in a single EMD service center. 

Figure 91 is a view of the configuration of an EMD 
system where the service provider directly performs 
settlement at the electronic settlement clearing house . 
Figure 92 is a view of the configuration of an EMD 
15 system where the content provider directly performs the 
settlement at the electronic settlement clearing house . 

Figure 93 is a view for explaining the format of the 
secure container provided from the content provider to 
the service provider shown in Fig. 49 in an eighth 
20 modification of the second embodiment of the present 
invention . 

Figure 94 is a view for explaining a detailed format 
of a module stored in Fig. 93. 

Figure 95 is a view for explaining the format of the 
2 5 secure container provided from the service provider to 
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the SAM shown in Fig. 49 in the eighth modification of 
the second embodiment of the present invention. 

Figure 96 is a conceptual view of a case where the 
secure container is provided by using the Internet. 
5 Figure 97 is another conceptual view of the case 

where the secure container is provided by using the 
Internet . 

Figure 98 is a conceptual view of a case where the 
secure container is provided by using a digital 
10 broadcast . 

Figure 99 is another conceptual view of the case 
where the secure container is provided by using a digital 
broadcast . 

Figure 100 is a view of the configuration of a 
15 conventional EMD system. 

BEST MODE FOR WORKING THE INVENTION 
Below, an explanation will be made of an EMD 
(electronic music distribution) system according to 
embodiments of the present invention . 
20 In the present embodiment, the content data 

distributed to the user means digital data wherein the 
information per se has value such as music data, video 
data, and a program. The explanation will be made below 
by taking as an example music data. 
2 5 First Embodiment 
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Figure 1 is a view of the configuration of an EMD 
system 100 of the present embodiment. 

As shown in Fig. 1, the EMD system 100 has a content 
provider 101, an EMD service center (clearing house, 
5 below, also described as "ESC" ) 102, and a user home 
network 103 . 

Here, the content provider 101, EMD service center 
102, and SAMs 105 ± to 105 4 correspond to the data 
providing apparatus , management apparatus , and data 
10 processing apparatuses of the present invention. 

First, a brief explanation will be made of the EMD 
system 100. 

In the EMD system 100, the content provider 101 
transmits usage control policy (UCP) data 106 indicating 

15 the content of the right such as license conditions of 
content data C of the content which it is to provide to 
the EMD service center 102 as a high reliability 
authority manager. The usage control policy data 106 is 
authorized (certified) by the EMD service center 102. 

20 Further, the content provider 101 encrypts the 

content data C by content key data Kc to generate a 
content file CF and, at the same time, encrypts the 
content key data Kc by distribution key data KD 1 to KD5 8 
of a corresponding period distributed from the EMD 

25 service center 102. Then, the content provider 101 
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distributes a secure container (module of the present 
invention) 104 storing (encapsulating) the encrypted 
content key data Kc and content file CF and its own 
signature data to the user home network 103 by using a 
5 network such as the Internet, digital broadcasting, and 
storage medium. 

In this way, in the present embodiment, by 
encapsulating and providing the digital content data C, 
the digital content which had been closely tied to a 
10 conventional storage medium is separated from the storage 
medium, thus value can be imparted to the digital content 
by itself. 

Here, the "secure container" is the product capsule 
forming the most basic unit when selling the content data 

15 C (product) no matter which distribution route 
(distribution channel) it is provided through. 
Specifically, the secure container is a product capsule 
containing the encryption information for the charging, 
signature data for verifying the legitimacy of the 

2 0 content of the content data C, the legitimacy of the 

party preparing the content data, and the legitimacy of 
the distributor of the content data, and the information 
relating to the copyright such as the information 
concerning the electronic watermark information buried in 

2 5 the content data. 
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The user home network 103 has for example a network 
apparatus 160 1 and AV apparatuses 160 2 to 160 4 . 

The network apparatus 160! includes a SAM (secure 
application module) 105i. 
5 The AV apparatuses 160 2 to 160 4 include the SAMs 105 2 

to 105 4 . The SAMs 105i to 105 4 are connected to each other 
via a bus 191, for example, an IEEE (Institute of 
Electrical and Electronics Engineers) 1394 serial 
interface bus . 

10 The SAMs 105! to 105 4 decrypt the secure container 

104 received by the network apparatus 160! from the 
content provider 101 via the network or the like on-line 
and/or the secure container 104 received from the content 
provider 101 at the AV apparatuses 160 2 to 160 4 via 

15 storage media off-line by using the distribution key data 
KD X to KD 3 of the corresponding period and then verify 
the signature data. 

The secure container 104 supplied to the SAMs 105 x 
to 105 4 is reproduced or stored to a storage medium after 

20 the purchase and/or usage mode is determined in 

accordance with the operation of the user in the network 
apparatus 160! and the AV apparatuses 160 2 to 160 4 . 

The SAM 105 1 to 105 4 store logs of the purchase 
and/or usage of the secure container 104 mentioned above 

25 as usage log data 108. 
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The usage log data 108 is transmitted from the user 
home network 103 to the EMD service center 102 in 
response to for example a request from the EMD service 
center 102 . 

5 The EMD service center 102 determines (calculates) 

the charged content based on the usage log data 108 and 
performs settlement at a settlement organization 91 such 
as a bank via a payment gateway 90 . By this , the money 
paid by a user of the user home network 103 to the 

10 settlement organization 91 is paid to the content 

provider 101 by the settlement processing by the EMD 
service center 102. 

Further, the EMD service center 102 transmits a 
settlement report data 107 to the content provider 101 

15 every predetermined period. 

In the present embodiment, the EMD service center 
102 has a certificate authority function, a key data 
management function, and a right clearing (profit 
distribution) function . 

20 Namely, the EMD service center 102 plays the role as 

a second certificate authority with respect to a route 
certificate authority 92 constituting the highest 
authority manager at a neutral position (located below 
the route certificate authority 92) and certifies the 

25 legitimacy of the related public key data by attaching a 
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signature using the secret key data of the EMD service 
center 102 to public key certificate data of public key 
data used for the verification processing of the 
signature data in the content provider 101 and the SAMs 
105i to 105 4 . Further, as mentioned before, one of the 
certificate authority functions of the EMD service center 
102 is for the EMD service center 102 to register and 
authorize the usage control policy data 106 of the 
content provider 101 . 

Further, the EMD service center 102 has a key data 
management function for managing the key data, for 
example, the distribution key data KD ± to KD 6 . 

Further, the EMD service center 102 has a right 
clearing (profit distribution) function of performing 
settlement with respect to the purchase and/or usage of 
content by a user based on a suggested retailer' s price 
(SRP) described in the authorized usage control policy 
data 106 and the usage log data 108 input from the SAMs 
105 x to 105 4 and distributing the money paid by the user 
to the content provider 101. 

Below, a detailed explanation will be made of 
components of the content provider 101. 

[Content Provider 101] 

Figure 2 is a functional block diagram of the 
content provider 101 and shows the flow of the data 
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related to the data transferred with the SAMs 105 1 to 
105 4 of the user home network 103. 

Further, in Fig. 3, the flow of the data related to 
the data transferred between the content provider 101 and 
5 the EMD service center 102 is shown. 

Note that, in the figures starting from Fig. 3, the 
flow of the data input and output to and from the 
signature data processor and the encryptor/ decryptor 
u s i ng s e s s i on key data K SES i s omi t ted . 

10 As shown in Fig. 2 and Fig. 3, the content provider 

101 has a content master source server 111, an electronic 
watermark information adder 112, a compressor 113, an 
encryptor 114, a random number generator 115, an 
encryptor 116, a signature processor 117, a secure 

15 container generator 118, a secure container database 

118a, a storage unit 119, a mutual authenticator 120, an 
encryptor/decryptor 121, a usage control policy data 
generator 122, a SAM manager 124, and an EMD service 
center manager 125 . 

20 The content provider 101 registers for example 

public key data generated by itself and its own ID card 
and bank account number (account number for settlement) 
in the EMD service center 102 off-line before 
communicating with the EMD service center 102 and 

25 acquires its own identifier (identification number) 
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CP_ID. Further, the content provider 101 receives public 
key data of the EMD service center 102 and public key 
data of the route certificate authority 92 from the EMD 
service center 102 . 
5 Below, an explanation will be made of functional 

blocks of the content provider 101 shown in Fig. 2 and 
Fig . 3 . 

The content master server 111 stores the content 
data of the master source of content to be provided to 
10 the user home network 103 and outputs content data Sill 
to be provided to the electronic watermark information 
adder 112. 

The electronic watermark information adder 112 
buries a source watermark Ws , a copy control watermark 

15 Wc, a user watermark Wu, etc. in the content data Sill to 
generate content data S112 and outputs the content data 
S112 to the compressor 113. 

The source watermark Ws is information concerning 
the copyright such as the name of the owner of the 

20 copyright of the content data, ISRC code, authoring date, 
authoring apparatus ID (identification data) , and 
destination of the distribution of the content. The copy 
control watermark Wc is information containing a copy 
prohibit bit for preventing copying through an analog 

25 interface. The user watermark Wu contains for example the 
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identifier CP_JED of the content provider 101 for 
specifying a source of distribution and a destination of 
distribution of the secure container 104 and identifiers 
SAM_ID X to SAM_ID 4 of the SAMs 105 x to 105 4 of the user 
5 home network 103. 

Further, the electronic watermark information adder 
112 buries the link use ID for searching of the content 
data by a search engine as electronic watermark 
information in the content data Sill if necessary. 

10 In the present embodiment , preferably the 

information content and the burial position of each 
electronic watermark information are defined as the 
electronic watermark information management data . The 
electronic watermark information management data is 

15 managed in the EMD service center 102. The electronic 
watermark information management data is used when for 
example the network apparatus 160 x and the AV apparatuses 
160 2 to 160 4 in the user home network 103 verify the 
legitimacy of the electronic watermark information. 

20 For example, in the user home network 103, based on 

the electronic watermark information management data, the 
burying of a false electronic watermark information can 
be detected with a high probability by deciding that the 
electronic watermark information is legitimate when both 

2 5 of the burial position of the electronic watermark 
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information and the content of the buried electronic 
watermark information coincide . 

The compressor 113 compresses the content data S112 
by an audio compression method such as ATRAC 3 (Adaptive 
5 Transform Acoustic Coding 3) (trademark) and outputs 
compressed content data S113 to the encryptor 114. 

The encryptor 114 uses the content key data Kc as a 
common key, encrypts the content data S113 by a common 
key encryption method such as DES (Data Encryption 

10 Standard) or Triple DES to generate the content data C 
and outputs this to the secure container generator 118. 

Further, the encryptor 114 encrypts A/V 
decompression software Soft and meta-data Meta by using 
the content key data Kc as the common key, then outputs 

15 the same to the secure container generator 117. 

DES is an encryption method for processing 64 bits 
of a plain text as a block by using a 56-bit common key. 
The DES processing is comprised by a portion for 
scrambling the plain text to transform the same to 

20 encrypted text (data scrambler) and a portion for 

creating key (magnification key) data used in the data 
scrambler from the common key data (key processor) . All 
algorithms of DES are disclosed, so the fundamental 
processing of the data scrambler will be briefly 

25 explained here. 
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First , 64 bits of the plain text are divided into an 
upper significant 32 -bit H 0 and a lower significant 32- 
bit L 0 . Using as input the 48-bit magnification key data 
K-l supplied from the key processor and the lower 
5 significant 32-bit L 0 , the output of an F function 

obtained by scrambling the lower significant 32 -bit L 0 is 
calculated. The F function is comprised by two types of 
basic transformations of "substitution" for replacing the 
numerals by a predetermined rule and "transposition" for 

10 switching the bit positions by a predetermined rule. 

Next, an exclusive OR of the upper significant 32 -bit H 0 
and the output of the F function is calculated, and the 
result thereof is made L A . Further, L 0 is made U 1 . 

Then, based on the upper significant 32 -bit H 0 and 

15 the lower significant 32-bit L 0 , the above processing is 
repeated 16 times. The thus obtained upper significant 
32 -bit H 18 and lower significant 32 -bit L 18 are output as 
the encrypted text. The decryption is realized by 
performing the above procedure in the reverse direction 

20 by using the common key data used in the encryption. 

The random number generator 115 generates a random 
number of predetermined number of bits and outputs the 
related random number as the content key data Kc to the 
encryptor 114 and the encryptor 116. 

25 Note that it is also possible to generate the 
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content key data Kc from the information concerning the 
music provided by the content data. The content key data 
Kc is updated for example every predetermined time . 
The encryptor 116 receives as its inputs the 
5 distribution key data KD 1 to KD 6 of the corresponding 
period among the distribution key data KD X to KD 6 
received from the EMD service center 102 and stored in 
the storage unit 119 as will be mentioned later, encrypts 
the content key data Kc, usage control policy data 106, 

10 SAM program download containers SDC ± to SDC 3 , and a 

signature certificate module Modi shown in Fig. 4B by the 
DES or other common encryption method using the related 
distribution key data as a common key, then outputs them 
to the secure container generator 117. 

15 In the signature certificate module Mod l7 as shown 

in Fig. 4B, signature data SIG 2 CP to SIG 4 CP , a public key 
certificate CER^ of public key data K^p of the content 
provider 101 and signature data SIG 1/ESC of the EMD service 
center 102 with respect to the related certificate CERcp 

20 are stored. 

Further, the SAM program download containers SDCi to 
SDC 3 store download drivers used when downloading 
programs in the SAMs 105 1 to 105 4 , a UCP-L (Label) R 
(Reader) indicating the syntax (grammar) of a usage 

25 control policy data (UCP) U106, and lock key data for 



- 86 - 



locking or unlocking rewrite and erase operations of the 
storage units (flash ROMs) built in the SAMs 105 ± to 105 4 
in units of blocks . 

Note that the storage unit 119 is provided with 
5 various databases, for example, a database for storing 
public key certificate data, a database for storing 
distribution use data KD X to KD 6/ and a database for 
storing the key file KF . 

The signature processor 117 takes a hush value of 

10 the data to be signed and generates the signature data 
SIG thereof by using the secret key data Kc P s of the 
content provider 101. 

Note that the "hush value" is generated by using the 
hush function. The hush function is a function for 

15 receiving as the input the data covered, compressing the 
related input data to data having a predetermined bit 
length, and outputting the same as a hush value. The hush 
function is characterized in that it is difficult to 
predict the input from the hush value (output) , many 

20 bits of the hush value change when one bit of the data 
input to the hush function changes, and it is difficult 
to find input data having an identical hush value . 

The secure container generator 118, as shown in Fig. 
4A, generates the content file CF storing header data and 

2 5 the content data C, A/V decompression software Soft, and 
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me ta- data Meta input from the encryptor 114 and encrypted 
by the content key data Kc . 

Here, the A/V decompression software Soft is the 
software used when decompressing the content file CF in 
5 the network apparatus 160 x and the AV apparatuses 160 2 to 
160 4 in the user home network 103 and is for example an 
ATRAC 3 type decompression software. 

Further, the secure container generator 118 
generates a key file KF storing, as shown in Fig. 4B, the 

10 content key data Kc, usage control policy data (UCP) 106, 
SAM program download containers SDC X to SDC 3 , and the 
signature certificate module Mod x encrypted by the 
distribution key data KD X to KD 6 of the corresponding 
period input from the encryptor 116. 

15 Then, the secure container generator 118 generates a 

secure container 104 storing the content file CF and the 
key file KF shown in Figs . 4A and 4B and the public key 
data Kcp and the signature data SIG lfESC of the content 
provider 101 shown in Fig, 4C, stores this in a secure 

20 container database 118a, and then outputs the same to the 
SAM manager 124 in response to a request from the user. 

In this way, in the present embodiment, an in-band 
method storing the public key certificate CERc P of the 
public key data K^p of the content provider 101 in a 

25 secure container 104 and transmitting it to the user home 



- 88 - 



network 103 is employed. Accordingly, it is not necessary 
for the user home network 103 to communicate with the EMD 
service center 102 for obtaining the public key 
certificate CERcp . 
5 Note that, in the present invention, it is also 

possible to employ an out-of-band method where the user 
home network 103 obtains the public key certificate CERcp 
from the EMD service center 102 without storing the 
public key certificate CERcp in the secure container 104. 

10 The mutual authenticator 120 generates session key 

data (common key) K SES by mutual authentication between 
the EMD service center 102 and the user home network 103 
when the content provider 101 transfer data on-line 
between the EMD service center 102 and the user home 

15 network 103. The session key data K SES is newly generated 
at each mutual authentication . 

The encryptor/decryptor 121 encrypts the data to be 
transmitted by the content provider 101 to the EMD 
service center 102 and the user home network 103 on-line 

20 by using the session key data K SES . 

Further, the encryptor/decryptor 121 decrypts the 
data received by the content provider 101 from the EMD 
service center 102 and the user home network 103 on-line 
by using the session key data K SES . 

25 The usage control policy data generator 122 
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generates the usage control policy data 106 and outputs 
this to the encryptor 116. 

The usage control policy data 106 is a descriptor 
defining the operation rules of the content data C and 
5 describes for example the suggested retailer 7 s price SRP 
intended by the operator of the content provider 101 and 
the copying rules of the content data C therein. 

The SAM manager 124 supplies the secure container 
104 to the user home network 103 off-line and/or on-line. 

10 The SAM manager 124 encrypts the secure container 

104 by using the distribution key data KD X to KD 6 etc. 
and stores the same on a storage medium when distributing 
the secure container 104 to the user home network 103 
off-line by using a ROM type storage medium such as a 

15 CD-ROM or DVD (digital versatile disc) . Then, this 

storage medium is supplied to the user home network 103 
off-line by sale or the like. 

In the present embodiment , the secure container 
(product capsule) 104 is defined by the application layer 

20 in the OSI layer as shown in Fig. 5. Further, capsules 

corresponding to the presentation layer and the transport 
layer are separately defined from the secure container 
104 as transport protocol for transporting the secure 
container. Accordingly, the secure container 104 can be 

25 defined without depending on the transport protocol. 
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Namely, no matter what the mode, that is, on-line or off- 
line, of supplying the secure container 104 to the user 
home network 103, the container can be defined and 
generated according to a common rule . 
5 For example, when supplying the secure container 104 

by using the network, the secure container 104 is defined 
in a region of the content provider 101 , and the 
presentation layer and the transport layer are considered 
as transport tools for transporting the secure container 
10 104 to the user home network 103. 

Further, in the off-line case, a ROM type storage 
medium is considered as a transport carrier for 
transporting the secure container 104 to the user home 
network 103 . 

15 Figure 6 is a view for explaining a storage medium 

130. 

As shown in Fig. 6, each of the ROM type storage 
media 130 has a ROM region 131, a RAM region 132, and a 
media SAM 133. 

20 The ROM region 131 stores the content file CF shown 

in Fig. 4A. 

Further, the RAM region 132 stores signature data 
generated by using a MAC (message authentication code) 
function using as arguments the key file KF and public 
25 key certificate data CER^ shown in Fig. 4B and Fig. 4C 
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and storage key data K STR having an inherent value in 
accordance with the type of the apparatus and data 
obtained by encrypting the related key file KF and public 
key certificate data CER^ by using media key data 
5 having a value inherent in the storage media. 

Further, the RAM region 132 stores a public key 
certificate revocation list for specifying the content 
provider 101 and SAMs 105! to 105 5 which became invalid 
due to for example an illegal action . 

10 Further, the RAM region 132, as will be mentioned 

later, stores usage control status (UCS) data 166 
generated when the purchase and/or usage mode of the 
content data C are determined in the SAMs 105 x to 105 4 of 
the user home network 103 etc. By this, by the storage of 

15 the usage control status data 166 in the RAM region 132, 
the ROM type storage medium 130 having the purchase 
and/or usage mode determined therein is obtained. 

The media SAM 133, for example, stores the media ID 
as the identifier of the ROM type storage medium 130 and 

20 the media key data K^. 

The media SAM 133 has for example a mutual 
authentication function . 

Further, the SAM manager 124 encrypts the secure 
container 104 in the encryptor/decryptor 121 by using the 

25 session key data K SES and then distributes the same via 
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the network to the user home network 103 when 
distributing the secure container 104 to the user home 
network 103 on-line by using a network, digital 
broadcast, or the like. 
5 In the present embodiment, as the SAM manager, EMD 

service center manager, and a content provider manager 
and a service provider manager mentioned later, use is 
made of for example a communication gateway having a 
tamper resistant structure making it difficult to monitor 

10 and tamper the internal processing content. 

Here, for the distribution of the content data C 
from the content provider 101 to the user home network 
103, use is made of the secure container 104 of the 
common mode storing the usage control policy data 106 in 

15 both of the case of distribution using a storage medium 
130 as mentioned above and the case of distribution 
on-line by using a network. Accordingly, in the SAMs 105-l 
to 105 4 of the user home network 103, in both of the 
off-line and on-line cases, right clearing based on the 

20 common usage control policy data 106 is possible. 

Further, as mentioned above, in the present 
embodiment, the in-band method of enclosing the content 
data C encrypted by the content key data Kc and the 
content key data Kc for decrypting the related encryption 

25 in the secure container 104 is employed. In the in-band 
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method, there is the advantage that it is not necessary 
to separately distribute the content key data Kc and the 
load of network communication can be reduced when it is 
desired to reproduce the content data C at an apparatus 
5 of the user home network 103. Further, the content key 
data Kc is encrypted by the distribution key data KD ± to 
KD 6 , but the distribution use public key data KD X to KD 6 
are managed by the EMD service center 102 and have been 
distributed to the SAMs 105 x to 1055 of the user home 

10 network 103 in advance (when the SAMs 105 ± to 105 4 access 
to the EMD service center 102 the first time) , therefore, 
in the user home network 103, the usage of the content 
data C off-line becomes possible without connecting with 
the EMD service center 102 on-line. 

15 Note that, the present invention has the 

flexibility of enabling use of the out-of-band method of 
separately supplying the content data C and the content 
key data Kc to the user home network 103 . 

When receiving six months' worth of the distribution 

20 key data KD X to KD 6 and the corresponding signature data 
SIG^esc to SIGkd^esc, the public key certificate CERcp 
containing the public key data Kcp p of the content 
provider 101 and the signature data SIG 1ESC thereof, and 
the settlement report data 107 from the EMD service 

25 center 102, the EMD service center manager 125 decrypts 
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-them in the encryptor / decryptor 121 by using the session 
key data K SES/ and then stores them in the storage unit 
119. 

The settlement report data 107 describes , for 
5 example, the content of the settlement concerning the 
content provider 101 performed with respect to the 
settlement organization 91 shown in Fig. 1 by the EMD 
service center 102 . 

Further , the EMD service center manager 125 

10 transmits a global unique identifier Content ID of the 

content data C to be provided, the public key data Kc P p , 
and their signature data SIG 8 cp to the EMD service center 
102 and receives as its input public key certificate data 
CERcp of public key data from the EMD service center 

15 102. 

Further, the EMD service center manager 125 
generates a module Mod 3 storing the global unique 
identifier Content_ID of the content data C to be 
provided, the content key data Kc, and the usage control 

20 policy data 106 therein and a usage control policy 

registration request use module Mod 2 storing signature 
data SIG 5CP thereof as shown in Fig. 7A when registering 
the usage control policy data 106 in the EMD service 
center 102, encrypts them in the encryptor/decryptor 121 

25 by using the session key data K SES , and then transmits the 
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same via the network to the EMD service center 102. As 
the EMD service center manager 125 , as mentioned before, 
use is made of for example a communication gateway having 
the tamper resistant structure making it difficult to 
5 monitor and tamper with the internal processing content. 

Below, an explanation will be made of the flow of 
the processing in the content provider 101 by referring 
to Fig . 2 and Fig . 3 . 

Note that, as a prerequisite of the following 

10 processing, a related party of the content provider 101 
performs processing for registration at the EMD service 
center 102 off-line by using for example its own ID card 
and bank account for the settlement processing and 
obtains a global unique identifier CP_ID . The global 

15 unique identifier CP_ID is stored in the storage unit 
119. 

Below, an explanation will be made of the processing 
when the content provider 101 requests public key 
certificate data CERcp for certifying the legitimacy of 
20 the public key data Kcp s corresponding to its own secret 
key data K cp s to the EMD service center 102 by referring 
to Fig . 3 and Fig . 8 . 

Figure 8 is a flowchart of the related processing. 
Step SA1: The content provider 101 generates a 
2 5 random number by using a random number generator 115 
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configured by for example a true random number generator 
and generates the secret key data Kc? fS . 

Step SA2 : The content provider 101 generates public 
key data p corresponding to the secret key data s 
5 and stores the same in the storage unit 119, 

Step SA3 : The EMD service center manager 125 of the 
content provider 101 reads the identifier CP_ID of the 
content provider 101 and the public key data Kc P p from 
the storage unit 119 . 
10 Then, the EMD service center manager 125 transmits a 

public key certificate data issuance request containing 
the identifier CP_ID and the public key data Kc P p to the 
EMD service center 102. 

Step SA4 : The EMD service center manager 125 
15 receives as its inputs the public key certificate data 
CERcp and signature data SIG 1/ESC thereof from the EMD 
service center 102 in response to the related issuance 
request and writes the same into the storage unit 119. 

Below, an explanation will be made of the processing 
20 for receiving the distribution key data from the EMD 
service center 102 by the content provider 101 by 
referring to Fig . 3 . 

Note that, as the prerequisite for the following 
processing, the content provider 101 must have already 
25 obtained the public key certificate data CERcp from the 
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EMD service center 102, 

The EMD service center manager 125 receives as its 
inputs six months' worth of the distribution key data KD X 
to KD, and their signature data SIG^^gc to SIG^^c 
5 thereof from the EMD service center 102 and stores them 
in a predetermined database in the storage unit 119. 

Then, in the signature processor 117, after the 
legitimacy of the signature data SIG^^c to SIG^ ^c 
stored in the storage unit 119 is confirmed, the 
10 distribution key data KD-l to KD 6 stored in the storage 
unit 119 are handled as valid data. 

Below, an explanation will be made of the processing 
when the content provider 101 transmits the secure 
container 104 to the SAM 105 1 of the user home network 
15 103 referring to Fig. 2 and Fig. 9. 

Figure 9 is a flowchart of the related processing. 
Note that, in the following example, the case of 
transmitting the secure container 104 from the content 
provider 101 to the SAM 105 x is illustrated, but the same 
20 applies also to the case of transmitting the secure 
container 104 to the SAMs 105 2 to 105 4 except it is 
transmitted to the SAMs 105 2 to 105 4 via the SAM 105^ 

Step SBl : Content data Sill is read from the content 
master source server 111 and output to the electronic 
25 watermark information adder 112. 
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The electronic watermark information adder 112 
buries the electronic watermark information in the 
content data Sill to generate content data S112 and 
outputs this to the compressor 113. 
5 Step SB2 : The compressor 113 compresses the content 

data S112 by for example the ATRAC 3 method to generate 
content data S113 and outputs this to the encryptor 114. 

Step SB3 : The random number generator 115 generates 
a random number to generate the content key data Kc and 
10 outputs this to the encryptor 114. 

Step SB 4 : The encryptor 114 encrypts the content 
data S113 and the meta- data Meta and A/V decompression 
software Soft read from the storage unit 119 by using the 
content key data Kc and outputs the same to the secure 
15 container generator 118. In this case, the meta-data Meta 
does not have to be encrypted. 

Then, the secure container generator 118 generates 
the content file CF shown in Fig. 4A. Also, in the 
signature processor 117, the hush value of the content 
20 file CF is taken, and the signature data SIG 8CP is 
generated by using the secret key data Kc P#s . 

Step SB5: The signature processor 117 takes the hush 
value with respect to each of the content data C, content 
key data Kc, and the usage control policy data 106 and 
25 generates the signature data SIG 2 CP , SIG 3CP , and SIG 4 CP 
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indicating the legitimacy of the creator (provider) of 
the data by using the secret key data Kc P s . 

Further, the encryptor 116 encrypts the content key 
data Kc, usage control policy data 106 , SAM program 
5 download containers SD ± to SD 3 , and signature certificate 
module Mod x shown in Fig. 4B by the distribution key data 
KD X to KD 3 of the corresponding period and outputs the 
same to the secure container generator 118. 

Then, the secure container generator 118 generates 
10 the key file KF shown in Fig. 4B. 

Further, the signature processor 117 takes the hush 
value of the key file KF and generates the signature data 
SI6 7 cp by using the secret key data Kc P s . 

Step SB6: The secure container generator 118 
15 generates the secure container 104 storing the content 
file CF and the signature data SIG 8 CP thereof shown in 
Fig. 4A, the key file KF and the signature data SIG 7 cp 
thereof shown in Fig. 4B, and the public key certificate 
data CERcp and the signature data SIG 1ESC thereof shown in 
20 Fig. 4C therein and stores this in the secure container 
database 118a . 

Step SB7 : The secure container generator 118 reads 
the secure container 104 to be provided to the user home 
network 103 in response to for example a request from the 
25 user from the secure container database 118a, encrypts 
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the same in the encryptor /decryptor 121 by using the 
session key data K SES obtained by the mutual 
authentication between the mutual au then tica tor 120 and 
the SAM 105-l, and then transmits the same to the SAM 10S 1 
5 of the user home network 103 via the SAM manager 124. 

Below r an explanation will be made of the processing 
in the case where the content provider 101 requests to 
the EMD service center 102 to register and authorize the 
usage control policy data 106 and the content key data Kc 

10 by referring to Fig. 3. 

The processing for requesting authorization of the 
usage control policy data 106 and the content key data Kc 
is carried out for every content data C. 

In this case, the signature processor 117 finds the 

15 hush value of the module Mod 3 comprised by the global 

unique identifier Content__ID of the content data C and 
the content key data Kc read from the storage unit 119 
and the usage control policy data 106 input from the 
usage control policy data generator 122 and generates the 

20 signature data SIG 5 CP by using the secret key data K^g. 

Then, it encrypts the right registration request use 
module Mod 2 shown in Fig. 7A in the encryptor /decryptor 
121 by using the session key data K SES obtained by the 
mutual authentication between the mutual authenticator 

25 120 and the EMD service center 102, then transmits it 
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from the EMD service center manager 125 to the EMD 
service center 102 . 

In the present embodiment, the case where the 
content provider 101 does not receive the authorization 
5 certificate module certifying that the content provider 
101 is authorized from the EMD service center 102 after 
the EMD service center 102 authorizes the usage control 
policy data 106 and the content key data Kc, that is, the 
case where the encryption is carried out in the content 

10 provider 101 by using the distribution key data KD ± to 
KD 6 to generate the key file KF, is illustrated. 

Note that in the present invention, it is also 
possible to transmit an authorization certificate module 
MocL^ shown in Fig. 7B encrypted by using the 

15 distribution key data KD 1 to KD 6 from the EMD service 
center 102 to the content provider 101 after 
authorization of the usage control policy data 10 6 and 
the content key data Kc in the EMD service center 102. 

The authorization certificate module Mod 2a stores a 

20 module Mod 3a storing the global unique identifier 

Content_ID of the content data C, content key data Kc, 
and the usage control policy data 106 input from the 
usage control policy data generator 122 and signature 
data SIG 5a ESC of the module Mod 3a using the secret key data 

2 5 ^esc, s • 
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In this case, the content provider 101 stores the 
authorization certificate module Mod^ in for example the 
secure container 104 and distributes the same to the SAMs 
105i to 105 4 . 

5 Note that, it is also possible that the EMD service 

center 102 generate six months' worth of the 
authorization certificate module Mod2 a encrypted by using 
the distribution key data KD X to KD 6 corresponding to 
different months and transmit them to the content 
10 provider 101 together . 

[EMD Service Center 102] 

The EMD service center 102 has a certificate 
authority (CA) function, a key management function, and a 
right clearing (profit distribution) function. 

15 Figure 10 is a view of the configuration of the 

functions of the EMD service center 102 . 

As shown in Fig. 10, the EMD service center 102 has 
a key server 141, a key database 141a, a settlement 
processor 142, a signature processor 143, a settlement 

20 organization manager 144, a certificate/usage control 
policy manager 145, a CER database 145a, a content 
provider manager 148, a CP database 148a, a SAM manager 
149, a SAM database 149a, a mutual authenticator 150, and 
an encryptor/decryptor 151 . 

25 Note that, in Fig. 10, in the flow of the data among 
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the functional blocks in the EMD service center 102, the 
flow of the data related to the data transferred with the 
content provider 101 is shown. 

Further, in Fig. 11, in the flow of the data among 
5 the functional blocks in the EMD service center 102, the 
flow of the data related to the data transferred between 
the SAMs 105 1 to 105 4 and the settlement organization 91 
shown in Fig. 1 is shown. 

The key server 141 reads the distribution key data 
10 having the term of validity of one month stored in the 
key database 141a in response to a request and outputs 
the same to the content provider manager 148 and the SAM 
manager 149. 

Further, it is comprised by a series of the key 
15 databases for storing the key data such as the storage 
key data K STR , media key data K^, and MAC key data 
other than the key database 141a distribution key data 
KD. 

The settlement processor 142 performs the settlement 
20 processing based on the usage log data 108 input from the 
SAMs lOSi to 105 4 , suggested retailer' price data SRP 
input from the certificate/usage control policy manager 
145, and the sale price, generates the settlement report 
data 107 and a settlement claim data 152, outputs the 
25 settlement report data 107 to the content provider 
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manager 148, and outputs the settlement claim data 152 to 
the settlement organization manager 144 . 

Note that, the settlement processor 142 monitors 
whether or not the transaction was conducted by an 
5 illegal dumping price based on the sale price . 

Here, the usage log data 108 indicates the log of 
the purchase and the usage (reproduction, storing, 
transfer, etc.) of the secure container 104 in the user 
home network 103 and is used when determining the payment 

10 of the license fee stored to the secure container 104 in 
the settlement processor 142 . 

The usage log data 108 describes, for example, the 
identifier Content_ID of the content data C stored in the 
secure container 104, the identifier CP_JED of the content 

15 provider 101 distributing the secure container 104, the 
compression method of the content data C in the secure 
container 104, the identifier Media_ID of the storage 
medium storing the secure container 104, the identifier 
SAM_ID of the SAMs 105i to 105 4 receiving the 

20 distribution of the secure container 104, the USER_JCD of 
the related SAMs lOSj to 105 4 , etc. Accordingly, when the 
EMD service center 102 must distribute money paid by the 
user of the user home network 103 to a party other than 
the owner of the content provider 101, for example, the 

25 license owner of for example the compression method or 
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the storage medium, the EMD service center 102 determines 
the sum to be paid to each other party based on a 
distribution rate table determined in advance and 
generates the settlement report data 107 and the 
5 settlement claim data 152 in accordance with the related 
determination. The related distribution rate table is 
generated for example for every content data stored in 
the secure container 104 . 

Further, the settlement claim data 152 is authorized 

10 data enabling claim of payment of money to the settlement 
organization 91 and is generated for each individual 
owner of a right when for example the money paid by the 
user is distributed to a plurality of owners of rights . 
Note that the settlement organization 91 sends a 

15 record of use of the related settlement organization to 
the EMD service center 102 when the settlement is 
finished. The EMD service center 102 notifies the content 
of the related record of use to the corresponding owner 
of a right . 

20 The settlement organization manager 144 transmits 

the settlement claim data 152 generated by the settlement 
processor 142 via the payment gateway 90 shown in Fig. 1 
to the settlement organization 91 . 

Note that, as will be mentioned later, it is also 

25 possible that the settlement organization manager 144 
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transmit the settlement claim data 152 to an owner of a 
right such as the content provider 101 and that the owner 
of the right itself performs the settlement at the 
settlement organization 91 by using the received 
5 settlement claim data 152 . 

Further , the settlement organization manager 144 
takes the hush value of the settlement claim data 152 in 
the signature processor 143 and transmits signature data 
SIG 88 generated by using the secret key data K ESC S 

10 together with the settlement claim data 152 to the 
settlement organization 91 . 

The certificate/usage control policy manager 145 
reads the public key certificate data CERcp and public 
key certificate data CER SAM1 toCER SAM4 etc. registered and 

15 authorized in the CER database 145a and, at the same 

time, registers and authorizes the usage control policy 
data 106 and the content key data Kc etc. of the content 
provider 101 in the CER database 145a. 

Note that, it is also possible that databases for 

20 storing the public key certificate data CER SAM1 to CER SAM4 , 
the usage control policy data 106, and the content key 
data Kc be individually provided. 

At this time, the certificate/usage control policy 
manager 145 takes the hush value of for example the usage 

25 control policy data 106 and the content key data Kc and 
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generates the authorized public key certificate data 
having the signature data using the secret key data K ESC/S 
attached thereto . 

The content provider manager 148 has the function of 
5 communicating with the content provider 101 and can 

access the CP database 148a for managing the identifier 
CP_ID etc. of the registered content provider 101. 

The SAM manager 149 has the function of 
communicating with the SAMs 105 x to 105 4 in the user home 

10 network 103 and can access the SAM database 149a storing 
the identifier SAM_ID of the registered SAM and the SAM 
registration list etc. 

Below, the flow of the processing in the EMD service 
center 102 will be explained. 

15 First, the flow of the processing when transmitting 

the distribution key data from the EMD service center 102 
to the content provider 101 and the SAMs 105 1 to 105 4 in 
the user home network 103 will be explained while 
referring to Fig. 10 and Fig. 11. 

20 As shown in Fig. 10, the key server 141 reads for 

example six months' worth of the distribution key data 
KDx to KD 6 from the key database 141a every predetermined 
period and outputs the same to the content provider 
manager 148 . 

25 Further, the signature processor 143 takes the hush 



- 108 - 



value of each of the distribution key data KD X to KD 6 , 
generates the signature data SlG^ lfBSC to SIG^^^ 
corresponding to them, and outputs them to the content 
provider manager 148 . 
5 The content provider manager 148 encrypts these six 

months 7 worth of the distribution key data KD X to KD 6 and 
their signature data SIG^ ESC to SIG^^c by using the 
session key data K SES obtained by the mutual 
authentication between the mutual authenticator 150 and 

10 the mutual authenticator 120 shown in Fig. 3 and then 
transmits the same to the content provider 101 . 

Further, as shown in Fig. 11, the key server 141 
reads for example three months' worth of the distribution 
key data KD X to KD 3 from the key database 141a for every 

15 predetermined period and outputs the same to the SAM 
manager 149. 

Further, the signature processor 143 takes the hush 
value of each of the distribution key data KD X to KD 3 , 
generates the signature data SIG^ Esc to SIG^^c 
20 corresponding to them by using the secret key data K ESC S 
of the EMD service center 102, and outputs them to the 
SAM manager 149. 

The SAM manager 149 encrypts these three months' 
worth of the distribution key data KD X to KD 3 and their 
25 signature data SIG^^c to SIG^^c by using the session 
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key data K SES obtained by mutual authentication between 
the mutual authenticator 150 and the SAMs 105 1 to 105 4 
and then transmits the same to the SAMs 105 t to 105 4 . 

Below, an explanation will be made of the processing 
5 where the EMD service center 102 receives a request for 
issuance of public key certificate data CER^ from the 
content provider 101 by referring to Fig. 10 and Fig. 12. 

Figure 12 is a flowchart of the related processing. 

Step SCI : When receiving a request for issuance of 
10 public key certificate data containing the identifier 

CP_ID of the content provider 101, public key data K^p, 
and signature data SIG 8C£ > from the content provider 101, 
the content provider manager 148 decrypts them by using 
the session key data K SES obtained by mutual 
15 authentication between the mutual authenticator 150 and 
the mutual authenticator 120 shown in Fig. 3. 

Step SC2 : After confirming the legitimacy of the 
related decrypted signature data SIG 8CP at the signature 
processor 143, it confirms whether or not the content 
20 provider 101 issuing the related public key certificate 
data issuance request is registered in the CP database 
148a based on the identifier CP_JED and the public key 
data Kcp p. 

Step SC3 : The certificate/usage control policy 
25 manager 145 reads the public key certificate data CERcp 
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of the related content provider 101 from the CER database 
145a and outputs the same to the content provider manager 
148. 

Step SC4: The signature processor 143 takes the hush 
5 value of the public key certificate data CERcp, generates 
the signature data SIG 1ESC by using the secret key data 
k esc,s of the EMD service center 102 , and outputs this to 
the content provider manager 148 . 

Step SC5: The content provider manager 148 encrypts 
10 the public key certificate data CER^ and the signature 
data SIG 1ESC thereof by using the session key data K SES 
obtained by the mutual authentication between the mutual 
authenticator 150 and the mutual authenticator 120 shown 
in Fig, 3 and then transmits the same to the content 
15 provider 101. 

Below, an explanation will be made of the processing 
where the EMD service center 102 receives a request for 
issuance of public key certificate data CER SAM1 from the 
SAM 105 1 by referring to Fig. 11 and Fig. 13. 
20 Figure 13 is a flowchart of the related processing. 

Step SD1 : When receiving a request for issuance of 
public key certificate data containing the identifier 
SAM1 _ID of the SAM 105^ the public key data K SAM1P/ and 
the signature data SIG 8fSAM1 from the SAM 105 x , the SAM 
25 manager 149 decrypts them by using the session key data 
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K SES obtained by the mutual authentication between the 
mutual authenticator 150 and the SAM lOS^ 

Step SD2 : After confirming the legitimacy of the 
related decrypted signature data SIG 8 SAM1 at the signature 
5 processor 143, it is confirmed whether or not the SAM 

10S 1 issuing a request for issuance of the related public 
key certificate data is registered in the SAM database 
149a based on the identifier SAM1_ID and the public key 
data K SAM1 p . 

10 Step SD3 : The certificate/usage control policy 

manager 145 reads the public key certificate data CER SAM1 
of the related SAM 105 x from the CER database 145a and 
outputs the same to the SAM manager 149. 

Step SD4 : The signature processor 143 takes the hush 

15 value of the public key certificate data CER SAM1/ 

generates signature data SIG 50fESC by using the secret key 
data K ESC S of the EMD service center 102, and outputs this 
to the SAM manager 149. 

Step SD5: The SAM manager 149 encrypts the public 

20 key certificate data CER SAM1 and the signature data SIG 50 Esc 
thereof by using the session key data K SES obtained by the 
mutual authentication between the mutual authenticator 
150 and the SAM 10 5 x and then transmits the same to the 
SAM lOSi. 

25 Note that the processing where the SAMs 105 2 to 105 4 
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request public key certificate data is basically the same 
as the case of the SAM 105 x mentioned above except the 
object is replaced by the SAMs 105 2 to 105 4 . 

Note that, in the present invention, the EMD service 
5 center 102 can generate the public key certificate data 
CER SAM1 of the public key data K smifP too at the time of 
shipping when for example storing the secret key data 
k sami,s anci the public key data K SAM1/P of the SAM 10 5 x in the 
storage unit of the SAM 105-l at the time of shipping of 

10 the SAM 105 x . 

At this time, it is also possible to store public 
key certificate data CER SMdl in the storage unit of the 
SAM 105-l at the time of shipping. 

Below, an explanation will be made of the processing 

15 where the EMD service center 102 receives a request for 

registration of the usage control policy data 106 and the 
content key data Kc from the content provider 101 by 
referring to Fig. 10 and Fig. 14. 

Figure 14 is a flowchart of the related processing. 

20 Step SE1: When receiving the usage control policy 

registration request module M0CL2 shown in Fig. 7A from 
the content provider 101, the content provider manager 
148 decrypts the usage control policy registration 
request module Moda by using the session key data K SES 

25 obtained by the mutual authentication between the mutual 
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au then tica tor 150 and the mutual authenticator 120 shown 
in Fig . 3 . 

Step SE2 : The signature processor 143 verifies the 
legitimacy of the signature data SIG 5CP by using the 
5 public key data Kc P read from the key database 141a. 

Step SE3; The certificate/usage control policy 
manager 145 registers the usage control policy data 106 
and the content key data Kc stored in the usage control 
policy registration request module Mod 2 in the CER 
10 database 145a. 

Below, an explanation will be made of the processing 
where the settlement processing is carried out in the EMD 
service center 102 by referring to Fig, 11 and Fig. 15. 

Figure 15 is a flowchart of the related processing. 
15 Step SF1 : When receiving as its input the user log 

data 108 and a signature data SIG 200 SM11 thereof from for 
example the SAM 105 a of the user home network 103, the 
SAM manager 149 decrypts the usage log data 108 and the 
signature data SIG 200 SAM1 by using the session key data K SEg 
20 obtained by the mutual authentication between the mutual 
authenticator 150 and the SAM 10S lf verifies the 
signature data SIG 200 fSMit by the public key data K SAM1 of 
the SAM 105 lf and then outputs the same to the settlement 
processor 142 . 

25 Step SF2 : The settlement processor 142 performs the 
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settlement processing based on the usage log data 108 
input from the SAM manager 149 and the suggested 
retailer' price data SRP and the sale price contained in 
the usage control policy data 106 read from the CER 
5 database 145a via the certificate/usage control policy 
manager 145 and generates the settlement claim data 152 
and the settlement report data 107. Note that, the 
settlement claim data 152 and the settlement report data 
107 can be generated whenever the usage log data 108 is 
10 input from the SAM too or can be generated for every 
predetermined period too . 

Step SF3 : The settlement processor 142 outputs the 
settlement claim data 152 to the settlement organization 
manager 144. 

15 The settlement organization manager 144 transmits 

the settlement claim data 152 and the signature data 
SIG 8e thereof via the payment gateway 90 shown in Fig . 1 
to the settlement organization 91 after the mutual 
authentication and the decryption by the session key data 

2 0 K SES . 

By this, money of the stun indicated in the 
settlement claim data 152 is paid to the content provider 
101. 

Note that, it is also possible for the EMD service 
25 center 102 to transmit the settlement claim data 152 to 
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the content provider 101 and for the content provider 101 
to claim money at the settlement organization 91 by using 
the settlement claim data 152 . 

Step SF4 : The settlement processor 142 outputs the 
5 settlement report data 107 to the content provider 
manager 148. 

The settlement report data 107, as mentioned above, 
describes for example the content of the settlement 
concerning the content provider 101 performed with 

10 respect to the settlement organization 91 shown in Fig. 1 
by the EMD service center 102 . 

The content provider manager 148 encrypts the 
settlement report data 107 by using the session key data 
K SES obtained by the mutual authentication between the 

15 mutual au then tica tor 150 and the mutual authenticator 120 
shown in Fig. 3 and then transmits the same to the 
content provider 101 . 

Further, it is also possible that the EMD service 
center 102 register (authorize) the usage control policy 

20 data 106 as mentioned above and then encrypt the 

authorization certificate module Mod 2a shown in Fig. 7B 
by the distribution key data KD X to KD 6 and transmit the 
same from the EMD service center 102 to the content 
provider 101. 

25 Further, the EMD service center 102 performs the 
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processing at the time of shipment of the SAMs 105 x to 
105 4 and the registration processing of the SAM 
registration list other than the above. These processings 
will be explained later. 
5 [User Home Network 103] 

The user home network 103 has the network apparatus 
160 x and the A/V apparatuses 160 2 to 160 4 as shown in Fig. 
1. 

The network apparatus 160 x includes the SAM lOS^ 
10 Further , the AV apparatuses 160 2 to 160 4 include the SAMs 
105 2 to 105 4 . 

The SAMs 105 1 to 105 4 are connected to each other 
via the bus 191, for example , the IEEE 1394 serial 
interface bus . 

15 Note that, it is also possible that the AV 

apparatuses 160 2 to 160 4 have the network communication 
function or do not have the network communication 
function, but utilize the network communication function 
of the network apparatus 160-^ 

20 Further, it is also possible for the user home 

network 103 to have only the AP apparatus not having a 
network function . 

Below, an explanation will be made of the network 
apparatus 160! . 

25 Figure 16 is a view of the configuration of the 
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network apparatus 160!. 

As shown in Fig. 16 , the network apparatus 160 x has 
the SAM 105 lf a communication module 162 , a 
decryption/decompression module 163 , a purchase/usage 
5 mode determination controller 165, a download memory 167 , 
a reproduction module 169, and an external memory 201. 

The SAMs 105 2 to 105 4 are modules for the charge 
processing in units of content and communicate with the 
EMD service center 102 . 

10 The SAMs 105-l to 105 4 , for example, are managed in 

specifications and versions by the EMD service center 102 
and are licensed to manufactures of home apparatuses as 
black box charging modules for charging in units of 
content when desired to be mounted. For example, a 

15 manufacturer developing a home apparatus cannot learn the 
internal specifications of the ICs (integrated circuit) 
of the SAMs 105! to 105 4 . The EMD service center 102 
standardizes the interfaces etc. of the related ICs, 
These are mounted in the network apparatus 160 x and the 

20 AV apparatuses 160 2 to 160 4 accordingly. 

The SAMs 105 x to 105 4 are hardware modules (IC 
modules etc.) with processing contents completely shut 
off from the outside and thereby having tamper resistance 
preventing the processing contents from being monitored 

25 or tampered with from the outside and preventing data 



- 118 - 



stored in the inside in advance and the data being 
processed from being monitored and tampered from the 
outside . 

When realizing the functions of the SAM 105 x to 105 4 
5 in the form of ICs, the ICs have secret memories and 

store secret programs and secret data therein. The SAMs 
are not limited to the physical mode of ICs. If the 
functions can be built into a portion of the apparatus , 
it is also possible to define that portion as a SAM. 
10 Below, the functions of the SAM 105 1 will be 

explained in detail . 

Note that, the SAMs 105 2 to 105 4 basically have the 
same functions as those of the SAM 105 ± . 

Figure 17 is a view of the configuration of the 
15 functions of the SAM ±05 1 . 

Note that, in Fig. 17 f the flow of the data related 
to the processing for inputting the secure container 104 
from the content provider 101 and decrypting the key file 
KF in the secure container 104 is shown. 
20 As shown in Fig. 17, the SAM 105-t has a mutual 

authenticator 170, encryp tor /decryp tors 171, 172, and 
173, a content provider manager 180, an error corrector 
181, a download memory manager 182, a secure container 
decryp tor 183 , a decryption/decompression module manager 
25 184, an EMD service center manager 185, a usage monitor 
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186 , a charge processor 187, a signature processor 189, a 
SAM manager 190, a media SAM manager 197, a stack (work) 
memory 200, and an external memory manager 811. 

Note that the AV apparatuses 160 2 to 160 4 do not 
5 have download memories 167, therefore there are no 

download memory managers 182 in the SAMs 105 2 to 105 4 . 

Note that, the predetermined functions of the SAM 
lOSi shown in Fig. 17 are realized by executing a secret 
program in for example a not illustrated CPU. 
10 Further, the stack memory 200 stores the usage log 

data 108 and the SAM registration list after the 
following processings as shown in Fig. 18. 

Here, the memory space of the external memory 201 
cannot be seen from the outside (for example a host CPU 
15 810) of the SAM lOS^ Only the SAM 103^ can manage the 

access with respect to the storage region of an external 
memory 201. 

As the external memory 201, use is made of for 
example a flash memory or a ferroelectric memory (FeRAM) . 

20 Further, as the stack memory 200, use is made of for 

example a SARAM. As shown in Fig. 19, the secure 
container 104, content key data Kc, usage control policy 
data (UCP) 106, a lock key data K L0C of a storage unit 
192, the public key certificate CERcp of the content 

25 provider 101, the usage control status data (UCS) 166, 
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the SAM program download containers SDC X to SDC 3 , etc . 
are stored. 

Below, an explanation will be made of the processing 
content of the functional blocks when inputting the 
5 secure container 104 from the content provider 101 among 
the functions of the SAM 105 1 by referring to Fig. 17. 

When the SAM 105 2 transfers data on-line with the 
content provider 101 and the EMD service center 102, the 
mutual au then tica tor 170 performs the mutual 
10 authentication between the content provider 101 and the 
EMD service center 102 to generate the session key data 
(common key) K SES and outputs this to the 
encryptor/decryptor 171. The session key data K SES is 
newly generated whenever mutual authentication is carried 
15 out. 

The encryptor/decryptor 171 encrypts and/or decrypts 
the data transferred with the content provider 101 and 
the EMD service center 102 by using the session key data 
K SES generated by the mutual authenticator 170. 

20 The error corrector 181 corrects the error of the 

secure container 104 and outputs the result to the 
download memory manager 182 . 

Note that, it is also possible that the user home 
network 103 have the function of detecting whether or not 

2 5 the secure container 104 has been tampered with. 
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In the present: embodiment, the case where the error 
corrector 181 was included in the SAM 105 1 was 
illustrated, but it is also possible to impart the 
function of the error corrector 181 to the outside of the 
5 SAM 105! , for example the host CPU 810. 

The download memory manager 182 encrypts the secure 
container 104 after the error correction by using the 
session contained K SES obtained by the mutual 
authentication after the mutual authentication between 

10 the mutual authenticator 170 and a media SAM 167a when 

the download memory 167 has the media SAM 167a having the 
mutual authentication function as shown in Fig. 16 and 
writes the same into the download memory 167 shown in 
Fig. 16. As the download memory 167, use is made of a 

15 nonvolatile semiconductor memory, for example, a memory 
stick . 

Note that, as shown in Fig. 20, when a memory not 
provided with a mutual authentication function such as an 
HDD (hard disk drive) is used as a download memory 211, 
20 the interior of the download memory 211 is not secure, 
therefore the content file CF is downloaded in the 
download memory 211, and the key file KF having the high 
secrecy is downloaded in the stack memory 200 shown in 
Fig. 17. 

25 The secure container decryptor 183 decrypts the key 
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file KF stored in the secure container 104 input from the 
download memory manager 182 by using the distribution key 
data KD 1 to KD 3 of the corresponding period read from the 
storage unit 192 and confirms the legitimacy of the 
5 signature data SIG 2 cp to SIG 4 cp , that is, the legitimacy 
of the creator of the content data C, content key data 
Kc, and the usage control policy data 106 in the 
signature processor 189, and then writes the decrypted 
data into the stack memory 200. 
10 The EMD service center manager 185 manages the 

communication with the EMD service center 102 shown in 
Fig . 1 . 

The signature processor 189 verifies the signature 
data in the secure container 104 by using the public key 

15 data K ESCP of the EMD service center 102 read from the 
storage unit 192 and the public key data p of the 
content provider 101. 

The storage unit 192 stores, as secret data which 
cannot be read and rewritten from the outside of the SAM 

20 105-l, as shown in Fig. 21, the distribution key data KD X 
to KD 3 , SAM_JED, user ID, password, information reference 
use ID, SAM registration list, storage key data K STR , 
public key data K^^p of the route CA, public key data 
k esc,p of the EMD service center 102, media key data K^, 

25 public key data K ESC P of the EMD service center 102, 
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secret key data K SflMlfS of the SAM 105 1A public key 
certificate data CER SAM1 storing public key data K SAM1P of 
the SAM 105 1 therein, signature data SIG 22 of the public 
key certificate CER ESC using the secret key data K ESC S of 
5 the EMD service center 102 , the original key data for the 
mutual authentication with the decryption/decompression 
module 163, and the original key data for the mutual 
authentication with the media SAM. 

Further, the storage unit 192 stores a secret 
10 program for realizing at least part of the functions 
shown in Fig. 17. 

As the storage unit 192, use is made of for example 
a f lash-EEPROM (electrically erasable programmable RAM) . 
Below, an explanation will be made of the flow of 
15 the processing when inputting the secure container 104 
from the content provider 101 in the flow of the 
processing of the SAM 105 x . 

First, the flow of the processing in the SAM 105i 
when storing the distribution key data KD X to KD 3 
20 received from the EMD service center 102 in the storage 
unit 192 will be explained by referring to Fig. 17. 

In this case, first, the mutual authentication is 
carried out between the mutual au then tica tor 170 and the 
mutual authenticator 150 shown in Fig. 10. 
2 5 Next, three months' worth of the distribution key 
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data KD X to KD 3 encrypted by the session key data K SES 
obtained by the related mutual authentication and the 
signature data SIG^ ESC to SIG^ ^c thereof are written 
from the EMD service center 102 via the EMD service 
5 center manager 185 into the stack memory 811 . 

Next, the encryptor/decryptor 171 uses the session 
key data K SES to decrypt the distribution key data KD X to 
KD 3 and the signature data SIG^ Esc to SIG^^gc. 

Next, the signature processor 189 confirms the 
10 legitimacy of the signature data SIG^^c to SIG^ ESC 
stored in the stack memory 811, then writes the 
distribution key data KD X to KD 3 into the storage unit 
192 . 

Below, an explanation will be made of the flow of 
15 the processing in the SAM lOSi when inputting the secure 
container 104 from the content provider 101 and 
decrypting the key file KF in the secure container 104 by 
referring to Fig. 17 and Fig. 22. 

Figure 22 is a flowchart of the related processing. 
20 Step SGI: The mutual authentication is carried out 

between the mutual authenticator 170 of the SAM 105 x 
shown in Fig. 17 and the mutual authenticator 120 shown 
in Fig. 2 . 

The encryptor/decryptor 171 decrypts the secure 
25 container 104 received from the content provider 101 via 
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the content provider manager 180 by using the session key 
data K SES obtained by the related mutual authentication . 

Step SG2 : The signature processor 189 verifies the 
signature data SIG 1ESC shown in Fig. 4C and then confirms 
5 the legitimacy of the signature data SIG 8 cp and SIG 7fCP by 
using the public key data K^p of the content provider 
101 stored in the public key certificate data CERcp shown 
in Fig. 4C . 

When the legitimacy of the signature data SIG 8 cp and 
10 SIG 7 CP is confirmed, the content provider manager 180 

outputs the secure container 104 to the error corrector 
181 . 

The error corrector 181 corrects the error of the 
secure container 104 and then outputs the result to the 
15 download memory manager 182. 

Step SG3 : The download memory manager 182 performs 
the mutual authentication between the mutual 
authenticator 170 and the media SAM 167a shown in Fig. 16 
and then writes the secure container 104 into the 
20 download memory 167. 

Step SG4 : The download memory manager 182 performs 
the mutual authentication between the mutual 
authenticator 170 and the media SAM 167a shown in Fig. 16 
and then reads the key file KF shown in Fig. 4B stored in 
2 5 the secure container 104 from the download memory 167 and 
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outputs the same to the secure container decryptor 183. 

Then f the secure container decryptor 183 decrypts 
the key file KF by using the distribution key data KD X to 
KD 3 of the corresponding period input from the storage 
5 unit 192 and outputs the signature data SIG lrESC and SIG 2CP 
to SIG 4CP stored in the signature/certif icate module Modi 
shown in Fig, 4B to the signature processor 189. 

Step SG5 : The signature processor 189 verifies the 
signature data SIG X ESC shown in Fig. 4B and then verifies 

10 the signature data SIG 2 CP to SIG 4 cp by using the public 
key data K ESC/P stored in the public key certificate data 
CERcp shown in Fig. 4B. By this, the legitimacy of the 
creator of the content data C, content key data Kc, and 
the usage control policy data 106 is verified. 

15 Step SG6: The secure container decryptor 183 writes 

the key file KF into the stack memory 200 when the 
legitimacy of the signature data SIG 2 CP to SIG 4CP is 
confirmed . 

Below r an explanation will be made of the processing 
20 content of the functional blocks related to the 

processing for using and/or purchasing the content data C 
downloaded in the download memory 167 by referring to 
Fig. 23. 

The usage monitor 18 6 reads the usage control policy 
25 data 106 and the usage control status data 166 from the 
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stack memory 200 and monitors so that the content is 
purchased and/or used within the range permitted by the 
related read usage control policy data 106 and usage 
control status data 166. 
5 Here, the usage control policy data 106 has been 

stored in the key file KF shown in Fig. 4B stored in the 
stack memory 200 after decryption as explained by using 
Fig. 17. 

Further, the usage control status data 166 is stored 
10 in the stack memory 200 when the purchase mode is 
determined by the user as will be mentioned later. 

The charge processor 187 generates the usage log 
data 108 in response to a control signal S165 from the 
purchase/usage mode determination controller 165 shown in 
15 Fig. 16. 

Here, the usage log data 108 describes the log of 
the purchase and usage modes of the secure container 104 
by the user as mentioned before and is used when 
performing the settlement processing in accordance with 
20 the purchase of the secure container 104 and determining 
the payment of the license fee in the EMD service center 
102. 

Further, the charge processor 187 notifies the sale 
price or the suggested retailer 1 price data SRP read from 
2 5 the stack memory 200 to the user according to need. 
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Here, the sale price and the suggested retailer 1 
price data SRP have been stored in the usage control 
policy data 106 of the key file KP shown in Fig. 4B 
stored in the stack memory 200 after decryption . 
5 The charge processing by the charge processor 187 is 

carried out based on the content of the rights such as 
the license conditions indicated by the usage control 
policy data 106 and the usage control status data 166 
under the monitoring of the usage monitor 186. Namely, 

10 the user purchases and uses the content within the range 
according to the related content of rights etc. 

Further, the charge processor 187 generates the 
usage control status (UCS) data describing the purchase 
mode of the content by the user and writes this into the 

15 stack memory 200. 

As the purchase modes of the content, there are for 
example a straight purchase without restriction as to 
reproduction by the purchaser and copying for the usage 
of the related purchaser and a reproduction charge 

20 charging whenever it is reproduced. 

Here, the usage control status data 166 is generated 
when the user determines the purchase mode of the 
content, then is used for control so that the user uses 
the related content within the range permitted by the 

25 related determined purchase mode. The usage control 



status data 166 describes the ID of the content, the 
purchase mode, the price in accordance with the related 
purchase mode, the SAM_ID of the SAM with the purchase of 
the related content performed therefor, USERJED of the 
purchasing user, etc. 

Note that, where the determined purchase mode is the 
reproduction charge, for example, the usage control 
status data 166 is transmitted from the SAM 105 1 to the 
content provider 101 in real-time simultaneously with the 
purchase of the content data C, and the content provider 
101 indicates to the EMD service center 102 to obtain the 
usage log data 108 at the SAM 10S 1 within the 
predetermined period. 

Further, where the determined purchase mode is a 
straight purchase, for example, the usage control status 
data 166 is transmitted in real-time to both of the 
content provider 101 and the EMD service center 102. In 
this way, in the present embodiment, in the both cases, 
the usage control status data 166 is transmitted in 
real-time to the content provider 101 . 

The EMD service center manager 185 transmits the 
usage log data 108 read from the external memory 201 via 
the external memory manager 811 to the EMD service center 
102 . 

At this time, the EMD service center manager 185 
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generates the signature data SIG 200 , SAM1 of the usage log 
data 108 by using the secret key data K SAM1/S in the 
signature processor 189 and transmits the signature data 
SIG 20 o,sami together with the usage log data 108 to the EMD 
service center 102 . 

The usage log data 108 can be transmitted to the EMD 
service center 102 in response to for example a request 
from the EMD service center 102 or periodically or can be 
transmitted when the amount of the log information 
contained in the usage log data 108 becomes the 
predetermined amount or more. The related amount of 
information is determined in accordance with for example 
the storage capacity of the external memory 201. 

The download memory manager 182 outputs the content 
data C read from the download memory 167 , the content key 
data Kc read from the stack memory 200 , and the user 
watermark data 196 input from the charge processor 187 to 
the decryption/decompression module manager 184 in the 
case where for example the reproduction operation of the 
content is carried out in response to a control signal 
Si 65 from the purchase mode determination controller 165 

shown in Fig. 16. 

Further, the decryption/decompression module manager 
184 outputs the content file CF read from the download 
memory 167 and the content key data Kc and a semi- 
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disclosure parameter data 199 read from the stack memory 
200 to the decryption/decompression module manager 184 
when performing a trial listening operation of the 
content in response to the control signal SI 65 from the 
5 purchase mode determination controller 165 shown in Fig. 
16. 

Here, the semi-disclosure parameter data 199 is 
described in the usage control policy data 106 and 
indicates the handling of the content in the trial 

10 listening mode. In the decryption/decompression module 
163 , it becomes possible to reproduce the encrypted 
content data C in the semi-disclosure state based on the 
semi-disclosure parameter data 199. As the procedure of 
the semi-disclosure, there is for example a procedure of 

15 designating the blocks to be decrypted and the blocks not 
to be decrypted by using the content key data Kc, 
limiting the reproduction function at the time of trial 
listening, or limiting a trial listening enable period by 
the semi-disclosure parameter data 199 by utilizing the 

20 fact that the decryption/decompression module 163 

processes the data (signal) in units of predetermined 
blocks . 

Below, an explanation will be made of the flow of 
the processing in the SAM 105 x . 
25 First, an explanation will be made of the flow of 
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the processing up to when the purchase mode of the secure 
container 104 downloaded in the download memory 167 from 
the content provider 101 is determined by referring to 
Fig. 23 and Fig. 24. 
5 Figure 24 is a flowchart of the related processing. 

Step SHI: In the charge processor 187 , it is decided 
whether or not the control signal SI 65 indicating the 
trial listening mode was generated by the operation of 
the purchase/usage mode determination controller 165 

10 shown in Fig. 16 by the user. When it is decided that it 
was generated , the processing of step SH2 is carried out, 
while when it was not so generated , the processing of 
step SH3 is carried out. 

Step SH2 : By the charge processor 187, for example, 

15 the content file CF stored in the download memory 167 is 
output via the decryption/decompression module manager 
184 to the decryption/decompression module 163 shown in 
Fig. 16. 

At this time, the mutual authentication between the 
20 mutual au then tica tor 170 and the media SAM 167a and the 
encryption and/or decryption by the session key data K SES 
and the mutual authentication between the mutual 
au then tica tor 170 and the mutual au then tica tor 220 and 
the encryption and/ or decryption by the session key data 
25 K SES are carried out with respect to the content file CF. 



- 133 - 



The content file CF is decrypted at a decryptor 221 
shown in Fig. 16 and then output to a decryptor 222. 

Further, the content key data Kc and the semi- 
disclosure parameter data 199 read from the stack memory 
200 are output to the decryption/decompression module 163 
shown in Fig. 16. At this time, after the mutual 
authentication between the mutual authenticator 170 and 
the mutual authenticator 220, the encryption and 
decryption by the session key data K SES are carried out 
with respect to the content key data Kc and the semi- 
disclosure parameter data 199. 

Next, the decrypted semi-disclosure parameter data 
199 is output to a semi-disclosure processor 225, and the 
content data Cis decrypted using the content key data Kc 
by the decryptor 222 by semi-disclosure under the 
control from the semi-disclosure processor 225. 

Next, the content data C decrypted by semi- 
disclosure is decompressed at a decompression unit 223 
and then output to an electronic watermark information 
processor 224. 

Next, the user watermark data 196 is buried in the 
content data C in the electronic watermark information 
processor 224, then the content data C is reproduced at 
the reproduction module 169, and the audio in accordance 
with the content data C is output. 
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Step SH3: When the user determines the purchase mode 
by operating the purchase/usage mode determination 
controller 165, the control signal S165 indicating the 
related determined purchase mode is output to the charge 
processor 187 . 

Step SH4: In the charge processor 187, the usage log 
data 108 and the usage control status data 166 in 
accordance with the determined purchase mode are 
generated, the usage log data 108 is written into the 
external memory 201 via the external memory manager 811 , 
and the usage control status data 166 is written into the 
stack memory 200. 

Thereafter, in the usage monitor 186, control 
(monitoring) is carried out so that the content are 
purchased and used within the range permitted by the 
usage control status data 166 . 

Step SH5: The usage control status data 166 is added 
to the key file KF stored in the stack memory 200 to 
generate a new key file KF X having the purchase mode 
determined therein shown in Fig. 29B mentioned later. The 
key file KF X is stored in the stack memory 200. 

As shown in Fig. 29B, the usage control status data 
166 stored in the key file KF X has been encrypted by 
utilizing the CBC mode of the DES by using the storage 
key data K STR . Further, the MAC value generated by using 
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the related storage key data K STR as the MAC key data, 
that is, MAC 300 , is added. Further, a module comprised by 
the usage control status data 166 and the MAC 300 is 
encrypted by utilizing the CBC mode of the DES by using 
5 the media key data K^. Further, the MAC value generated 
by using the related media key data as the MAC key 

data, that is, MAC 301/ is added to the related module. 

Below, an explanation will be made of the flow of 
the processing in the case where the content data C 
10 having the purchase mode already determined and stored in 
the download memory 167 is reproduced by referring to 
Fig. 23 and Fig. 25. 

Figure 25 is a flowchart of the related processing. 

Step SI1: The charge processor 187 receives as its 
15 input the control signal SI 65 designating the content to 
be reproduced in accordance with the operation by the 
user . 

Step SI2 : In the charge processor 187 , the content 
file CF stored in the download memory 167 is read based 
20 on the control signal SI 65 under the monitoring of the 
usage monitor 186. 

Step SI3 : The related read content file CF is output 
to the decryption/decompression module 163 shown in Fig. 
16. At this time, the mutual authentication is carried 
2 5 out between the mutual authenticator 170 shown in Fig. 23 
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and the mutual authenticator 220 of the 

decryption/decompression module 163 shown in Fig. 16. 

Further, the content key data Kc read from the stack 
memory 200 is output to the decryption/decompression 
5 module 163. 

Step SI4: The decryptor 222 of the 
decryption/decompression module 163 decrypts the content 
file CF using the content key data Kc and the 
decompression processing by the decompression unit 223 
10 and reproduces the content data C at the reproduction 
module 169. 

Step SI5: The charge processor 187 updates the usage 
log data 108 stored in the external memory 201 in 
response to the control signal S165. 

15 The usage log data 108 is read from the external 

memory 201 , and then passes through the mutual 
authentication and is transmitted via the EMD service 
center manager 185 together with the signature data 
SIG200,SAM1 to the EMD service center 102. 

20 Below, an explanation will be made of the flow of 

the processing in the SAM 105 x in a case where, as shown 
in Fig. 26, for example the content file CF having the 
purchase mode already determined and downloaded in the 
download memory 167 of the network apparatus 160 x and the 

2 5 key file KF are transferred to the SAM 105 2 of the AV 
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apparatus 160 2 via the bus 191 by referring to Fig. 27 
and Fig. 28. 

Figure 28 is a flowchart of the related processing. 
Step SJl: The user operates the purchase/usage mode 
5 determination controller 165 and indicates the transfer 
of the predetermined content stored in the download 
memory 167 to the AV apparatus 160 2 , and the control 
signal S165 in accordance with the related operation is 
output to the charge processor 187. 
10 By this, the charge processor 187 updates the usage 

log data 108 stored in the external memory 201 based on 
the control signal S165. 

Step S J2 : The download memory manager 182 outputs 
the content file CF shown in Fig. 29A read from the 
15 download memory 167 to the SAM manager 190. 

Step SJ3: The key file KF X shown in Fig. 2 9B read 
from the stack memory 200 is output to the signature 
processor 189 and the SAM manager 190. 

Step SJ4: The signature processor 189 generates 
20 signature data SIG 42/SAM1 of the key file KF X read from the 
stack memory 200 and outputs this to the SAM manager 190. 

Further, the SAM manager 190 reads public key 
certificate data CER SAM1 shown in Fig. 29C and signature 
data SIG 22rESC thereof from the storage unit 192. 
2 5 Step SJ5: The mutual authenticator 170 outputs the 
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session key data K SES obtained by the mutual 
authentication with the SAM 105 2 to the 
encryptor/decryptor 171. 

The SAM manager 190 generates a new secure container 
comprised by data shown in Fig. 29A, Fig. 29B, and Fig. 
29C. 

Step SJ6: The encryptor/decryptor 171 encrypts the 
data by using the session key data K SES and then output it 
to the SAM 105 2 of the AV apparatus 160 2 shown in Fig. 
26. 

At this time, parallel to the mutual authentication 
between the SAM 105 x and the SAM 105 2 , the mutual 
authentication of the bus 191 as the IEEE1394 serial bus 
is carried out. 

Below, as shown in Fig. 26, the flow of the 
processing in the SAM 105 2 when writing the content file 
CF etc. input from the SAM 1Q5 1 into a storage media such 
as a RAM type will be explained by referring to Fig. 30 
and Fig. 31. 

Figure 31 is a flowchart of the related processing. 

Step SKI: The SAM manager 190 of the SAM 105 2 
receives as its inputs the content file CF shown in Fig. 
29A, key file KF X , and the signature data SIG 42 , SAM1 thereof 
shown in Fig. 29B and public key certificate data CER SAM1 
and the signature data SIG 22/ESC thereof shown in Fig. 29C 
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from the SAM 105 x of the network apparatus 160 x as shown 
in Fig. 26. 

Then, the encryptor/decryptor 171 decrypts the 
content file CF, the key file KF X and the signature data 
SIG 42fSAM1 thereof, and the public key certificate data 
CER SAM1 and the signature data SIG 22 , ESC thereof input by the 
SAM manager 190 by using the session key data K SES 
obtained by the mutual authentication between the mutual 
authenticator 170 and the mutual au then tica tor 170 of the 
SAM 105 x . 

Next, the key file KF 1 and the signature data 
SIG 42 sAMi thereof and public key certificate data CER SAM1 
and the signature data SIG 22 , ESC thereof decrypted by using 
the session key data K SES are written into the stack 
memory 200. 

Step SK2 : The signature processor 189 verifies the 
signature data SIG 22 ,esc read from the stack memory 200 by 
using the public key data K ESCP read from the storage unit 
192 and confirms the legitimacy of public key certificate 
data CER SAM1 . 

Then, the signature processor 189 confirms the 
legitimacy of the signature data SIG 42 SAM1 by using the 
public key data K SAM1 , P stored in the public key 
certificate data CER SAM1 when confirming the legitimacy of 
the public key certificate data CER SAM1 . 



- 140 - 



Next, when the legitimacy of the signature data 
SIG 42 , SAM1/ that is the legitimacy of the creator of the 
key file KF lf is confirmed, it reads the key file KF X 
shown in Fig. 29B from the stack memory 200 and outputs 
it to the encryptor/decryptor 173 . 

Note that, in the related example, the case where 
the creator of the key file KF X and the source of 
transmission were the same was explained, but when the 
creator of the key file KF1 and the source of 
transmission are different, the signature data of the 
creator and the signature data of the transmitter are 
generated with respect to the key file KF X and the 
legitimacy of both signature data is verified at the 
signature processor 189. 

Step SK3: The encryptor/decryptor 173 sequentially 
encrypts the key file KF X by using the storage key data 
K STR , media key data K^, and purchaser key data K PIN read 
from the storage unit 192 and outputs the same to the 
media SAM manager 197. 

Note that, the media key data is stored in the 

storage unit 192 in advance by the mutual authentication 
between the mutual authenticator 170 shown in Fig. 27 and 
the media SAM 252 of the RAM type storage media 250 shown 

in Fig. 26. 

Here, the storage key data K STR is the data 
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determined in accordance with the type of the apparatus , 
for example, a SACD (super audio compact disc) or DVD 
(digital versatile disc) apparatus, CD-R apparatus, and 
MD (Mini Disc) apparatus (AV apparatus 160 2 in the 
5 related example) and is used for establishing a one-to- 
one correspondence between the types of the apparatuses 
and the types of the storage media. Note that the 
physical configurations of the disc media are the same 
between an SACD and a DVD, so there is a case where the 
10 storage and/or reproduction of the SACD storage media can 
be carried out by using a DVD apparatus . The storage key 
data K STR plays te role of preventing illicit copying in 
such a case. 

Further, the media key data is data unique to 

15 the storage medium (the RAM type storage medium 250 in 
the related example) . 

The media key data is stored in the storage 

media (the RAM type storage media 250 shown in Fig. 26 in 
the related example) side and preferably performs the 
20 encryption and decryption using the media key data in 
the media SAM of the storage media from the viewpoint of 
the security. At this time, the media key data is 
stored in the related media SAM when the media SAM is 
mounted in the storage media, while is stored in for 
25 example a region in the RAM region out of the management 
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of the host CPU 810 when the media SAM is not mounted in 
the storage media. 

Note that, as in the present embodiment, it is also 
possible that the mutual authentication be carried out 
5 between the apparatus side SAM (SAM 105 2 in the related 
example) and the media SAM (media SAM 252 in the related 
example) , the media key data be transferred to the 

apparatus side SAM via the secure communication route, 
and the encryption and decryption using the media key 
10 data Kmed be carried out in the apparatus side SAM. 

In the present embodiment, the storage key data K STR 
and the media key data are used for protecting the 

security of the level of the physical layer of the 
storage media. 

15 Further, the purchaser key data K PIN is the data 

indicating the purchaser of the content file CF and is 
allocated to the related purchased user by the EMD 
service center 102 when the user purchases the content by 
for example a straight purchase. The purchaser key data 

20 K PIN is managed in the EMD service center 102. 

Step SK4: The media SAM manager 197 outputs the 
content file CF input from the SAM manager 190 and the 
key file KF X input from the encryptor/decryptor 173 to 
the storage module 260 shown in Fig. 26. 

25 Then, the storage module 260 writes the content file 
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CF and key file KF X input from the media SAM manager 197 
into the RAM region 251 of the RAM type storage media 250 
shown in Fig. 26. In this case, it is also possible that 
the key file KF 1 be written into the media SAM 252 . 

Below, the flow of the processing when determining 
the purchase mode in the AV apparatus 160 2 when a user 
home network 303 receives off-line the distribution of 
the ROM type storage medium 130 shown in Fig. 6 having 
the not yet determined purchase mode of the content will 
be explained by referring to Fig. 32, Fig. 33, Fig. 34, 

and Fig. 35. 

Step SL1: The SAM 105 2 of the AV apparatus 160 2 
first performs the mutual authentication between the 
mutual authenticator 170 shown in Fig. 33 and the media 
SAM 133 of the ROM type storage media 130 shown in Fig. 6 
and then receives as its input the media key data 
from the media SAM 133 . 

Note that, it is also possible that the related 
input not be carried out when the SAM 105 2 holds the 
media key data K MED in advance. 

Step SL2: The key file KF and signature data SIG 7/CP 
thereof and the public key certificate data CERc P and 
signature data SIG lrESC thereof shown in Figs. 4B and 4C 
stored in the secure container 104 stored in the RAM 
region 132 of the ROM type storage media 130 are input 
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via the media SAM manager 197 and are written into the 
stack memory 200. 

Step SL3 : The signature processor 189, after 
confirming the legitimacy of the signature data SIG 1ESC/ 
5 fetches the public key data K^p from public key 

certificate data CERcp and verifies the legitimacy of the 
signature data SIG 7CP/ that is, the legitimacy of the 
creator of the key file KF, by using this public key data 

10 Step SL4 : When the legitimacy of the signature data 

SIG 7 cp is confirmed at the signature processor 189, the 
key file KF is read from the stack memory 200 to the 
secure container decryptor 183. 

Then, the secure container decryptor 183 decrypts 

15 the key file KF by using the distribution key data KD a to 
KD 3 of the corresponding period. 

Step SL5 : The signature processor 189, after 
confirming the legitimacy of a signature data SIG 1/ESC M 
stored in the key file KF by using the public key data 

20 K ESC p/ verifies the legitimacy of the signature data 

SIG 2 CP to SIG 4 CP , that is, the legitimacy of the creator 
of the content data C, content key data Kc ,and the usage 
control policy data 106, by using the public key data 
Kcpp stored in the public key certificate data CERcp in 

2 5 the key file KF. 



Step SL6: The charge processor 187 decides whether 
or not a control signal SI 65 indicating the trial 
listening mode was generated by the operation of the 
purchase/usage mode determination controller 165 shown in 
Fig. 16 by the user, and where the generation is decided, 
the processing of step SL7 is carried out, and while 
where the generation is not decided, the processing of 
step SL8 is carried out. 

Step SL7 : After the mutual authentication between 
the mutual authenticator 170 shown in Fig. 33 and the 
decryption/decompression module 163 shown in Fig. 32, the 
decryption/decompression module manager 184 of the SAM 
105 2 outputs the content key data Kc stored in the stack 
memory 200, the semi-disclosure parameter data 199 stored 
in the usage control policy data 106, and the content 
data C read from the ROM region 131 of the ROM type 
storage media 130 to the decryption/decompression module 
166 shown in Fig. 32. Next, the decryption/decompression 
module 163 decrypts the content data C in the semi- 
disclosure mode by using the content key data Kc and then 
decompresses it and outputs it to a reproduction module 
270. Then, the reproduction medial 270 reproduces the 
content data C from the decryption/decompression module 
163 in the trial listening mode. 

Step SL8 : The purchase mode of the content is 
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determined by the purchase operation of the purchase mode 
determination controller 165 shown in Fig. 32 by the 
user, then the control signal S165 indicating the related 
determined purchase mode is input to the charge processor 
5 187. 

Step SL9: The charge processor 187 generates the 
usage control status data 166 in response to the control 
signal S165 and writes this into the stack memory 200. 
Further, the charge processor 187 generates or 

10 updates the usage log data 108. 

Step SL10 : For example, a new key file KF X shown in 
Fig. 29B storing the usage control status data 166 in the 
key file KF shown in Fig. 4B is output from the stack 
memory 200 to the encryptor/decryptor 173. 

15 Step SL11: The encryptor/decryptor 173 sequentially 

encrypts the key file KF X shown in Fig. 29B read from the 
stack memory 200 by using the storage key data K STR , media 
key data K^, and the purchaser key data K PIN read from 
the storage unit 192 and outputs the same to the media 

20 SAM manager 197. 

Step SL12 : After the mutual authentication between 
the mutual authenticator 170 shown in Fig. 33 and the 
media SAM 133 shown in Fig. 32, the SAM manager 197 
writes the key file KF 1 input from the 

25 encryptor/decryptor 173 via a storage module 271 shown in 
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Fig. 32 into the RAM region 132 or the media SAM 133 of 
the ROM type storage media 130. 

By this, the ROM type storage media 130 having the 
purchase mode determined is obtained. 

At this time, the usage control status data 166 and 
the usage log data 108 generated by the charge processor 
187 are read from the stack memory 200 and the external 
memory 201 at the predetermined timing and transmitted to 
the EMD service center 102. 

Below, as shown in Fig. 36, an explanation will be 
made of the flow of the processing when reading the 
secure container 104 from the ROM type storage media 130 
having the not yet determined purchase mode in the AV 
apparatus 160 3 and transferring the same to the AV 
apparatus 160 2 , determining the purchase mode at the AV 
apparatus 160 2 , and writing the same into RAM type 
storage media 250 by referring to Fig. 37 and Fig. 38. 

Figure 37 is a flowchart of the related processing 

in the SAM 105 3 . 

Figure 38 is a flowchart of the related processing 
in the SAM 105 2 . Note that, the secure container 104 may 
be transferred from the ROM type storage media 130 to the 
RAM type storage media 250 between the network apparatus 
160 1 and any of the AV apparatuses 160 2 to 160 4 shown in 
Fig . 1 . 
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Step SM11 (Fig. 37) : The mutual authentication is 
carried out between the SAM 105 3 of the AV apparatus 160 3 
and the media SAM 133 of the ROM type storage media 130, 
then a media key data of the ROM type storage media 

5 130 is transferred to the SAM 105 3 . 

At this time, similarly, the mutual authentication 
is carried out between the SAM 105 2 of the AV apparatus 
160 2 and a media SAM 252 of the RAM type storage media 
250, then a media key data 'K MED2 °f the **AM type storage 
10 media 250 is transferred to the SAM 105 2 . 

Step SM12 : The SAM 105 3 sequentially decrypts the 
key file KF, the signature data SIG 7CP , and the public 
key certificate data CER^ and the signature data SIG 1ESC 
thereof of Figs . 4B and 4C read from the RAM region 132 
15 in the encryptor/decryptor 172 shown in Fig. 40 by using 
the distribution key data KD X to KD 3 of the corresponding 
period. 

Next, the content file CF decrypted in the 
encryptor/decryptor 172 is output to the 
20 encryptor/decryptor 171, encrypted by using the session 
key data K SES obtained by the mutual authentication 
between the SAM 105 3 and 105 2/ and then output to the SAM 
manager 190. 

Further, the key file KF decrypted in the 
25 encryptor/decryptor 172 is output to the 
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encryptor/decryptor 171 and the signature processor 189. 

Step SM13: The signature processor 189 generates the 
signature data SIG 350 , SAM 3 of the key file KF by using the 
secret key data K SAM3 , S of the SAM 105 3 and outputs this to 
5 the encryptor/decryptor 171. 

Step SM14: The encryptor/decryptor 171 encrypts the 
public key certificate data CER SAM3 of the SAM 105 3 and the 
signature data SIG 351ESC thereof, the key file KF and the 
signature data SIG 350fSAM3 thereof read from the storage 

10 unit 192 , and the content file CF shown in Fig. 4A read 

from the ROM region 131 of the ROM type storage media 130 
by using the session key data K SES obtained by the mutual 
authentication between the SAM 105 3 and 105 2 and then 
outputs the same to the SAM 105 2 of the AV apparatus 160 2 

15 via the SAM manager 190. 

Step SN1 (Fig. 38) : In the SAM 105 2 , as shown in 
Fig. 41, the content file CF input from the SAM 105 3 via 
the SAM manager 190 is decrypted by using the session key 
data K SES in the encryptor/decryptor 171 and then written 

20 into a RAM region 251 of the RAM type storage media 250 
via the media SAM manager 197. 

Further, the key file KF and the signature data 
SIG 350/SAM3 thereof and the public key certificate data 
CER SAM3 and the signature data SIG 351/ESC thereof input from 

25 the SAM 105 3 via the SAM manager 190 are written into the 
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stack memory 200 and then decrypted by using the session 
key data K SES in the encryptor/decryptor 171. 

Step SN2 : The related decrypted signature data 
SIG 351/ESC is verified in the signature processor 189. When 
the legitimacy thereof is confirmed, the legitimacy of 
the signature data SIG 350 , SAM3 , that is , the legitimacy of 
the source of transmission of the key file KF, is 
confirmed by using the public key data K SAM3 stored in the 
public key certificate data CER SAM3 . 

Then, when the legitimacy of the signature data 
SIG 350 , SAM3 is confirmed, the key file KF is read from the 
stack memory 200 and output to the secure container 
decryptor 183. 

Step SN3: The secure container decryptor 183 
decrypts the key file KF by using the distribution key 
data KD X to KD 3 of the corresponding period and writes 
the related decrypted key file KF into the stack memory 
200 after the predetermined signature verification. 

Thereafter, the usage control policy data 106 stored 
in the key file KF already decrypted and stored in the 
stack memory 200 is output to the usage monitor 186. 
Then, the usage monitor 186 manages the purchase mode and 
the usage mode of the content based on the usage control 
policy data 106 . 

Step SN4 : The charge processor 187 decides whether 



or not the control signal Si 65 indicating the trial 
listening mode is generated by the operation of the 
purchase/usage mode determination controller 165 of Fig. 
16 by the user, performs the processing of step SN55 when 
it decides it is generated, and performs the processing 
of step SN6 when it is not generated. 

Step SN5: When the trial listening mode is selected 
by the user, the content data C of the content file CF 
already decrypted by the session key data K SES , the 
content key data Kc stored in the stack memory 200, the 
semi-disclosure parameter data 199, and the user 
watermark data 196 obtained from the usage control policy 
data 106 are output to the reproduction module 270 via 
the decryption/decompression module manager 184 shown in 
Fig. 36 after the mutual authentication. Then, the 
reproduction module 270 reproduces the content data C 
corresponding to the trial listening mode. 

Step SN6: The purchase and/or usage mode of the 
content is determined by the operation of the 
purchase/usage determination controller 165 shown in Fig. 
36 by the user, then the control signal Si 65 in 
accordance with the related determination is output to 
the charge processor 187 . 

Step SN7 : The charge processor 187 generates the 
usage control status data 166 and the usage log data 108 



in accordance with the determined purchase and/or usage 
mode and writes this into the stack memory 200 and the 
external memory 201. 

Step SN8: For example, the key file KF 1 shown in 
Fig. 29B storing the usage control status data 166 read 
from the stack memory 200 is generated, then this is 
output to the encryptor / decryptor 173. 

Step SN9: The encryptor/decryptor 173 sequentially 
encrypts the data by using the storage key data K STR , 
media key data K^, and the purchaser key data K PIN read 
from the storage unit 192 and outputs it to the media SAM 
manager 197. 

Step SN10: The media SAM manager 197 writes the key 
file KF 1 into the RAM region 251 or the media SAM 252 of 
the RAM type storage media 250 by the storage module 271 
shown in Fig. 36. 

Further, the usage control status data 166 and the 
usage log data 108 are transmitted to the EMD service 
center 102 at the predetermined timing. 

Below, an explanation will be made of the method of 
realization of the SAMs 105 t to 105 4 . 

When realizing the functions of the SAMs 105 ± to 
105 4 as hardware, by using an ASIC type CPU including a 
memory, data having a high degree of secrecy such as the 
security functional module for realizing the functions 
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shown in Fig. 17, the program module for performing the 
right clearing of the content, and the key data are 
stored in that memory, A series of right clearing use 
program modules such as an encryption library module 
(public key code, common key code, random number 
generator, hush function) , a program module for the usage 
control of the content, and a program module of the 
charge processing are mounted as for example software. 

For example, a module such as the 
encryptor/decryptor 171 shown in Fig. 17 is installed as 
an IP core in the ASIC type CPU as hardware due to the 
problem of for example processing speed. Depending to the 
clock speed or performance of CPU code system etc., it is 
also possible to install the encryptor/decryptor 171 as 
software . 

Further, as the storage unit 192 shown in Fig. 17, 
the program module for realizing the functions shown in 
Fig. 17, and the memory for storing the data, use is made 
of for example a nonvolatile memory (flash-ROM) , while as 
the working memory, a high speed writable memory such as 
an SRAM is used. Note that, other than them, as the 
memory included in the SAMs lOSi to 105 4 , it is also 
possible to use a ferroelectric memory (FeRAM) . 

Further, the SAMs 105 x to 105 4 include, other than 
the above, a clock function used for the verification of 
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the date in the term of validity and the contract period 
etc, for the usage of the content. 

As mentioned above, the SAMs 105 ± to 105 4 have 
tamper resistant structures shutting off the program 
5 module, data, and the processing content from the 

outside. In order to prevent the program and content of 
data having high secrecy stored in the memory inside the 
IC of the related SAM or the values of the group of 
registers and the encryption library related to the 

10 system configuration of the SAMs or the group of 

registers of the clock from being read and newly written 
via the bus of the host CPU of the apparatuses with the 
SAMs 105 1 to 105 4 mounted thereon, that is, in order to 
prevent the host CPU of the mounted apparatus from 

15 accessing the allocated address space, each SAM sets an 
address space not visible from the host CPU of the 
mounted apparatus side using an MMU (memory management 
unit) for managing the memory space on the CPU side . 
Further, the SAMs 105-l to 105 4 have structures 

20 durable also against X-rays or heats or other physical 
attack from the outside and further have structures 
whereby even if real-time debugging (reverse engineering) 
using a debugging tool (hardware ICE, software ICE) or 
the like is carried out, the processing content cannot be 

25 understood or whereby a debugging tool per se cannot be 



used after the manufacture of ICs . 

The SAMs lOSj. to 105 4 themselves are usual ASIC type 
CPUs including memories in the hardware structure. Their 
functions depend on the software for operating the 
related CPUs, but they differ from the general ASIC type 
CPUs in the point that they have encryption functions and 
tamper resistant hardware structures . 

When realizing all of the functions of the SAMs 105 1 
to 105 4 by software, there is the case where the software 
processing is carried out by enclosing the same inside a 
module having tamper resistance and the case where they 
are achieved by software processing on the host CPU 
mounted on a usual set and contrivances made to make 
deciphering impossible at only the time of the related 
processing. The former is the same as the case where the 
encryption library module is stored in the memory not as 
an IP core, but as a usual software module and can be 
considered similar to the case where it is realized as 
hardware. On the other hand, the latter is referred to as 
tamper resistant software whereby even if the state of 
execution can be deciphered by an ICE (debugger) , the 
sequence of execution of a task is scattered (in this 
case, the task is cut so that each cut task piece has 
meaning as a program, that is, there is no influence upon 
the lines before and after that) or the task per se is 
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encrypted and can be realized in the same way as a task 
scheduler (MiniOS) aimed at one type of secure 
processing. The related task scheduler is buried in the 
target program. 
5 Next, an explanation will be made of the 

decryption/decompression module 163 shown in Fig. 16. 

As shown in Fig. 16, the decryption/decompression 
module 163 has the mutual authenticator 220, decryptor 
221, decryptor 222, decompression unit 223, electronic 

10 watermark information processor 224, and semi-disclosure 
processor 225. 

The mutual authenticator 220 performs the mutual 
authentication with the mutual authenticator 170 shown in 
Fig. 26 and generates the session key data K SES when the 

15 decryption /decompress ion module 163 receives as its input 
the data from the SAM 105 x . 

The decryptor 221 decrypts the content key data Kc, 
semi-disclosure parameter data 199, user watermark data 
196, and content data C input from the SAM 105 x by using 

20 the session key data K SES . Then, the decryptor 221 outputs 
the decrypted content key data Kc and the content data C 
to the decryptor 222, outputs the decrypted user 
watermark data 196 to the electronic watermark 
information processor 224, and outputs the semi- 

25 disclosure parameter data 199 to the semi-disclosure 
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processor 225. 

The decryptor 222 decrypts the content data C in the 
semi-disclosure state by using the content key data Kc 
under the control of the semi-disclosure processor 225 
5 and outputs the decrypted content data C to the 
decompression unit 223 . 

The decompression unit 223 decompresses the 
decrypted content data C and outputs the same to the 
electronic watermark information processor 224. 

10 The decompression unit 223 performs the 

decompression processing by using the A/V decompression 
software stored in the content file CF shown in Fig. 4A 
and performs the decompression processing by for example 
the ATRAC 3 method. 

15 The electronic watermark information processor 224 

buries the user watermark in accordance with the 
decrypted user watermark data 196 in the decrypted 
content data C to generate new content data C . The 
electronic watermark information processor 224 outputs 

20 the related new content data C to the reproduction module 
169. 

In this way, the user watermark is buried at the 
decryption/decompression module 163 when reproducing the 
content data C . 
25 Note that, in the present invention, it is also 
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possible that the user watermark data 196 not be buried 
in the content data C. 

The semi-disclosure processor 225 indicates the 
blocks not to be decrypted and the blocks to be decrypted 
5 in for example the content data C to the decryptor 222 
based on the semi-disclosure parameter data 199. 

Further, the semi-disclosure processor 225 performs 
control to for example limit the reproduction function at 
the time of trial listening or limit the possible 
10 listening period based on the semi-disclosure parameter 
data 199. 

The reproduction module 169 performs the 
reproduction in accordance with the decrypted and 
decompressed content data C. 

15 Next, an explanation will be made of the data format 

when transferring data with the signature data generated 
by using the secret key data attached thereto and public 
key certificate data among the content provider 101 f EMD 
service center 102, and user home network 103. 

20 Figure 42A is a view for explaining the data format 

for the case where the data Data is transmitted from the 
content provider 101 to the SAM 105 x by the in-band 
method. 

In this case, a module Mod 50 encrypted by the 
2 5 session key data K SES obtained by the mutual 
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authentication between the content provider 101 and the 
SAM 105! is transmitted from the content provider 101 to 
the SAM lOS^ 

The module Mod 50 stores a module Mod 51 and the 
5 signature data SIG CP based on the secret key data 
thereof . 

The module Mod 51 stores the public key certificate 
data CERcp storing the secret key data K^p of the content 
provider 101 , the signature data SIG ESC obtained based on 
10 the secret key data K ESCS with respect to the public key 
certificate data CERcp, and the data Data to be 
transmitted . 

In this way, by transmitting the module Mod 50 
storing the public key certificate data CERcp from the 
15 content provider 101 to the SAM 105 l7 when verifying the 
signature data SIG CP at the SAM 105! r it becomes 
unnecessary to transmit the public key certificate data 
CERcp from the EMD service center 102 to the SAM 105^ 

Figure 42B and Fig. 42C are views for explaining the 
20 data format in the case of transmitting the data Data 
from the content provider 101 to the SAM 105 1 by the 
out-of-band method. 

In this case, a module Mod 52 shown in Fig. 42B 
encrypted by the session key data K SES obtained by the 
2 5 mutual authentication between the content provider 101 
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and the SAM 105 ± is transmitted from the content provider 
101 to the SAM 105^ 

The module Mod 52 stores the data Data to be 
transmitted and the signature data SIG CP based on the 
5 secret key data Kc PfS thereof. 

Further , a module Mod 53 shown in Fig. 42C encrypted 
by the session key data K SES obtained by the mutual 
authentication between the EMD service center 102 and the 
SAM 105-l is transmitted from the EMD service center 102 
10 to the SAM 105^ 

The module Mod 53 stores the public key certificate 
data CERcp of the content provider 101 and the signature 
data SIG ESC based on the secret key data K E3CS thereof. 

Figure 42D is a view for explaining the data format 
15 of the case where the data Data is transmitted from the 
SAM 10S 1 to the content provider 101 by the in-band 
method . 

In this case, a module Mod 54 encrypted by the 
session key data K SES obtained by the mutual 
20 authentication between the content provider 101 and the 
SAM 105 x is transmitted from the SAM 1QS 1 to the content 
provider 101. 

The module Mod 54 stores a module Mod 55 and the 
signature data SIG SAM1 based on the secret key data K SAM1S 
25 thereof. 



- 161 - 



The module Mod 55 stores the public key certificate 
data CER SMa storing the secret key data K SAM1P of the SAM 
105 lf the signature data SIG ESC based on the secret key 
data K ESC s with respect to public key certificate data 
5 CER SAM1 , and the data Data to be transmitted. 

In this way, by transmitting the module Mod 55 
storing the public key certificate data CER SAM1 from the 
SAM 105 1 to the content provider 101 , when verifying the 
signature data SIG gAM1 in the content provider 101, it 
10 becomes unnecessary to transmit the public key 

certificate data CER SAM1 from the EMD service center 102 
to the content provider 101 . 

Figure 42E and Fig. 42F are views for explaining the 
data format when transmitting the data Data from the SAM 
15 105-l to the content provider 101 by the out-of-band 
method. 

In this case, a module Mod 56 shown in Fig. 42E 
encrypted by the session key data K SES obtained by the 
mutual authentication between the content provider 101 
20 and the SAM 105 x is transmitted from the SAM 105i to the 
content provider 101. 

The module Mod 56 stores the data Data to be 
transmitted and the signature data SIG SAM1 based on the 
secret key data K SAM1 fS thereof. 
25 Further, a module Mod 57 shown in Fig. 42F encrypted 



by a session key data K SES obtained by the mutual 
authentication between the EMD service center 102 and the 
content provider 101 is transmitted from the EMD service 
center 102 to the content provider 101. 

The module Mod 57 stores the public key certificate 
data CER SAM1 of the SAM 105 ± and the signature data SIG ESC 
based on the secret key data K ESC/S thereof. 

Figure 43A is a view for explaining the data format 
when transmitting the data Data from the content provider 
101 to the EMD service center 102 by the in-band method. 

In this case, a module Mod 58 encrypted by the 
session key data K SES obtained by the mutual 
authentication between the content provider 101 and the 
EMD service center 102 is transmitted from the content 
provider 101 to the EMD service center 102 . 

The module Mod 58 stores a module Mod 59 and the 
signature data SIG CP based on the secret key data 
thereof . 

The module Mod 59 stores the public key certificate 
data CERcp storing the secret key data Kc PfP of the content 
provider 101 f the signature data SIG ESC based on the 
secret key data K ESC/S with respect to public key 
certificate data CERcp, and the data Data to be 
transmitted . 

Figure 43B is a view for explaining the data format 
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when transmitting the data Data from the content provider 
101 to the EMD service center 102 by the out-of-band 
method. 

In this case, a module Mod 60 shown in Fig. 43B 
5 encrypted by the session key data K SES obtained by the 
mutual authentication between the content provider 101 
and the EMD service center 102 is transmitted from the 
content provider 101 to the EMD service center 102 . 
The module Mod 60 stores the data Data to be 
10 transmitted and the signature data SIG CP based on the 
secret key data Kc P/S thereof. 

At this time, the public key certificate data CERcp 
of the content provider 101 has been already registered 
in the EMD service center 102 . 
15 Figure 43C is a view for explaining the data format 

when transmitting the data Data from the SAM 105! to the 
EMD service center 102 by the in-band method. 

In this case, a module Mod 61 encrypted by the 
session key data K SES obtained by the mutual 
20 authentication between the EMD service center 102 and the 
SAM lOSi is transmitted from the SAM 105 x to the EMD 
service center 102 . 

The module Mod 61 stores a module Mod 62 and the 
signature data SIG SAM1 based on the secret key data K SAM1 1 s 
2 5 thereof . 
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The module Mod 62 stores the public key certificate 
data CER SAM1 storing the secret key data K SAMlfP of the SAM 
105 lr the signature data SIG ESC based on the secret key 
data K ESCS with respect to public key certificate data 
5 CER SAM1 , and the data Data to be transmitted. 

Figure 43D is a view for explaining the data format 
when transmitting the data Data from the SAM 105 x to the 
EMD service center 102 by the out-of-band method. 

In this case, a module Mod 63 shown in Fig. 43D 
10 encrypted by the session key data K SES obtained by the 

mutual authentication between the EMD service center 102 
and the SAM 105 x is transmitted from the SAM 105 x to the 
EMD service center 102. 

The module Mod 63 stores the data Data to be 
15 transmitted and the signature data SIG SAM1 based on the 
secret key data K SAM1 , S thereof. 

At this time, the public key certificate data CER SAM1 
of the SAM 105 x has been already registered in the EMD 
service center 102 . 
20 Below, an explanation will be made of the processing 

for registration at the EMD service center 102 at the 
time of shipping of the SAMs 105 x to 105 4 . 

Note that, the processing for registration of the 
SAMs 105 x to 105 4 is the same, so the processing for 
25 registration of the SAM 105! will be explained below. 



At the time of shipping of the SAM 105 lf the key 
data shown below is initially registered in the storage 
unit 192 shown in Fig. 17 etc. via the SAM manager 149 by 
the key server 141 of the EMD service center 102 shown in 
Fig. 11. 

Further, the SAM 105-l stores in the storage unit 
192 etc., for example, at the time of shipping, the 
program etc. used when the SAM 105 x accesses the EMD 
service center 102 the first time. 

Namely, the storage unit 192 stores, for example, 
the identifier SAM_JED of the SAM 105 1 given the "*" on 
the left side in Fig. 21, the storage key data K STR , the 
public key data K R-CA of the route certificate authority 
2, the public key data K ESC , P of the EMD service center 
102, the secret key data K SAM1/S of the SAM 105^ the 
public key certificate data CER SAM1 and the signature data 
SIG 22 , ESC thereof, and the original key data for creating 
the authentication use key data between the 
decryption/decompression module 163 and the media SAM at 
the time of initial registration. 

Note that, it is also possible to transmit the 
public key certificate data CER SAM1 from the EMD service 
center 102 to the SAM 105i when registering the same 
after the shipping of the SAM 105!. 

Here, the public key data KR-CA of the route 
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certificate authority 2 uses an RSA generally used in 
electronic business transactions over the Internet etc. 
and has a data length of for Example 1024 bits. The 
public key data K R _ CA is issued by the route certificate 
5 authority 2 shown in Fig. 1. 

The public key data K ESC P of the EMD service center 
102 is generated by utilizing an elliptical curve code 
having a short data length and a strength equivalent to 
the RSA or more and has a data length of for example 160 

10 bits. Note that when considering the strength of the 

encryption, desirably the public key data K ESC p has 192 
bits or more. Further , the EMD service center 102 
registers the public key data K ESC/P in the route 
certificate authority 92. 

15 Further, the route certificate authority 92 

generates the public key certificate data CER ESC of the 
public key data K ESC , P . The public key certificate data 
CERj-sc storing the public key data K ESC p is preferably 
stored in the storage unit 192 at the time of shipping of 

20 the SAM 10S 1 . In this case, the public key certificate 

data CER ESC is signed by the secret key data K ROOT s of the 
route certificate authority 92 . 

The EMD service center 102 generates a random number 
to generate the secret key data K SAM1S of the SAM 1 and 

25 generates the public key data K SAM1 p forming the pair 
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together with this. 

Further , the EMD service center 102 is given the 
authentication of the route certificate authority 92 , 
issues the public key certificate data CER SAM1 of the 
5 public key data K SAM1 p , and attaches the signature data to 
this by using its own secret key data K ESC S . Namely, the 
EMD service center 102 achieves the function of the 
second CA (certificate authority) . 

Further, the SAM lOSj, is allocated a unique 

10 identifier SAM_JED under the management of the EMD service 
center 102 by the SAM manager 149 of the EMD service 
center 102 shown in Fig. 11. This is stored in the 
storage unit 192 of the SAM 105 ± and, at the same time, 
stored also in the SAM database 149a shown in Fig. 11 and 

15 managed by the EMD service center 102. 

Further, the SAM 105 1 is connected to the EMD 
service center 102 by for example the user after shipping 
for the registration procedure . At the same time , the 
distribution use public key data KD t to KD 3 are 

20 transferred from the EMD service center 102 to the 
storage unit 192 . 

Namely, the user utilizing the SAM 10S X must perform 
the registration procedure at the EMD service center 102 
before downloading the content. This registration 

25 procedure is performed off-line by for example mail by 
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the user entering information identifying itself using 
for example a registration form attached when purchasing 
the apparatus with the SAM lOBi mounted thereon (in the 
related example, the network apparatus 160!) . 

The SAM 105 x cannot be used until the registration 
procedure is passed. 

The EMD service center 102 issues the identifier 
USER ID unique to the user in accordance with the 
registration procedure of the SAM 105 2 by the user, 
manages the correspondence between the SAM_ID and the 
USER_ID in for example the SAM database 149a shown in 
Fig. 11, and utilizes the same at the time of charging. 

Further, the EMD service center 102 allocates the 
information reference use identifier ID and the password 
used at the first time to the user of the SAM 105 1 and 
notifies these to the user. The user can inquired about 
information for example the state of usage (usage log) of 
the content data up to the present at the EMD service 
center 102 by using the information reference use 
identifier ID and the password. 

Further, the EMD service center 102 confirms the ID 
at the credit card company or the like and confirms the 
user off-line at the time of registration. 

Next, as shown in Fig. 21, an explanation will be 
made of the procedure for storing the SAM registration 
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list in the storage unit 192 inside the SAM lOS^ 

The SAM 1Q5 1 shown in Fig. 1 acquires the SAM 
registration list of the SAMs 105 x to 105 4 present in its 
own system by utilizing a topology map generated when 
starting up the power of the apparatus connected to the 
bus 191 or connecting a new apparatus to the bus 191 when 
using for example an IEEE 1394 serial bus as the bus 191. 

Note that, the topology map generated in accordance 
with the IEEE 1394 serial bus, that is, the bus 191, is 
generated to cover the SAMs 105 1 to 105 4 and the SCMS 
processing circuits 105 5 and 105 6 when, for example, as 
shown in Fig. 44, in addition to the SAM 105 1 to 105 4 , 
the SCMS processing circuits 105 5 and 105 6 of the AV 
apparatuses 160 5 and 160 6 are connected to the bus 191. 

Accordingly, the SAM 105i fetches the information 
for the SAMs 105 1 to 105 4 from the related topology map 
to generate the SAM registration list. 

The data format of the SAM registration list is 
shown in for example Fig. 45. 

Then, the SAM 10S 1 registers the related SAM 
registration list in the EMD service center 102 and 
acquires a signature. 

These processings are automatically carried out by 
the SAM 105 x by utilizing the session of the bus 191. An 
instruction for registration of the SAM registration list 
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is issued to the EMD service center 102. 

The EMD service center 102 confirms the term of 
validity when receiving the SAM registration list shown 
in Fig. 45 from the SAM 105 x . Then, the EMD service 
center 102 sets up the corresponding portion by referring 
to the existence of the settlement function designated by 
the SAM 105 1 at the time of registration. Further, the 
EMD service center 102 checks the revocation list and 
sets a revocation flag in the SAM registration list. The 
revocation list is the list of the SAMs for which usage 
is prohibited (invalidated) by the EMD service center 102 
for the reason of for example illicit usage. 

Further, the EMD service center 102 fetches the SAM 
registration list corresponding to the SAM 105i at the 
time of settlement and confirms if the SAM described 
therein is contained in the revocation list. Further, the 
EMD service center 102 attaches a signature to the SAM 
registration list . 

Note that the SAM revocation list is generated 
covering only the SAMs of the identical system (connected 
to the identical bus 191) and that the validity and 
invalidity of the related SAM are indicated by the 
revocation flag corresponding to each SAM. 

Below, an explanation will be made of the overall 
operation of the content provider 101 shown in Fig. 1. 



Figure 46 is a flowchart of the overall operation of 
the content provider 101. 

Step SI: The EMD service center 102 transmits the 
public key certificate data CERcp of the public key data 
Kcp of the content provider 101 to the content provider 
101 after the content provider 101 passes through the 
predetermined registration processing. 

Further, the EMD service center 102 transmits the 
certificate CER^ to CER^ of the public key data K SAMlfP 
to K SAM4/P of the SAMs lOSi to 105 4 to the SAMs 105 1 to 105 4 
after the SAMs 105 x to 105 4 pass through the 
predetermined registration processing. 

Further, the EMD service center 102 transmits six 
months 1 worth of the distribution key data KD X to KD 6 
each having a term of validity of one month to the 
content provider 101 after the mutual authentication and 
transmits three months 1 worth of the distribution key 
data KD X to KD 3 to the user home network 103. 

In this way, the EMD system 100 distributes the 
distribution key data KD 1 to KD 3 to the SAMs 105 x to 105 4 
in advance, therefore, even in the case where the SAMs 
105 x to 105 4 are off-line from the EMD service center 
102, the secure container 104 distributed from the 
content provider 101 can be decrypted and purchased and 
used in the SAMs 105 1 to 105 4 . In this case, the log of 
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the related purchase and/or usage is described in the 
usage log data 108 . The usage log data 108 is 
automatically transmitted to the EMD service center 102 
when the SAMs 105 1 to 105 4 and the EMD service center 102 
5 are connected. Therefore, the settlement processing in 
the EMD service center 102 can be reliably carried out. 
Note that the SAMs for which the usage log data 108 
cannot be collected by the EMD service center 102 in a 
predetermined period are invalidated by the revocation 
10 list. 

Note that the usage control status data 166 is 
transmitted from the SAMs 105 x to 105 4 to the EMD service 
center 102 in real-time in principle. 

Step S2 : The content provider 101 transmits the 
15 right registration request module Mod 2 shown in Fig. 7A 
to the EMD service center 102 after the mutual 
authentication . 

Then, the EMD service center 102 registers and 
authorizes the usage control policy data 106 and the 
20 content key data Kc after the predetermined signature 
verification . 

Step S3: The content provider 101 performs the 
encryption by using the distribution key data KD X to KD 6 
of the corresponding period etc. , generates the content 
25 file CF and the key file KF shown in Figs. 4A and 4B, and 
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distributes the secure container 104 storing them and 
public key certificate data CERcp shown in Fig. 4C to the 
user home network 103 on-line and/or off-line. 

Step S4: The SAMs lOSi to 105 4 of the user home 
5 network 103 decrypt the secure container 104 by using the 
distribution key data KD X to KD 3 of the corresponding 
period etc., verify the signature etc. for verifying the 
legitimacy of the creator and the transmitter of the 
secure container 104, and confirm whether or not the 

10 secure container 104 was transmitted from a legitimate 
content provider 101 . 

Step S5: The SAMs 105 x to 105 4 determine the 
purchase and/or usage mode based on the control signal 
SI 65 in accordance with the operation of the 

15 purchase/usage mode determination controller 165 shown in 
Fig. 16 by the user. 

At this time, the usage monitor 186 shown in Fig. 23 
manages the purchase and/or usage mode of the content 
file CF by the user based on the usage control policy 

20 data 106 stored in the secure container 104. 

Step S6: The charge processor 187 shown in Fig. 23 
of each of the SAMs 105 x to 105 4 generate the usage log 
data 108 and the usage control status data 166 describing 
the operation of the settlement of the purchase and/or 

25 usage mode by the user based on the control signal SI 65 



and transmits the same to the EMD service center 102 . 

Step S7 : The EMD service center 102 performs the 
settlement processing based on the usage log data 108 in 
the settlement processor 142 shown in Fig. 11 and 
generates the settlement claim data 152 and the 
settlement report data 107. The EMD service center 102 
transmits the settlement claim data 152 and the signature 
data SIG 88 thereof via the payment gateway 90 shown in 
Fig. 1 to the settlement organization 91. Further, the 
EMD service center 102 transmits the settlement report 
data 107 to the content provider 101. 

Step S8 : The settlement organization 91 verifies the 
signature data SIG 88 , then distributes the money paid by 
the user to the owner of the content provider 101 based 
on the settlement claim data 152 . 

As explained above, the EMD system 100 distributes 
the secure container 104 of the mode shown in Fig. 4 from 
the content provider 101 to the user home network 103and 
performs the processing for the key file KF in the secure 
container 104 in the SAMs 105i to 105 4 . 

Further, the content key data Kc and the usage 
control policy data 106 stored in the key file KF are 
encrypted by using the distribution key data KD X to KD 3 
and are decrypted inside only the SAMs 105-l to 105 4 
holding the distribution key data KD X to KD 3 . Then, the 
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SAMs 105! to 105 4 determine the purchase mode and the 
usage mode of the content data C based on the handling 
content of the content data C described in the usage 
control policy data 106 which a module having tamper 
5 resistance . 

Accordingly, according to the EMD system 100, the 
purchase and usage of the content data C in the user home 
network 103 can be reliably carried out based on the 
content of the usage control policy data 106 generated by 

10 the related parties of the content provider 101. 

Further, the EMD system 100 enables common right 
clearing of the content data C in the SAMs 105 1 to 105 4 
both on-line and off-line by distributing the content 
data C from the content provider 101 to the user home 

15 network 103 by using the secure container 104 in both 
cases . 

Further, the EMD system 100 enables use of common 
right clearing rules when purchasing, using, storing, and 
transferring the content data C in the network apparatus 
20 160i and the AV apparatuses 160 2 to 160 4 in the user home 
network 103 by performing processing always based on the 
usage control policy data 106. 

First Modification of First Embodiment 
In the above embodiment, as shown in Fig. 4B , the 
25 case where the key file KF was encrypted by using the 
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distribution key data KD in the content provider 101 and 
where the key file KF was decrypted by using the 
distribution key data KD in the SAMs 10S 1 to 105 4 was 
illustrated , but the encryption of the key file KF using 
5 the distribution key data KD is not always necessary when 
the secure container 104 is directly supplied from the 
content provider 101 to the SAMs 105 1 to 105 4 as shown in 
Fig. 1. 

In this way, the encryption of the key file KF by 
10 using the distribution key data KD exhibits a large 

effect when suppressing illegal action by the service 
provider by giving the distribution key data KD to only 
the content provider and the user home network when 
supplying content data from the content provider to the 
15 user home network via the service provider as in the 
second embodiment mentioned later. 

Note that in the case of the first embodiment as 
well, the encryption of the key file KF by using the 
distribution key data KD is effective in the point of 
20 improving the ability to suppress illicit usage of the 
content data. 

Further, in the above embodiment, the case where the 
suggested retailer' price data SRP was stored in the 
usage control policy data 106 in the key file KF shown in 
25 Fig. 4B was illustrated, but it is also possible to store 
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the suggested retailer' price data SRP (price tag data) 
other than the key file KF in the secure container 104. 
In this case, the signature data generated by using the 
secret key data Kc P is attached to the suggested 
5 retailer 1 price data SRP. 

Second Modification of First Embodiment 
In the first embodiment, as shown in Fig. 1, the 
case where the EMD service center 102 performs the 
settlement processing in the settlement organization 91 

10 via the payment gateway 90 by using the settlement claim 
data 152 generated by an apparatus itself was 
illustrated, but it is also possible to transmit for 
example the settlement claim data 152 from the EMD 
service center 102 to the content provider 101 as shown 

15 in Fig. 47 and have the content provider 101 itself 

perform the settlement processing with respect to the 
settlement organization 91 via the payment gateway 90 by 
using the settlement claim data 152 . 

Third Modification of First Embodiment 

20 In the above first embodiment, the case where the 

secure container 104 was supplied from the single content 
provider 101 to the SAMs 105 1 to 105 4 of the user home 
network 103 was illustrated, but it is also possible to 
supply secure containers 104a and 104b from two or more 

25 content providers 101a and 101b to the SAMs 105 x to 105 4 . 
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Figure 48 is a view of the configuration of the EMD 
system according to a third modification of the first 
embodiment where the content providers 101a and 101b are 
used. 

5 In this case, the EMD service center 102 distributes 

six months 1 worth of distribution key data KD al to KD a6 
and KD bl to KD b6 to the content providers 101a and 101b. 

Further, the EMD service center 102 distributes 
three months 1 worth of the distribution key data KD al to 
10 KD a3 and KD bl to KD b3 to the SAMs 105! to 105 4 . 

Further, the content provider 101a supplies the 
secure container 104a storing a content file CFa 
encrypted by using a unique content key data Kca and a 
key file KFa encrypting the content key data Kca and a 
15 usage control policy data 106a etc. by using the 

distribution key data KD al to KD a6 of the corresponding 
period to the SAMs 105i to 105 4 on-line and/or off-line. 

At this time, as the identifier of the key file, use 
is made of the global unique identifier Content_JCD 
20 distributed by the EMD service center 102. The content 

data is centrally managed by the EMD service center 102. 

Further, the content provider 101b supplies the 
secure container 104b storing a content file CFb 
encrypted by using unique content key data Kcb and a key 
25 file KFb encrypting the content key data Kcb and usage 



- 179 - 



control policy data 106b etc. by using the distribution 
key data KD bl to KD b6 of the corresponding period to the 
SAMs 105 1 to 105 4 on-line and/or off-line. 

The SAMs 105 x to 105 4 decrypt the secure container 
5 104a by using the distribution key data KD al to KD a3 of 

the corresponding period , determine the purchase mode of 
the content after the predetermined signature 
verification processing etc. , and transmit usage log data 
108a and usage control status data 166a generated in 

10 accordance with the related determined purchase mode and 
usage mode to the EMD service center 102 . 

Further, the SAMs 105i to 105 4 decrypt the secure 
container 104b by using the distribution key data KD bl to 
KD b3 of the corresponding period, determine the purchase 

15 mode of the content after the predetermined signature 

verification processing etc., and transmit usage log data 
108b and usage control status data 166b generated in 
accordance with the related determined purchase mode and 
usage mode to the EMD service center 102. 

20 The EMD service center 102 generates settlement 

claim data 152a for the content provider 101a based on 
the usage log data 108a and performs the settlement 
processing with respect to the settlement organization 91 
by using this. 

25 Further, the EMD service center 102 generates 
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settlement claim data 152b for the content provider 101b 
based on the usage log data 108b and performs the 
settlement processing with respect to the settlement 
organization 91 by using this. 
5 Further, the EMD service center 102 performs the 

authorization by registering the usage control policy 
data 106a and 106b. At this time, the EMD service center 
102 distributes the global unique identifier Content_ID 
with respect to the key files KFa and KFb corresponding 

10 to the usage control policy data 106a and 106b. 

Further, the EMD service center 102 issues public 
key certificate data CER^a and CERcpb of the content 
providers 101a and 101b and attaches its own signature 
data SIG lb fKSC and SIG laESC to them to certify the 

15 legitimacy. 

Second Embodiment 

In the above embodiment, the case where the content 
data was directly distributed from the content provider 
101 to the SAMs 105 x to 105 4 of the user home network 103 
20 was illustrated, but in the present embodiment, an 

explanation will be made of the case of distributing the 
content data provided by the content provider to the SAM 
of the user home network via the service provider. 

Figure 49 is a view of the configuration of an EMD 
25 system 300 of the present embodiment. 
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As shown in Fig. 49, the EMD system 300 has a 
content provider 301, an EMD service center 302, a user 
home network 303, a service provider 310, a payment 
gateway 90, and a settlement organization 91. 
5 The content provider 301, EMD service center 302, 

SAMs 105i to 105 4 , and service provider 310 correspond to 
the data providing apparatus , management apparatus , data 
processing apparatus, and data distribution apparatus of 
the present invention . 
10 The content provider 301 is the same as the content 

provider 101 of the first embodiment except for the point 
that it supplies the content data to the service provider 
310. 

Further, the EMD service center 302 is the same as 
15 the EMD service center 102 of the first embodiment except 
for the point that the authentication function, key data 
management function, and right clearing function are 
provided also with respect to the service provider 310 in 
addition to the content provider 101 and SAMs 505^ to 
20 505 4 . 

Further, the user home network 303 has a network 
apparatus 360 x and AV apparatuses 360 2 to 360 4 . The 
network apparatus 3601 includes a SAM 305 x and a CA 
module 311, while the AV apparatuses 360 2 to 360 4 
25 include the SAMs 305 2 to 305 4 . 
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Here, the SAMs 305i to 305 4 are the same as the SAMs 
105 1 to 105 4 of the first embodiment except for the point 
that they receive the distribution of a secure container 
304 from the service provider 310 and the point that they 
5 perform the verification processing of the signature data 
and the preparation of an SP use purchase log data (data 
distribution apparatus use purchase log data) 309 for the 
service provider 310 in addition to the content provider 
301. 

10 First, a brief explanation will be made of the EMD 

system 300. 

In the EMD system 300, the content provider 301 
transmits the usage control policy (UCP) data 106 similar 
to that of the first embodiment mentioned before 

15 indicating the content of the right such as the license 
conditions of the content data C of the content to be 
provided by itself to the authority manager having a high 
reliability, that is, the EMD service center 302. The 
usage control policy data 10 6 is registered in the EMD 

20 service center 302 and authorized (certified) . 

Further, the content provider 301 encrypts the 
content data C by the content key data Kc to generate the 
content file CF. Further, the content provider 301 
encrypts the content key data Kc and the usage control 

25 policy data 106 by using the distribution key data KD X to 
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KD 6 of the corresponding period distributed from the EMD 
service center 302 to generate the key file KF storing 
them. Then, the content provider 301 supplies the secure 
container 104 storing the content file CF, key file KF, 
5 and its own signature data to the service provider 310 by 
using the Internet or other network, a digital broadcast, 
storage medium, or an informal protocol or off-line or 
the like . 

When receiving the secure container 104 from the 
10 content provider 301, the service provider 310 verifies 
the signature data and confirms if the secure container 
104 was generated by a legitimate content provider 301 
and the legitimacy of the sender. 

Next, the service provider 310 generates price tag 
15 data (PT) 312 indicating the price obtained by adding the 
price of its service to the price (SRP) with respect to 
the content intended by the content provider 301 notified 
for example off-line. 

Then, the service provider 310 generates the secure 
20 container 304 storing the content file CF and key file KF 
fetched from the secure container 104, the price tag data 
312 , and the signature data by its own secret key data 
K S p,s with respect to them. 

At this time, the key file KF is encrypted by the 
25 distribution key data KD 1 to KD 6 , and the service 
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provider 310 does not hold the related distribution key 
data KD X to KD 6 , therefore the service provider 310 
cannot view or rewrite the content of the key file KF. 

Further, the EMD service center 302 registers and 
5 authorizes the price tag data 312 . 

The service provider 310 distributes the secure 
container 304 to the user home network 303 on-line and/or 
off-line . 

At this time, in the off-line case, the secure 

10 container 304 is supplied to the SAMs 305! to 305 4 as it 
is. On the other hand, in the on-line case, the mutual 
authentication is carried out between the service 
provider 310 and the CA module 311, the secure container 
304 is encrypted by using the session key data K SES in the 

15 service provider 310 and transmitted, and the secure 

container 304 received at the CA module 311 is decrypted 
by using the session key data K SES and then transferred to 
the SAMs 305! to 305 4 . 

Next, the SAMs 305! to 305 4 decrypt the secure 

20 container 304 by using the distribution key data KD X to 
KD 3 of the corresponding period distributed from the EMD 
service center 302 , then perform the verification 
processing of the signature data. 

The secure container 304 supplied to the SAMs 305i 

2 5 to 305 4 is reproduced and stored in the storage medium 
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after the purchase and/or usage mode is determined in 
accordance with the operation of the user in the network 
apparatus 360! and the AV apparatuses 360 2 to 360 4 . 

The SAMs 305-l to 305 4 store the log of the purchase 
5 and/or usage of the secure container 304 as the usage log 
data 308 . 

The usage log data (log data or the management 
apparatus use log data) 308 is transmitted from the user 
home network 303 to the EMD service center 302 in 
10 response to for example a request from the EMD service 
center 302 . 

The EMD service center 302 determines (calculates) 
the charge content for each of the content provider 301 
and the service provider 310 based on the usage log data 

15 308 and performs the settlement at the settlement 

organization 91 such as the bank via the payment gateway 
90 based on the results. By this, the money paid by the 
user of the user home network 103 is distributed to the 
content provider 101 and the service provider 310 by the 

20 settlement processing by the EMD service center 102. 

In the present embodiment, in the same way as the 
first embodiment, by providing the content data C of 
digital by encapsulation, value can be imparted to the 
digital content itself by separating the conventional 

2 5 digital content, which had been closely attached to the 
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storage medium, from the storage medium. 

Here, the secure container is the most basic product 
capsule when selling the content data C (product) no 
matter which distribution channel (delivery channel) it 
5 is provided over. Specifically, the secure container is a 
product capsule containing the encryption information for 
the charging, the signature data for verifying the 
legitimacy of the content of the content data C, the 
legitimacy of the party preparing the content data, and 

10 the legitimacy of the distributor of the content data, 
and information relating to the copyright such as the 
information concerning the electronic watermark 
information to be buried in the content data. 

Further, in the present embodiment, the EMD service 

15 center 302 has the certificate authority function, key 

data management function, and the right clearing (profit 
distribution) function . 

Namely, the EMD service center 302 plays the role of 
the second certificate authority with respect to the 

20 highest authority manager at the neutral position, that 

is, the route certificate authority 92, and certifies the 
legitimacy of the related public key data by attaching 
the signature based on the secret key data of the EMD 
service center 302 to public key certificate data of 

25 public key data to be used for the verification 
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processing of the signature data in the content provider 
301, service provider 310, and the SAMs 305 x to 305 4 . 
Further, as mentioned before, the registration and 
authorization of the usage control policy data 106 of the 
content provider 301 and the price tag data 312 of the 
service provider 310 are achieved by the certificate 
authority function of the EMD service center 302 . 

Further, the EMD service center 302 has a key data 
management function for managing for example the key data 
of the distribution key data KD 1 to KD 6 . 

Further, the EMD service center 302 has a right 
clearing (profit distribution) function of performing 
settlement with respect to the purchase and/or usage of 
the content by the user of the user home network 303 
based on the usage control policy data 106 registered by 
the content provider 301, the usage log data 308 input 
from the SAMs 305! to 305 4 , and the price tag data 312 
registered by the service provider 310 and distributing 
and paying the money paid by the user to the content 
provider 301 and the service provider 310. 

Below, the components of the content provider 301 
will be explained in detail . 

[Content Provider 301] 

Figure 50 is a functional block diagram of the 
content provider 301 and shows the flow of the data 
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related to the data transferred with the service provider 
310. 

As shown in Fig. 50 , the content provider 301 has a 
content master source server 111, electronic watermark 
5 information adder 112, compressor 113, encryptor 114, 
random number generator 115, encryptor 116, signature 
processor 117, secure container generator 118, secure 
container database 118a, storage unit 119, mutual 
authenticator 120, encryptor/decryptor 121, usage control 
10 policy data generator 122, EMD service center manager 
125, and service provider manager 324. 

In Fig. 50, components given the same references as 
those of Fig. 2 are the same as the components of the 
same references explained in the first embodiment by 
1 5 referring to Fig . 2 and Fig . 3 . 

Namely, the content provider 301 has a configuration 
providing the service provider manager 324 in place of 
the SAM manager 124 shown in Fig. 2. 

The service provider manager 324 provides the secure 
20 container 104 input from the secure container generator 

118 to the service provider 310 shown in Fig. 49 off-line 
and/or on-line. The secure container 104, in the same way 
as the first embodiment, stores the content file CF and 
the signature data SIG 8 CP thereof, the key file KF and 
25 the signature data SIG 7fCP thereof, and the public key 
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certificate data CERcp and the signature data SIG 1ESC 
thereof shown in Fig. 4A, Fig. 4B and Fig. 4C. 

When distributing the secure container 104 to the 
service provider 310 on-line, the service provider 
5 manager 324 encrypts the secure container 104 by using 
the session key data K SES in the encryptor/decryptor 121 
and then distributes the same via the network to the 
service provider 310. 

Further, the flow of the data in the content 
10 provider 101 shown in Fig. 3 similarly applies also to 
the service provider 310 . 

[Service Provider 310] 

The service provider 310 distributes the secure 
container 304 storing the content file CF and key file KF 

15 in the secure container 104 provided from the content 
provider 301 and the price tag data 312 generated by 
itself to the network apparatus 360 x and the AV 
apparatuses 360 2 to 360 4 of the user home network 303 
on-line and/or off-line. 

20 The service modes of the distribution of content by 

the service provider 310 may be roughly classified into 
an independent service and a linked service. 

An independent service is for example a service 
exclusively for download for individually distributing 

25 the content. Further, a linked service is a service for 
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distributing content linked to a program and CM 
(advertisement) . For example , content such as the theme 
song and insertion song of a drama is stored in the 
stream of the drama program. The user can purchase 
5 content such as the theme song and insertion song in the 
stream when watching the drama program. 

Figure 51 is a functional block diagram of the 
service provider 310. 

Note that, in Fig. 51, the flow of the data when 

10 supplying the secure container 304 in accordance with the 
secure container 104 supplied from the content provider 
301 to the user home network 303 is shown. 

As shown in Fig. 51, the service provider 310 has a 
content provider manager 350, a storage unit 351, a 

15 mutual authenticator 352, an encryptor/decryptor 353, a 
signature processor 354, a secure container generator 
355, a secure container database 355a, a price tag data 
generator 356, a user home network manager 357, an EMD 
service center manager 358, and a user preference filter 

20 creator 920. 

Below, an explanation will be made of the flow of 
the processing in the service provider 310 when creating 
the secure container 304 from the secure container 104 
supplied from the content provider 301 and distributing 

25 this to the user home network 303 by referring to Fig. 51 
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and Fig . 52 . 

Figure 52 is a flowchart of the related processing. 

Step SZ1 : The content provider manager 350 receives 
the supply of the secure container 104 shown in Fig. 4 
5 from the content provider 301 on-line and/or off-line and 
writes the secure container 104 into the storage unit 
351. 

At this time, the content provider manager 350 
decrypts the secure container 104 in the 

10 encryptor/decryptor 353 by using the session key data K SES 
obtained by the mutual authentication between the mutual 
authenticator 120 shown in Fig. 50 and the mutual 
authenticator 352 shown in Fig. 51 in the on-line case 
and then writes the same into the storage unit 351. 

15 Step SZ2 : The signature processor 354 verifies the 

signature data SIG 1ESC shown in Fig. 4C of the secure 
container 104 stored in the storage unit 351 by using the 
public key data K ESC P of the EMD service center 302 read 
from the storage unit 351 and, after the legitimacy 

20 thereof is confirmed, fetches the public key data K^p 

from public key certificate data CERcp shown in Fig. 4C . 

Step SZ3 : The signature processor 354 verifies the 
signature data SIG 8 CP and SIG 7 CP shown in Fig. 4A and Fig. 
4B of the secure container 104 stored in the storage unit 

25 351 by using the related fetched public key data K^p. 
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Step SZ4: The price tag data generator 356 generates 
the price tag data 312 indicating the price obtained by 
adding the price of its own service to the price with 
respect to the content requested by the content provider 
5 301 notified from for example the content provider 301 
off-line and outputs this to the secure container 
generator 355 . 

Step SZ5: The signature processor 354 takes the hush 
values of the content file CF, key file KF, and price tag 

10 data 312, generates signature data SIG 62 SPf SIG 63fSP , and 
SIG 64SP by using a secret key data K sp p of the service 
provider 310, and outputs the result to the secure 
container generator 355 . 

Step SZ6: The secure container generator 355 

15 generates the secure container 304 storing the content 
file CF and the signature data SIG 62 , SP thereof, the key 
file KF and the signature data SIG 63 ESC thereof, the price 
tag data 312 and the signature data SIG 64fSP thereof, and 
the public key certificate data CER SP and the signature 

20 data SIG 61ESC thereof shown in Fig. 53A to Fig. 53D and 
stores the same in the secure container database 355a. 
Then, the secure container generator 355 reads the secure 
container 304 in response to a request from the user home 
network 303 from the secure container database 355a and 

25 outputs the same to the user home network manager 357. 
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At this time, the secure container 304 may be a 
composite container storing a plurality o£ content files 
CF and a plurality of key files KF corresponding to them 
too. For example , it is also possible to store a 
5 plurality of content files CF concerning music, a video 

clip, a lyric card, liner notes, and a jacket in a single 
secure container 304. It is also possible that these 
plurality of content files CF etc . be stored in the 
secure container 304 with a directory structure. 

10 Further, when the secure container 304 is 

transmitted by a digital broadcast, an MHEG (Multimedia 
and Hypermedia Information Coding Experts Group) protocol 
is used, while when it is transmitted by the Internet, an 
XML/SMIL/HTML (Hyper Text Markup Language) protocol is 

15 used. 

At this time, the content file CF and the key file 
KF are centrally managed by the content provider 301 and 
do not depend on the protocol for transmitting the secure 
container 304. Namely, the content file CF and the key 

20 file KF are stored in the secure container 304 by 
tunneling the MHEG and HTML protocols . 

Step SZ7 : The user home network manager 357 supplies 
the secure container 304 to the user home network 303 
off-line and/or on-line. 

25 When distributing the secure container 304 to the 
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network apparatus 360! of the user home network 303 
on-line, the user home network manager 357 encrypts the 
secure container 304 by using the session key data K SES in 
the encryptor/ decryptor 352 after the mutual 
5 authentication and then distributes the same via the 
network to the network apparatus 360x. 

Note that, when broadcasting the secure container 
304 via for example a satellite, the user home network 
manager 357 encrypts the secure container 304 by using 
10 scramble key data K SCR or the like. Further, the scramble 
key data K SCR is encrypted by using work key data K^, 
while the work key data K„ is encrypted by using master 
key data i^. 

Then, the user home network manager 357 transmits 
15 the scramble key data K SCR and the work key data K„ 

together with the secure container 304 to the user home 
network 303 via the satellite. 

Further, for example it stores the master key data 
K„ in an IC card or the like and distributes the same to 
20 the user home network 303 off-line. 

Further, when receiving the SP use purchase log data 
309 concerning the content data C distributed by the 
related service provider 310 from the user home network 
303, the user home network manager 357 writes this into 
25 the storage unit 351. 
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The service provider 310 refers to the SP use 
purchase log data 309 when determining the service 
content in the future. Further, the user preference 
filter creator 920 analyzes the preference of the users 
5 of the SAMs 305! to 305 4 transmitting the related SP use 
purchase log data 309 based on the SP use purchase log 
data 309 to generate anuser preference filter data 900 
and transmits this via the user home network manager 357 
to the CA module 311 of the user home network 303. 

10 In Fig. 54, the flow of the data relating to the 

communication with the EMD service center 302 in the 
service provider 310 is shown. 

Note that, as the prerequisite of the following 
processing, the related party of the service provider 310 

15 performs processing for registration at the EMD service 
center 302 off-line by using for example its own ID card 
and bank account for the settlement processing and 
acquires the global unique identifier SP_ID . The 
identifier SP_ID is stored in the storage unit 351. 

20 First, an explanation will be made of the processing 

when the service provider 310 requests the public key 
certificate data CER SP for certifying the legitimacy of 
the public key data K SP s corresponding to its own secret 
key data K SPS to the EMD service center 302 by referring 

25 to Fig. 54. 
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First, the service provider 310 generates a random 
number by using the true random number generator to 
generate the secret key data K SP s , generates the public 
key data K SPS corresponding to the related secret key 
5 data K SPS , and stores the same in the storage unit 351. 

The identifiers SP_ID and the public key data K SPP 
of the EMD service center manager 358 and the service 
provider 310 are read from the storage unit 351. 

Then, the EMD service center manager 358 transmits 
10 the identifier SP__ID and the public key data K sp p to the 
EMD service center 302 . 

Then, the EMD service center manager 348 receives as 
its inputs the public key certificate data CER SP and the 
signature data SIG 61ESC thereof from the EMD service 
15 center 302 in accordance with the related registration 
and writes the same into the storage unit 351 . 

Next, an explanation will be made of the processing 
of the case where the service provider 310 registers the 
price tag data 312 in the EMD service center 302 and 
20 authorizes the same by referring to Fig. 54. 

In this case, the signature processor 354 finds the 
hush value of a module Mod 103 storing the price tag data 
312 generated by the price tag data generator 356 and the 
global unique identifier Content_ID read from the storage 
25 unit 351 and generates the signature data SIG 80 SP by using 
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the secret key data K SP/S . 

Further, it reads the public key certificate data 
CER SP and the signature data SIG 61/ESC thereof from the 
storage unit 351. 

Then, the encryptor/decryptor 353 encrypts a price 
tag registration request use module Mod 102 shown in Fig. 
55 by using the session key data K SES obtained by the 
mutual authentication between the mutual authenticator 
352 and the EMD service center 302, then transmits it 
from the EMD service center manager 358 to the EMD 
service center 302. 

Note that, it is also possible that the global 
unique identifier SP_ID of the service provider 310 be 
stored in the module Mod 103 . 

Further, the EMD service center manager 358 writes 
settlement report data 307s received from the EMD service 
center 302 into the storage unit 351 . 

Further, the EMD service center manager 358 stores 
marketing information data 904 received from the EMD 
service center 302 in the storage unit 351 . 

The marketing information data 904 is used as a 
reference when the service provider 310 determines the 
content data C to be distributed from then on. 
[EMD Service Center 302] 

The EMD service center 302 plays a role as the 
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certificate authority (CA) , key management authority, and 
right clearing authority as mentioned before. 

Figure 56 is a view of the configuration of the EMD 
service center 302 . 

As shown in Fig. 56 , the EMD service center 302 has 
a key server 141, key database 141a, a settlement 
processor 442, a signature processor 443, a settlement 
organization manager 144, a certificate usage control 
policy manager 445, a CER database 445a, a content 
provider manager 148, a CP database 148a, a SAM manager 
149, a SAM database 149a, a mutual authenticator 150, an 
encryptor/decryptor 151, a service provider manager 390, 
an SP database 390a, a user preference filter creator 
901, and a marketing information data creator 902. 

In Fig. 56, the functional blocks given the same 
references as those of Fig. 10 and Fig. 11 have 
substantially the same functions as those of the 
functional blocks having the same references explained in 
the first embodiment. 

Below, an explanation will be made of the functional 
blocks given new references in Fig. 56. 

Note that, in Fig. 56, the flow of the data related 
to the data transferred between the EMD service center 
302 and the service provider 310 in the flow of the data 
among the functional blocks in the EMD service center 302 
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is shown . 

Further, in Fig. 57, the flow of the data related to 
the data transferred between the EMD service center 302 
and the content provider 301 in the flow of the data 
5 among the functional blocks in the EMD service center 302 
is shown. 

Further, in Fig. 58, the flow of the data related to 
the data transferred between the EMD service center 302 
and the SAMs 305 x to 305 4 shown in Fig. 49 and the 
10 settlement organization 91 in the flow of the data among 
the functional blocks in the EMD service center 302 is 
shown . 

The settlement processor 442 performs the settlement 
processing based on the usage log data 308 input from the 

15 SAMs 305i to 305 4 and the suggested retailer' price data 

SPR and the price tag data 312 input from the certificate 
usage control policy manager 445 as shown in Fig. 58. 
Note that, at this time, the settlement processor 442 
monitors the existence of dumping etc. by the service 

20 provider 310. 

The settlement processor 442 generates settlement 
report data 307c and settlement claim data 152c for the 
content provider 301 as shown in Fig. 58 by the 
settlement processing and outputs them to the content 

2 5 provider manager 148 and the settlement organization 
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manager 144. 

Further , by the settlement processing, as shown in 
Fig. 56 and Fig. 58, it generates the settlement report 
data 307s and settlement claim data 152s for the service 
5 provider 310 and outputs them to the service provider 

manager 390 and the settlement organization manager 144. 

Here, the settlement claim data 152c and 152s are 
authorized data enabling claim of payment of money to the 
settlement organization 91 based on the related data. 

10 Here, the usage log data 308 is used when 

determining the payment of the license fee related to the 
secure container 304 in the same way as the usage log 
data 108 explained in the first embodiment. The usage log 
data 308, for example, as shown in Fig. 59, describes the 

15 identifier Content_ID of the content data C stored in the 
secure container 304, the identifier CP_JCD of the content 
provider 301 providing the content data C stored in the 
secure container 304, the identifier SP_ID of the service 
provider 310 distributing the secure container 304, the 

20 signal original data of the content data C, the 

compression method of the content data C in the secure 
container 304, the identifier Media_ID of the storage 
medium storing the secure container 304, the identifier 
SAM_ID of the SAMs 305 x to 305 4 receiving the 

25 distribution of the secure container 304, and the USER ID 
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of the user of the related SAMs 105 x to 105 4 . 
Accordingly, in a case where the money paid by the user 
of the user home network 303 must be distributed to the 
license owners of for example the compression method and 
5 the storage medium other than the owners of the content 
provider 301 and the service provider 310, the EMD 
service center 302 determines the sum of money to be paid 
to the other parties based on the distribution rate table 
determined in advance and generates the settlement report 

10 data and settlement claim data in accordance with the 
related determination. 

The certificate usage control policy manager 445 
reads the public key certificate data CER^, public key 
certificate data CER SP , public key certificate data CER SAM1 

15 to CER SAM2 , etc. registered and authorized in the CER 
database 445a and registers and authorizes the usage 
control policy data 106 and content key data Kc of the 
content provider 301 and the price tag data 312 of the 
service provider 310 etc. in the CER database 445a. 

20 At this time, the certificate usage control policy 

manager 445 takes the hush values of the usage control 
policy data 106, content key data Kc, price tag data 312, 
etc., attaches the signature data using the secret key 
data K ESCf s f and thereby generates the authorized public 

25 key certificate data. 
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The content provider manager 148 has the function of 
communicating with the content provider 101 and can 
access the CP database 148a for managing the registered 
identifier CP_ID etc, of the content provider 101. 

The user preference filter creator 901 generates 
user preference filter data 903 for selecting the content 
data C in accordance with the preference of the users of 
the SAMs 305! to 305 4 transmitting the related usage log 
data 308 based on the usage log data 308 and transmits 
the user preference filter data 903 to the SAMs 305! to 
305 4 transmitting the related usage log data 308 via the 
SAM manager 149. 

The marketing information data creator 902 generates 
the marketing information data 904 indicating the state 
of purchase etc. of the entire content data C distributed 
to the user home network 103 by for example a plurality 
of service providers 310 based on the usage log data 308 
and transmits this via the service provider manager 390 
to the service provider 310. The service provider 310 
determines the content of the service to be provided from 
then on with the marketing information data 904 as a 
reference . 

Below, an explanation will be made of the flow of 
the processing in the EMD service center 302 . 

The transmission of the distribution key data KD X to 
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KD 6 from the EMD service center 302 to the content 
provider 301 and the transmission of the distribution key 
data KDi to KD 3 from the EMD service center 302 to the 
SAMs 305! to 305 4 are carried out in the same way as the 
case of the first embodiment. 

Further, the processing in the case where the EMD 
service center 302 receives a request for issuance of 
public key certificate data from the content provider 301 
is carried out in the same way as the case of the first 
embodiment except for the point that the certificate 
usage control policy manager 445 performs the 
registration with respect to the CER database 445a. 

Below, an explanation will be made of the processing 
in the case where the EMD service center 302 receives a 
request for issuance of public key certificate data from 
the service provider 310 by referring to Fig. 56 and Fig. 
60. 

Figure 60 is a flowchart of the related processing. 

Step SOI: When receiving a request for registration 
of public key certificate data containing the identifier 
SP ID, public key data K sp , p , and signature data SIG 70/SP 
of the service provider 310 given by the EMD service 
center 302 in advance from the service provider 310, the 
service provider manager 390 decrypts them by using the 
session key data K SES obtained by the mutual 



authentication between the mutual authenticator 150 and 
the mutual authenticator 352 shown in Fig. 51. 

Step S02 : After confirming the legitimacy of the 
related decrypted signature data SIG 70 , SP at the signature 
processor 443, it is confirmed whether or not the service 
provider 310 issuing a request for issuance of the 
related public key certificate data is registered in the 
SP database 390a based on the identifier SP__ID and the 
public key data K SP P . 

Step S03 : The certificate usage control policy 
manager 445 reads the public key certificate data CER SP 
of the related service provider 310 from the CER database 
445a and outputs the same to the service provider manager 
390. 

Step S04 : The signature processor 443 takes the hush 
value of the public key certificate data CER SP/ generates 
the signature data SIG 61 , ESC by using the secret key data 
K ESC s of the EMD service center 302 , and outputs this to 
the service provider manager 390. 

Step S05 : The service provider manager 390 encrypts 
the public key certificate data CER SP and the signature 
data SIG 61|ESC thereof by using the session key data K SES 
obtained by the mutual authentication between the mutual 
authenticator 150 and the mutual authenticator 352 shown 
in Fig. 51 and then transmits the same to the service 
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provider 310 . 

Note that, the processing where the EMD service 
center 302 receives a request for issuance of public key 
certificate data from the SAMs 105 1 to 105 4 is similar to 
5 the first embodiment. 

Further, also the processing where the EMD service 
center 302 receives the request for registration of the 
usage control policy data 106 from the content provider 
301 is similar to that of the first embodiment. 
10 Next, an explanation will be made of the processing 

where the EMD service center 302 receives the request for 
registration of the price tag data 312 from the service 
provider 310 by referring to Fig. 56 and Fig. 61. 

Figure 61 is a flowchart of the related processing. 
15 Step SP1: When the service provider manager 390 

receives the price tag registration request module Mod 102 
shown in Fig. 55 from the service provider 310, it 
decrypts the price tag registration request module Mod 102 
by using the session key data K SES obtained by the mutual 
20 authentication between the mutual authenticator 150 and 
the mutual authenticator 352 shown in Fig. 51. 

Step SP2 : The legitimacy of the signature data 
SIG 80 SP stored in the related decrypted price tag 
registration request module Mod 102 is confirmed in the 
25 signature processor 443. 
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Step SP3: The certificate usage control policy 
manager 445 registers and authorizes the price tag data 
312 stored in the price tag registration request module 
Mod 102 in the CER database 445a. 

Next, an explanation will be made of the processing 
where the settlement is carried out in the EMD service 
center 302 by referring to Fig. 58 and Fig. 62. 

Figure 62 is a flowchart of the related processing. 

Step SQ1 : When receiving as its inputs the usage log 
data 308 and signature data SIG 205/SAM1 thereof from for 
example the SAM 305 x of the user home network 303, the 
SAM manager 149 decrypts the usage log data 308 and the 
signature data SIG 205fSAM1 by using the session key data K SES 
obtained by the mutual authentication between the mutual 
authenticator 150 and the SAMs 305i to 305 4 , verifies the 
signature data SIG 205 SAM1 by using the public key data 
K S ami,p of the SAM 305 x , and then outputs the same to the 
settlement processor 442 . 

Step SQ2: The settlement processor 442 performs the 
settlement processing based on the usage log data 308 
input from the SAM 305 x and the suggested retailer 1 price 
data SRP and the price tag data 312 input from the 
certificate usage control policy manager 445 . 

The settlement processor 442 generates the 
settlement report data 307c and the settlement claim data 
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152c for the content provider 301 and the settlement 
report data 307s and the settlement claim data 152s for 
the service provider 310 as shown in Fig. 58 by the 
settlement processing. 

Note that, it is also possible that the settlement 
processing by the settlement processor 442 be carried out 
whenever -the usage log data 308 is input, and for every 
predetermined period. 

Step SQ3: As shown in Fig. 56 and Fig. 58, the 
settlement claim data 152c and 152s for the content 
provider 301 and the service provider 310 are generated 
and output to the settlement organization manager 144. 

The settlement organization manager 144 performs the 
mutual authentication of the settlement claim data 152c 
and 152s and the signature data generated for them by 
using the secret key data K ESC fS and the decryption by the 
session key data K SES and then transmits the same to the 
settlement organization 91 via the payment gateway 90 
shown in Fig. 49. 

By this , the money of the sum indicated in the 
settlement claim data 152c is paid to the content 
provider 301, and the money of the sum indicated in the 
settlement claim data 152s is paid to the service 
provider 310. 

Note that, it is also possible for the EMD service 
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center 302 to transmit the settlement claim data 152c and 
152s to the content provider 301 and the service provider 
310. In this case, the content provider 301 and the 
service provider 310 claim the money to the settlement 
organization 91 based on the related received settlement 
claim data 152c and 152s. 

Step SQ4: The settlement report data S307c and S307s 
for the content provider 301 and the service provider 310 
are output via the content provider manager 148 and the 
service provider manager 390 to the content provider 301 
and the service provider 310 . 

The EMD service center 302 performs the processing 
at the time of shipping of the SAMs 305 1 to 305 4 and the 
registration processing of the SAM registration list in 
the same way as the EMD service center 102 of the first 
embodiment other than the above . 
[User Home Network 303] 

The user home network 303 has the network apparatus 
3601 and the A/V apparatuses 360 2 to 360 4 as shown in 
Fig. 49. 

The network apparatus 360 x includes the CA module 
311 and the SAM 305 x . Further, the A/V apparatuses 360 2 
to 360 4 include the SAMs 305 2 to 305 4 . 

The SAMs 305 2 to 305 4 are connected to each other 
via the bus 191, for example, a IEEE serial interface 
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bus . 

Note that it is also possible that the AV 
apparatuses 360 2 to 360 4 have a network communication 
function or do not have a network communication function, 
but utilize the network communication function of the 
network apparatus 360 1 via the bus 191. 

Further, it is also possible that the user home 
network 303 have only AV apparatuses not having the 
network function . 

Below, an explanation will be made of the network 
apparatus 360!. 

Figure 63 is a view of the configuration of the 
network apparatus 360 x . 

As shown in Fig. 63, the network apparatus 360! has 
a communication module 162, a CA module 311, a decryption 
module 905, a SAM 305 lf a decryption/decompression module 
163, a purchase/usage mode determination controller 165, 
a download memory 167, a reproduction module 169, and an 
external memory 201. 

In Fig. 63, components given the same references as 
those of Fig. 16 are the same as the components of the 
same references explained in the first embodiment. 

The communication module 162 performs the 
communication processing with the service provider 310. 
Specifically, the communication module 162 outputs 
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the secure container 304 received from the service 
provider 310 by a satellite broadcast or the like to the 
decryption module 905. Further, the communication module 
162 outputs the user preference filter data 900 receiving 
the SP use purchase log data 309 via a telephone line or 
the like at the service provider 310 to the CA module 311 
and, at the same time, transmits the SP use purchase log 
data 309 input from the CA module 311 to the service 
provider 310 via a telephone line or the like. 

Figure 64 is a functional block diagram of the CA 
module 311 and the decryption module 905. 

As shown in Fig. 64 , the CA module 311 has a mutual 
authenticator 906, a storage unit 907, an 

encryptor/decryptor 908, and an SP use purchase log data 
creator 909. 

When transferring data between the CA module 311 and 
the service provider 310 via the telephone line, the 
mutual authenticator 906 performs the mutual 
authentication with the service provider 310 to generate 
the session key data K SES and outputs this to the 
encryptor/decryptor 908 . 

The storage unit 907 stores the master key data 
supplied from the service provider 310 off-line by using 
an IC card 912 etc. after for example a contract is 
established between the service provider 310 and the 



user. 

The encryptor/decryptor 908 receives as its inputs 
the encrypted scramble key data K SCR and work key data 
from a decryptor 910 of the decryption module 905 and 
decrypts the work key data K„ by using the master key 
data read from the storage unit 907. Then, the 
encryptor/decryptor 908 decrypts the scramble key data 
K SCR by using the related decrypted work key data K„ and 
outputs the related decrypted scramble key data K SCR to 
the decryptor 910 . 

Further , the encryptor/decryptor 908 decrypts the 
user preference filter data 900 received by the 
communication module 162 from the service provider 310 
via a telephone line or the like by using the session key 
data K SES from the mutual au then tica tor 906 and outputs 
the same to a secure container selector 911 of the 
decryption module 905 . 

Further, the encryptor/decryptor 908 decrypts the SP 
use purchase log data 309 input from the SP use purchase 
log data creator 909 by using the session key data K SES 
from the mutual authenticator 906 and transmits the same 
via the communication module 162 to the service provider 
310 . 

The SP use purchase log data creator 909 generates 
the SP use purchase log data 309 indicating the purchase 
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log of the content data C inherent in the service 
provider 310 based on the control signal S165 in 
accordance with the purchase operation of the content 
data C by the user by using the purchase/usage mode 
determination controller 165 shown in Fig. 63 or the 
usage control status data 166 from the SAM 305 2 and 
outputs this to the encryptor/decryptor 908. 

The SP use purchase log data 309 contains for 
example the information to be collected from the user 
concerning the distribution service by the service 
provider 310, monthly base fee (network rent), contract 
(update) information, and the purchase log information. 

Note that, the CA module 311 communicates with a 
charge database, a customer management database, and a 
marketing information database of the service provider 
310 when the service provider 310 has the charge 
function. In this case, the CA module 311 transmits the 
charge data for the distribution service of the content 
data to the service provider 310. 

The decryption module 905 has the decryptor 910 and 
the secure container selector 911 * 

The decryptor 910 receives as its inputs the 
encrypted secure container 304, scramble key data K SCR , 
and the work key data from the communication module 
162. 



Then, the decryptor 910 outputs the encrypted 
scramble key data K SCR and work key data K„ to the 
encryptor/decryptor 908 of the CA module 311 and receives 
as its input the decrypted scramble key data K SCR from the 
encryptor/decryptor 908 . 

Then, the decryptor 910 decrypts the encrypted 
secure container 304 by using the scramble key data K SCR 
and then outputs the same to the secure container 
selector 911. 

Note that, when the secure container 304 is 
transmitted from the service provider 310 by the MPEG 2 
Transport Stream system, for example, the decryptor 910 
fetches the scramble key data K SCR from an ECM 
(Entitlement Control Message) in a TS packet and fetches 
the work key data K„ from an EMM (Entitlement Management 
Message) . 

The ECM, other than the above, contains for example 
program attribute information for every channel. Further, 
the EMM, other than this, contains individual trial 
listening contract information different for every user 
(auditor) etc . 

The secure container selector 911 filters the secure 
container 304 input from the decryptor 910 by using the 
user preference filter data 900 input from the CA module 
311, selects the secure container 304 in accordance with 



the preference of the user, and outputs the same to the 
SAM 3053.. 

Next, an explanation will be made of the SAM 305! . 

Note that, the SAM 305i has basically the same 
function and structure as the SAM 105-l of the first 
embodiment mentioned before by using Fig. 17 to Fig. 41 
except it performs the processing concerning the service 
provider 310 in addition to the content provider 310, for 
example, it performs the signature verification 
processing for the service provider 310 . 

Further, the SAMs 305 2 to 305 4 basically have the 
same functions as those of the SAM 305 x . 

Namely, the SAMs 305 x to 305 4 are modules for 
performing the charge processing in units of content and 
communicate with the EMD service center 302 . 

Below, the functions of the SAM 305 x will be 
explained in detail . 

Figure 65 is a view of the configuration of the SAM 

305 x . 

Note that, in Fig. 65, the flow of the data related 
to the processing of receiving as the input the secure 
container 304 from the service provider 310 and 
decrypting the key file KF in the secure container 304 is 
shown . 

As shown in Fig. 65, the SAM 305 x has a mutual 
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authenticates 170 , encryptor/decryptors 171, 172, and 
173 , error corrector 181, download memory manager 182, 
secure container decryptor 183, decryption/decompression 
module manager 184, EMD service center manager 185, usage 
5 monitor 186, signature processor 189, SAM manager 190, 
storage unit 192, media SAM manager 197, stack memory 
200, service provider manager 580, charge processor 587, 
signature processor 598, and external memory manager 811. 
Note that, the predetermined functions of the SAM 
10 305 x shown in Fig. 65 are realized by executing a secret 

program in the CPU in the same way as the case of the SAM 
lOSx. 

In Fig. 65, functional blocks given the same 
references as those of Fig. 17 are the same as the 
15 functional blocks having the same references explained in 
the first embodiment. 

Further, the external memory 201 shown in Fig. 63 
stores the usage log data 308 and the SAM registration 
list after the processing explained in the first 
20 embodiment and the processing mentioned later. 

Further, the stack memory 200, as shown in Fig. 66, 
stores the content key data Kc, usage control policy data 
(UCP) 106, lock key data K LOC of the storage unit 192, 
public key certificate data CERc P of the content provider 
25 301, public key certificate data CER SP of the service 
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provider 310 , usage control status data (UCS) 366 , SAM 
program download containers SDCi to SFDC 3/ price tag data 
312, etc. 

Below, an explanation will be made of the functional 
5 blocks newly given references in Fig. 65 among the 
functional blocks of the SAM 305!. 

The signature processor 589 verifies the signature 
data in the secure container 304 by using the public key 
data K ESCfP of the EMD service center 302, public key data 
10 Kc PrP of the content provider 301, and the public key data 
K S p,p of the service provider 310 read from the storage 
unit 192 or the stack memory 200. 

The charge processor 587 performs the charge 
processing in accordance with the purchase and/ or usage 
15 mode of the content by the user based on the control 

signal SI 65 from the purchase/usage mode determination 
controller 165 shown in Fig. 63 and the price tag data 
312 read from the stack memory 200 as shown in Fig. 67. 

The charge processing by the charge processor 587 is 
20 carried out based on the content of the right such as the 
license conditions indicated by the usage control policy 
data 106 and the usage control status data 166 under the 
monitoring of the usage monitor 186. Namely, the user can 
purchase and use the content within the range according 
25 to the related content of the right etc. 
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Further, the charge processor 587 generates the 
usage log data 308 in the charge processing and writes 
this into the external memory 201 via the external memory 
manager 811 . 

5 Here, the usage log data 308 is used when 

determining the payment of the license fee related to the 
secure container 304 in the EMD service center 302 in the 
same way as the usage log data 108 of the first 
embodiment . 

10 Further, the charge processor 587 generates the 

usage control status (UCS) data 166 describing the 
purchase and/or usage mode of the content by the user 
based on the control signal SI 65 and writes this into the 
external memory 201 via the external memory manager 811. 
15 As the purchase modes of the content, there are for 

example a straight purchase without restriction as to 
reproduction by the purchaser and copying for the usage 
of the related purchaser and a reproduction charge 
charging whenever it is reproduced. 
20 Here, the usage control status data 166 is generated 

when the user determines the purchase mode of the 
content, then is used for control so that the user uses 
the related content within the range permitted by the 
related determined purchase mode. The usage control 
25 status data 166 describes the ID of the content, the 
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purchase mode, the straight purchase price, the SAM_ID of 
the SAM with the purchase of the related content 
performed therefor, USER_ID of the purchasing user, etc. 

Note that, when the determined purchase mode is the 
reproduction charge, for example, the usage control 
status data 166 is transmitted from the SAM 305-l to the 
service provider 310 in real-time, and the service 
provider 310 indicates to the EMD service center 302 to 
take the usage log data 108 from the SAM lOS^ 

Further, when the determined purchase mode is a 
straight purchase, for example, the usage control status 
data 166 is transmitted to the service provider 310 and 
the EMD service center 302 in real-time. 

Further, the SAM 305 x outputs the user preference 
filter data 903 received by the EMD service center 
manager 185 from the EMD service center 302 to the 
service provider manager 580. Then, the service provider 
manager 580 filters the secure container 304 input from 
the decryption module 905 shown in Fig. 63 based on the 
user preference filter data 903, selects the secure 
container 304 in accordance with the preference of the 
user, and outputs the related selected secure container 
304 to the error corrector 181. By this, the SAM 305i can 
perform the processing for selection of the content data 
C based on the preference of the related user obtained 



from the state of purchase of the content data C by the 
related user covering all service providers 310 
contracted with the user of the related SAM 305-l . 

Below, the flow of the processing in the SAM 305! 
will be explained. 

The flow of the processing when storing the 
distribution key data KD X to KD 3 received from the EMD 
service center 302 in the storage unit 192 is similar to 
that of the case of the SAM 105 x mentioned before. 

Below, an explanation will be made of the flow of 
the processing in the SAM 305! when receiving as its 
input the secure container 304 from the service provider 
310 and decrypting the key file KF in the secure 
container 304 by referring to Fig. 65 and Fig. 68. 

Figure 68 is a flowchart of the related processing. 
Step SRI: The mutual authentication is carried out 
between the mutual authenticator 170 and the mutual 
authenticator 352 of the service provider 310 shown in 
Fig. 51. 

The encryptor/decryptor 171 decrypts the secure 
container 304 shown in Fig. 53A to Fig. 53D received from 
the service provider 310 via the service provider manager 
580 by using the session key data K SES obtained by the 
related mutual authentication. 

Step SR2: The signature processor 589 verifies the 



signature data SIG 61ESC shown in Fig. 53D and then 
confirms the legitimacy of the signature data SIG 62fSP , 
SIG 63fSP , and SIG 64fSP by using the public key data KSP , P of 
the service provider 310 stored in the public key 
certificate data CER SP shown in Fig, 53D . 

When the legitimacy of the signature data SIG 62/SP , 
SIG 63fSP , and SIG 64rSP is confirmed, the service provider 
manager 580 outputs the secure container 304 to the error 
corrector 181. 

The error corrector 181 corrects the error of the 
secure container 304 and then outputs the result to the 
download memory manager 182 . 

Step SR3: The download memory manager 182 performs 
the mutual authentication between the mutual 
authenticator 170 and the media SAM 167a shown in Fig. 63 
and then writes the secure container 304 into the 
download memory 167. 

Step SR4: The download memory manager 182 performs 
the mutual authentication between the mutual 
authenticator 170 and the media SAM 167a shown in Fig. 63 
and then reads the key file KF shown in Fig. 53B stored 
in the secure container 304 and outputs the same to the 
secure container decryptor 183 . 

Then, the secure container decryptor 183 decrypts 
the key file KF by using the distribution key data KD t to 
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KD 3 of the corresponding period input from the storage 
unit 192. 

Step SR5: The secure container decryptor 183 outputs 
the signature data SIG lrESC and SIG 2 , CP to SIG 4 CP stored in 
the signature certificate module Mod x shown in Fig. 53B 
to the signature processor 589. 

The signature processor 589 verifies the signature 
data SIG 1ESC shown in Fig. 53B and then verifies the 
signature data SIG 2fCP to SIG 4fCP by using the public key 
data Kcp^ stored in public key certificate data CERc P . 

Step SR6: The secure container decryptor 183 writes 
the key file KF into the stack memory 200 when the 
legitimacy of the signature data SIG 2 cp to SIG 4 CP is 
confirmed. 

Below, an explanation will be made of the flow of 
the processing until the purchase mode of the secure 
container 304 downloaded from the service provider 310 on 
the download memory 167 is determined by referring to 
Fig. 67 and Fig. 69. 

Figure 69 is a flowchart of the related processing. 

Step SSI: The charge processor 587 decides by the 
operation of the purchase/usage mode determination 
controller 165 shown in Fig. 63 by the user whether or 
not the control signal Si 65 indicating the trial 
listening mode was input. Where it decides it was input, 



- 222 - 



it executes the processing of step SS2 , while when it 
decides it was not input, executes the processing of step 
SS3. 

Step SS2: For example, the content file CF stored in 
the download memory 167 is output to the 

decryption/decompression module 163 shown in Fig. 63 via 
the decryption/decompression module manager 184. 

At this time, with respect to the content file CF, 
the mutual authentication between the mutual 
authenticator 170 and the media SAM 167a, the encryption 
and/or decryption by the session key data K SES , the mutual 
authentication between the mutual authenticator 170 and 
the mutual authenticator 220, and the encryption and/or 
decryption by the session key data K SES are carried out. 

The content file CF is decrypted in the decryptor 
221 shown in Fig. 63 and then output to the decryptor 
222. 

Further, the content key data Kc and semi-disclosure 
parameter data 199 read from the stack memory 200 are 
output to the decryption/decompression module 163 shown 
in Fig. 63. At this time, after the mutual authentication 
between the mutual authenticator 170 and the mutual 
authenticator 220, the encryption and decryption by the 
session key data K SES are carried out with respect to the 
content key data Kc and the semi-disclosure parameter 
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data 199. 

Next, the decrypted semi-disclosure parameter data 
199 is output to the semi-disclosure processor 225 , and 
the decryption of the content data C using the content 
5 key data Kc by the decryptor 222 is carried out by semi- 
disclosure under the control from the semi-disclosure 
processor 225 . 

Next, the content data C decrypted by semi- 
disclosure is decompressed at the decompression unit 223 
10 and then output to the electronic watermark information 
processor 224 . 

Next, he user watermark data 196 is buried in the 
content data C in the electronic watermark information 
processor 224, then the content data C is reproduced at 
15 the reproduction module 169, and the audio in accordance 
with the content data C is output. 

Step SS3 : When the user trying out the content 
determines the purchase mode by operating the 
purchase/usage mode determination controller 165, the 
20 control signal SI 65 indicating the related determined 
purchase mode is output to the charge processor 187 . 

Step SS4: The charge processor 187 generates the 
usage log data 308 and the usage control status data 166 
in accordance with the determined purchase mode, writes 
25 the usage log data 308 into the external memory 201 via 
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the external memory manager 811, and writes the usage 
control status data 166 into the stack memory 200. 

Below, the usage monitor 186 performs control 
(monitor) so that the purchase and usage of the content 
5 are carried out within the range permitted by the usage 
control status data 166. 

Step SS5 : The usage control status data 166 is added 
to the key file KF stored in the stack memory 200, and a 
new key file KF 1X shown in Fig. 71 having the determined 

10 purchase mode is generated. The key file KF X1 is stored 
in the stack memory 200. 

As shown in Fig. 71, the usage control status data 
166 stored in the key file KFl is encrypted by utilizing 
the CBC mode of the DES by using the session key data 

15 K STR . Further, the MAC value generated by using the 

related storage key data K STR as the MAC key data, that 
is, the MAC 300 , is attached. Further, the module comprised 
by the usage control status data 166 and the MAC 300 is 
been encrypted by utilizing the CBC mode of DES by using 

20 the media key data K^. Further, a MAC value generated by 
using the related media key data as the MAC key data, 

that is, the MAC 301 , is attached to the related module. 

Next, an explanation will be made of the flow of the 
processing in the case where the content data C having 

25 the purchase mode already determined stored in the 



download memory 167 is reproduced by referring to Fig. 67 
and Fig. 70. 

Figure 70 is a flowchart of the related processing. 

Step ST1 : For example, in accordance with the 
operation by the user, the designation of the content to 
be reproduced is received at the SAM. 

Step ST2 : Under the monitoring of the usage monitor 
186 , the content file CF stored in the download memory 
167 is read based on the control signal S165. 

Step ST3: The related read content file CF is output 
to the decryption/decompression module 163 shown in Fig. 
63. 

Further, the content key data Kc read from the stack 
memory 200 is output to the decryption/decompression 
module 163. 

Step ST4 : The decryptor 222 of the 
decryption/decompression module 163 decrypts the content 
file CF using the content key data Kc and the 
decompression processing by the decompression unit 223 
and reproduces the content data C at the reproduction 
module 169. 

Step ST5 : The charge processor 587 updates the usage 
log data 308 in accordance with the control signal S165. 

The usage log data 308 is transmitted together with 
the signature data SIG 205 , SA mi generated by using the secret 



key data ksami , s to the EMD service center 302 via the EMD 
service center manager 185 at the predetermined timing. 

Below, an explanation will be made of the flow of 
the processing in the SAM 305! in the case of , as shown 
in Fig. 72, transferring for example the content file CF 
having the purchase mode already determined and 
downloaded in the download memory 167 of the network 
apparatus 3601 to the SAM 305 2 of the AV apparatus 3602 
via the bus 191 by referring to Fig. 73 and Fig. 74. 

Step SU1 : The user operates the purchase/usage mode 
determination controller 165 and indicates to this to 
transfer the predetermined content stored in the download 
memory 167 to the AP apparatus 360 2 and outputs the 
control signal SI 65 in response to the related operation 
to the charge processor 587 . 

By this, the charge processor 587 updates the usage 

log data 308 stored in the stack memory 200 based on the 

control signal S165 . 

Step SU2 : The download memory manager 182 outputs 

the content file CF shown in Fig. 75A read from the 

download memory 167 to the SAM manager 190. 

Step SU3: The key file KF X1 having the purchase mode 

already determined shown in Fig. 75B read from the stack 

memory 200 is output to the signature processor 589 and 

the SAM manager 190. 
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Step SU4: The signature processor 589 generates the 
signature data SIG 80/SAM1 of the key file KF 1X and outputs 
this to the SAM manager 190. 

Step SU5: The SAM manager 190 reads the public key 
5 certificate data CER SAM1 shown in Fig. 75C and the 

signature data SIG 22/ESC thereof from the storage unit 192. 

Further, the mutual authenticator 170 outputs the 
session key data K SES obtained by performing the mutual 
authentication with the SAM 305 2 to the 
10 encryptor / decryptor 171. 

The SAM manager 190 generates the secure container 
comprised by the data shown in Figs. 75A, 75B f and 75C. 

Step SU6: The encryptor/decryptor 171 encrypts and 
generates the related secure container by using the 
15 session key data K SES and outputs it to the SAM 305 2 of 
the AV apparatus 360 2 shown in Fig. 73. 

Below, an explanation will be made of the flow of 
the processing in the SAM 305 2 when writing the content 
file CF etc. input from the SAM 305 x into a RAM type 
20 storage medium or the like by referring to Fig. 76 and 
Fig. 77. 

Figure 77 is a flowchart of the related processing. 
Step SV1: The SAM manager 190 of the SAM 305 2 
receives as its inputs the content file CF shown in Fig . 
25 75A, the key file KF n and the signature data SIG 80/SAM1 
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thereof shown in Fig. 75B, and the public key certificate 
data CER SAM1 and the signature data SIG 22fESC thereof shown 
in Fig. 75C from the SAM 305! of the network apparatus 
360 1 as shown in Fig. 76. 

Then, the encryptor/decryptor 171 decrypts the 
content file CF, the key file KF 1X and the signature data 
SIG 80 /SAM1 thereof, the public key certificate data CER SAM1 
and the signature data SIG 22(ESC thereof received by the 
SAM manager 190 as inputs by using the session key data 
K SES obtained by the mutual authentication between the 
mutual authenticator 170 and the mutual authenticator 170 
of the SAM 305 x . 

Next, the content file CF decrypted by using the 
session key data K SEg is output to the media SAM manager 
197 . 

Further, the key file KF X1 and the signature data 
S1G 80/SAM1 thereof and the public key certificate data 
CER SAM1 and the signature data SIG 22/ESC thereof decrypted by 
using the session key data K SES are written into the stack 
memory 200 . 

Step SV2: The signature processor 589 verifies the 
signature data SIG 22/ESC read from the stack memory 200 by 
using the public key data K ESC , P read from the storage unit 
192 and confirms the legitimacy of the public key 
certificate data CER SAM1 . 
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Then, the signature processor 589 confirms the 
legitimacy of the signature data SIG 80 SAM1 by using the 
public key data K SflM1P stored in the public key 
certificate data CER SAM1 when confirming the legitimacy of 
5 the public key certificate data CER SAM1 . 

Step SV3: When the legitimacy of the signature data 
SIG 80/SAM1 is confirmed, the key file KF X1 shown in Fig. 75B 
is read from the stack memory 200 and output to the 
encryptor/decryptor 173 . 

10 Then, the encryptor/decryptor 173 sequentially 

encrypts the key file KF 1]L by using the storage key data 
K STR , media key data K^, and the purchaser key data K PIN 
read from the storage unit 192 and outputs the same to 
the media SAM manager 197. 

15 Step SV4: The media SAM manager 197 outputs the 

content file CF input from the SAM manager 190 and the 
key file KF X1 input from the encryptor/decryptor 173 to 
the storage module 260 shown in Fig. 72. 

Then, the storage module 2 60 writes the content file 

2 0 CF and the key file KF 1X input from the media SAM manager 
197 into the RAM region 251 of the RAM type storage media 
250 shown in Fig. 72. 

Note that, in the processing in the SAM 305!, the 
flow of the processing in the AV apparatus 360 2 when 

2 5 determining the purchase mode of a ROM type storage 



- 230 - 



medium having the not yet determined purchase mode of the 
content and the flow of the processing when reading the 
secure container 304 from a ROM type storage medium 
having the not yet determined purchase mode in the AV 
apparatus 360 3 and transferring this to the AV apparatus 
360 2 and writing the same into the RAM type storage 
medium are the same as the case of the SAM 105 1 of the 
first embodiment except the point that the verification 
of the signature data using the secret key data of the 
service provider 310 is carried out and the point that 
the price tag data 312 is stored in the key file having 
the purchase mode determined. 

Next, an explanation will be made of the overall 
operation of the EMD system 300 shown in Fig. 49. 

Figure 78 and Fig. 79 are flowcharts of the overall 
operation of the EMD system 300 . 

Here, an explanation will be made by illustrating 
the case where the secure container 304 is transmitted 
from the service provider 310 to the user home network 
303 on-line. 

Note that, as the prerequisite of the following 
processing, it is assumed that the content provider 301, 
service provider 310, and SAMs 305i to 305 4 have already 
been registered at the EMD service center 302. 

Step S21: The EMD service center 302 transmits the 



certificate CERcp of the public key data Kc PrP of the 
content provider 301 together with its own signature data 
SIG lfESC to the content provider 301. 

Further, the EMD service center 302 transmits the 
certificate CER SP of the public key data K SP/P of the 
content provider 301 together with its own signature data 
SIG 61 , ES c to the service provider 310, 

Further, the EMD service center 302 transmits six 
months 1 worth of the distribution key data KD X to KD 6 
each having a term of validity of one month to the 
content provider 301 and transmits three months' worth of 
the distribution key data KD X to KD 3 to the SAMs 305 x to 
305 4 of the user home network 303. 

Step S22: The content provider 301 transmits the 
right registration request module Mod 2 shown in Fig. 7A 
to the EMD service center 302. 

Then, the EMD service center 302 registers and 
authorizes (certifies) the usage control policy data 106 
and content key data Kc after the predetermined signature 
verification . 

Step S23: The content provider 301 supplies the 
secure container 104 storing the data shown in Fig. 4A, 
Fig. 4B, and Fig. 4C to the service provider 310 after 
the processing for preparation of the signature data and 
the encryption processing using the distribution key data 
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KD X to KD 3 of the corresponding period etc. 

Step S24: The service provider 310 verifies the 
signature data SIG lfESC shown in Fig. 4C and then verifies 
the signature data SIG 8/CP and SIG 7 , CP shown in Figs. 4A and 
5 4B by using the public key data Kc P/P stored in the public 
key certificate data CERc P to confirm if the secure 
container 104 was transmitted from a legitimate content 
provider 301. 

Step S25: The service provider 310 generates the 
10 price tag data 312 and generates the secure container 304 
shown in Fig. 53 storing the price tag data 312. 

Step S26: The service provider 310 transmits the 
price tag registration request module Mod 102 shown in Fig. 
55 to the EMD service center 302. 
15 Then, the EMD service center 302 registers and 

authorizes the price tag data 312 after the predetermined 
signature verification . 

Step S27: The service provider 310 transmits the 
secure container 304 generated at step S25 on-line or 
20 off-line to the decryption module 905 of the network 
apparatus 360 t shown in Fig. 63 in response to the 
request from for example the CA module 311 of the user 
home network 303 . 

Step S28: The CA module 311 generates the SP use 
25 purchase log data 309 and transmits this to the service 
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provider 310 at the predetermined timing. 

Step S29: Each of the SAMs 305! to 305 4 , after 
verifying the signature data SIG 61 , ESC shown in Fig. 53D, 
verifies the signature data SIG 62 fSJ >, SIG 63 , SP , and SIG 64/SP 
shown in Figs. 53A, 53B, and 53C by using the public key 
data K SPfP stored in the public key certificate data CER SP 
to confirm if the secure container 304 is transmitted 
from a legitimate service provider 310 . 

Step S30: Each of the SAMs 305 x to 305 4 decrypts the 
key file KF shown in Fig. 53B by using the distribution 
key data KD X to KD 3 . Then, each of the SAMs 305 x to 305 4 , 
after verifying the signature data SIG 1ESC shown in Fig. 
53B, verifies the signature data SIG 2/CP , SIG 3 CP , and 
SIG 4 CP shown in Fig. 53B by using the public key data K^p 
stored in the public key certificate data CER^, to 
confirm if the content data C, content key data Kc, and 
usage control policy data 106 were generated by a 
legitimate content provider 301. 

Step S31 : The user operates the purchase/usage mode 
determination controller 165 of Fig. 63 to determine the 
purchase and/or usage mode of the content. 

Step S32 : Based on the control signal S165 generated 
at step S31, the SAMs 305 x to 305 4 generate the usage log 
data 308 of the secure container 304 . 

The usage log data 308 and the signature data 
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SIG 20S SAM1 thereof are transmitted from the SAMs 305! to 

305 4 to the EMD service center 302 . 

The EMD service center 302 determines (calculates) 

the charge content for each of the content provider 301 
5 and the service provider 310 based on the usage log data 

308 and generates the settlement claim data 152c and 152s 

based on the result thereof . 

The EMD service center 302 transmits the settlement 

claim data 152c and 152s together with its own signature 
10 data to the settlement organization 91 via the payment 

gateway 90. By this, the money paid by the user of the 

user home network 303 to the settlement organization 91 

is distributed to the owners of the content provider 301 

and the service provider 310 . 
15 As explained above, the EMD system 300 distributes 

the secure container 104 of the format shown in Fig. 4 

from the content provider 301 to the service provider 310 

and distributes the secure container 304 storing the 

content file CF and key file KF in the secure container 
20 104 as they are from the service provider 310 to the user 

home network 303 and performs the processing for the key 

file KF in the SAMs 305 x to 305 4 . 

Also, the content key data Kc and usage control 

policy data 106 stored in the key file KF are encrypted 
25 by using the distribution key data KD X to KD 3 and 
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decrypted in only the SAMs 305! to 305 4 holding the 
distribution key data KD X to KD 3 . The SAMs 305! to 305 4 
are modules having tamper resistance. The purchase mode 
and the usage mode of the content data C are determined 
5 based on the handling content of the content data C 
described in the usage control policy data 106. 

Accordingly, according to the EMD system 300, the 
purchase and usage of the content data C in the user home 
network 303 can be reliably performed based on the 

10 content of the usage control policy data 106 generated by 
the related parties of the content provider 101 
regardless of the processing in the service provider 310. 
Namely, according to the EMD system 300, it is possible 
to prevent the usage control policy data 106 from not 

15 being able to be managed by the service provider 310. 

For this reason, according to the EMD system 300, 
even in a case where the content data C is distributed to 
the user home network 303 via a plurality of service 
providers 310 of different series, the right clearing for 

20 the related content data C in the user home network 303 

can be performed based on the common usage control policy 
data 106 generated by the content provider 301. 

Further, the EMD system 300 enables common right 
clearing of the content data C in the SAMs 305 x to 305 4 

2 5 both on-line and off -line by distributing the content 



- 236 - 



data C from the content provider 301 to the user home 
network 103 by using the secure container 304 in both 
cases . 

Further , the EMD system 300 enables use of common 
5 right clearing rules when purchasing, using , storing, and 
transferring the content data C in the network apparatus 
360 x and the AV apparatuses 360 2 to 360 4 in the user home 
network 303 by performing processing always based on the 
usage control policy data 106. 

10 Further, according to the EMD system 300, since the 

EMD service center 302 has an authentication function, 
key data management function, and right clearing (profit 
distribution) function, the money paid by the user 
accompanied with the usage of the content is reliably 

15 distributed to the owners of the content provider 301 and 
the EMD service center 302 according to the ratio 
determined in advance. 

Further, according to the EMD system 300, the usage 
control policy data 106 for the same content file CF 

20 supplied by the same content provider 301 is supplied as 
it is to the SAMs 305 x to 305 4 regardless of the service 
mode of the service provider 310. Accordingly, the SAMs 
305! to 305 4 can use the content file according to the 
intention of the content provider 301 based on the usage 

25 control policy data 106. 
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Namely, according to the EMD system 300, when the 
service using the content and the user use the content, 
the rights and profit of the owner of the content 
provider 301 can be reliably protected by technical means 
5 without depending on an inspection organization 725 as in 
the conventional case . 

First Modification of Second Embodiment 

Figure 80 is a view of the configuration of an EMD 
system 300a using two service providers according to a 
10 first modification of the second embodiment. 

In Fig. 80, components given the same references as 
those of Fig. 49 are the same as the components having 
the same references explained in the second embodiment. 

As shown in Fig. 80, the EMD system 300a supplies 
15 the same secure container 104 from the content provider 
301 to the service providers 310a and 310b. 

The service provider 310a provides the service of 
providing for example a drama program as content. This 
service generates a secure container 304a storing the 
20 content data C related to the related drama program and 
price tag data 312a uniquely generated for the related 
content data C and distributes this to the network 
apparatus 360! . 

Further, the service provider 310b provides for 
25 example a karaoke service. This service generates a 
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secure container 304b storing the content data C related 
to the related karaoke service and price tag data 312b 
uniquely generated for the related content data C and 
distributes this to the network apparatus 3601. 
5 Here, the formats of the secure containers 304a and 

304b are the same as that of the secure container 304 
explained by using Fig. 53. 

A network apparatus 360a x is provided with CA 
modules 311a and 311b corresponding to the service 
10 providers 310a and 310b. 

The CA modules 311a and 311b receive the 
distribution of the secure containers 304a and 304b from 
the service providers 310a and 310b in response to their 
own requests . 

15 Next, the CA modules 311a and 311b generate SP use 

purchase log data 309a and 309b in accordance with the 
distributed secure containers 304a and 304b and transmit 
them to the service providers 310a and 310b. 

Further, the CA modules 311a and 311b decrypt the 

20 secure containers 304a and 304b by the session key data 
K SES and then output the same to the SAMs 305i to 305 4 . 

Next, the SAMs 305! to 305 4 decrypt the key files KF 
in the secure containers 304a and 304b by using the 
common distribution key data KD X to KD 3 , perform the 

25 processing concerning the purchase and/or usage of the 
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content in accordance with the operation from the user 
based on the common usage control policy data 106, and 
generate the usage log data 308 in accordance with that . 

Then, the usage log data 308 is transmitted from the 
5 SAMs 305-l to 305 4 to the EMD service center 302 . 

The EMD service center 302 , based on the usage log 
data 308, determines (calculates) the charge content for 
each of the content provider 301 and the service 
providers 310a and 310b and generates the settlement 
10 claim data 152c, 152sa, and 152sb corresponding to them 
based on the results thereof. 

The EMD service center 302 transmits the settlement 
claim data 152c, 152sa, and 152sb to the settlement 
organization 91 via the payment gateway 90. By this, the 
15 money paid by the user of the user home network 303 to 
the settlement organization 91 is distributed to the 
owners of the content provider 301 and the service 
providers 310a and 310b. 

As mentioned above, according to the EMD system 
20 300b, when supplying the same content file CF to the 

service providers 310a and 310b, the usage control policy 
data 106 for the related content file CF is encrypted by 
the distribution key data KD-l to KD 6 and supplied to the 
service providers 310a and 310b, and the service 
25 providers 310a and 310b distribute the secure containers 
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304a and 304b storing the encrypted usage control policy 
data 106 as it is to the user home network. For this 
reason, the SAMs 305! to 305 4 in the user home network 
can perform right clearing based on the common usage 
5 control policy data 106 no matter from which of the 
service providers 310a or 310b the content file CF is 
di s tr ibu ted . 

Note that, in the first modification, the case where 
two service providers were used was illustrated, but in 
10 the present invention, any number of the service provider 
may be used. 

Second Modification of Second Embodiment 
Figure 81 is a view of the configuration of an EMD 
system 300b using a plurality of content providers 
15 according to a second modification of the second 
embodiment . 

In Fig. 81, components given the same references as 
those of Fig. 49 are the same as the components having 
the same references explained in the second embodiment. 
20 As shown in Fig. 81, the EMD system 300b supplies 

the secure containers 104a and 104b from content 
providers 301a and 301b to the service provider 310. 

The service provider 310 provides the service by 
using the content supplied by for example the content 
25 providers 301a and 301b, generates the price tag data 
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312a for the secure container 104a and the price tag data 
312b for the secure container 104b , and generates a 
secure container 304c storing them. 

As shown in Fig. 81, the secure container 304c 
5 stores the content data CFa, CFb, key files KFa and KFb, 
price tag data 312a and 312b , and signature data based on 
the secret key data Kc PfS of the service provider 310 for 
each of them . 

The secure container 304c is received at the CA 
10 module 311 of the network apparatus 3601 of the user home 
network 303 and then processed at the SAMs 305 x to 305 4 . 

The SAMs 305! to 305 4 decrypt the key file KFa by 
using the distribution key data KDa x to KDa 3 , perform the 
processing concerning the purchase and/or usage in 
15 accordance with the operation from the user for the 

content file CFa based on the usage control policy data 
106a, and describe the log thereof in the usage log data 
308. 

Further, the SAMs 305 x to 305 4 decrypt the key file 
20 KFb by using distribution key data KDb t to KDb 3 , perform 
the processing concerning the purchase and/or usage in 
accordance with the operation from the user for the 
content file CFb based on the usage control policy data 
106b, and describe the log thereof in the usage log data 
25 308. 
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Then, the usage log data 308 is transmitted from the 
SAMs 305 x to 305 4 to the EMD service center 302. 

The EMD service center 302 determines (calculates) 
the charge content for each of the content providers 301a 
5 and 301b and the service provider 310 based on the usage 
log data 308 and generates settlement claim data 152ca, 
152cb, and 152s corresponding to them based on the 
results thereof . 

The EMD service center 302 transmits the settlement 
10 claim data 152ca, 152cb, and 152s via the payment gateway 
90 to the settlement organization 91 and distributes the 
money paid by the user of the user home network 303 to 
the settlement organization 91 to the owners of the 
content providers 301a and 301b and the service provider 
15 310 by this. 

As mentioned above , according to the EMD system 
300b , as the usage control policy data 106a and 106b of 
the content files CFa and CFb stored in the secure 
container 304, those generated by the content providers 
20 301a and 301b are used as they are, therefore, the SAMs 
305 x to 305 4 reliably carry out the right clearing for 
the content files CFa and CFb based on the usage control 
policy data 106a and 106b according to the intention of 
the content providers 301a and 301b. 
25 Note that, in the second modification shown in Fig. 
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81 , the case where two content providers were used was 
illustrated, but any number of the content providers may 
be used. 

Further, there may be a plurality of both of the 

content providers and service providers . 

Third Modification of Second Embodiment 

Figure 82 is a view of the configuration of the EMD 

system according to a third modification of the second 

embodiment . 

In the second embodiment, the case where the EMD 
service center 302 performed the settlement of the 
content provider 301 and the service provider 310 with 
respect to the settlement organization 91 was 
illustrated, but in the present invention, for example, 
as shown in Fig. 82, it is also possible that the 
settlement claim data 152c for the content provider 301 
and the settlement claim data 152s for the service 
provider 310 be generated based on the usage log data 308 
in the EMD service center 302 and that they be 
transmitted to the content provider 301 and the service 

provider 310 . 

In this case, the content provider 301 performs the 
settlement at a settlement organization 91a via a payment 
gateway 90a by using the settlement claim data 152c. 
Further, the service provider 310 performs the settlement 
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at a settlement organization 91b via a payment gateway 
90b by using the settlement claim data 152s. 

Fourth Modification of Second Embodiment 
Figure 83 is a view of the configuration of the EMD 
5 system according to a fourth modification of the second 
embodiment . 

In the second embodiment, the case where the service 
provider 310 did not have a charging function as in for 
example the current Internet was illustrated, but where 

10 the service provider 310 has a charging function as in 
the current digital broadcasting, the CA module 311 
generates a usage log data 308s with respect to the 
service of the service provider 310 concerning the secure 
container 304 and transmits it to the service provider 

15 310. 

Then, the service provider 310 performs the charge 
processing based on the usage log data 308s to generate 
the settlement claim data 152s and performs the 
settlement at the settlement organization 91b via the 

20 payment gateway 90b by using this. 

On the other hand, the SAMs 305! to 305 4 generate 
usage log data 308c with respect to the right clearing of 
the content provider 301 concerning the secure container 
304 and transmit them to the EMD service center 302. 

2 5 The EMD service center 302 generates the settlement 
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claim data 152c based on the usage log data 308c and 
transmits this to the content provider 301. 

The content provider 301 performs the settlement at 
the settlement organization 91a via the payment gateway 
90a by using the settlement claim data 152c. 
Fifth Modification of Second Embodiment 
In the embodiment, as shown in Fig. 49, the case 
where the user preference filter data 903 was generated 
based on the usage log data 308 received from the SAM 
305i etc. in the user preference filter creator 901 of 
the EMD service center 302 was illustrated, but it is 
also possible that for example the usage control status 
data 166 generated at the usage monitor 186 such as the 
SAM 305 x shown in Fig. 67 be transmitted to the EMD 
service center 302 in real-time and that the user 
preference filter data 903 be generated based on the 
usage control status data 166 in the SP use purchase log 
data 309. 

Sixth Modification of Second Embodiment 
The content provider 301, the service provider 310, 
and the SAMs 305 x to 305 4 can register their secret key 
data Kcp^, K SP , S , and K SAM1 , S to K SAM4 , S in the EMD service 
center 302 too other than their public key data K^p, 
^sp , p r and K gAM1 1 p to K SAM4 1 P . 

By doing this, it becomes possible for the EMD 
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service center 302 to tap communication concerned in the 
communication between the content provider 301 and the 
service provider 310 , the communication between the 
service provider 310 and the SAMs 305 x to 305 4 , and the 
communication among the SAMs 305 1 to 305 4 in the user 
home network 303 by using the secret key data K^g, K SPfS , 
and K SfiM1/S to K SAM4 , S in response to demands from the nation 
or the police organization at the time of an emergency. 

Further, it is also possible that the secret key 
data K SMilfS to K SAM4 , S be generated for the SAMs 305 t to 305 4 
by the EMD service center 302 at the time of shipping and 
that they be stored in the SAMs 305 x to 305 4 and, at the 
same time, held (registered) by the EMD service center 
302. 

Seventh Modification of Second Embodiment 
In the above embodiment, the case where public key 
certificate data CER^, CER SP , and CER SAM1 to CER SAM4 were 
acquired from the EMD service center 302 in advance when 
the content provider 301 , service provider 310, and SAMs 
305! to 305 4 communicated with respect to each other and 
were transmitted to the destination of communication by 
the in-band method was illustrated, but in the present 
invention, various modes can be employed as the mode of 
transmission of public key certificate data to the 
destination of communication. 
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For example, it is also possible that the public key 
certificate data CER^, CERgp, and CER SAM1 to CER SAM4 be 
acquired from the EMD service center 302 in advance when 
the content provider 301 , service provider 310, and the 
5 SAM 305! to 305 4 communicate with respect to each other 

and be transmitted to the destination of communication by 
the in-band method preceding the related communication. 

Further, it is also possible for the content 
provider 301, the service provider 310, and the SAM 305i 

10 to 305 4 to acquire the public key certificate data CERcp, 
CER SP and CER SflM1 to CER SAM4 from the EMD service center 302 
at the time of communication . 

Figure 84 is a view for explaining the mode of the 
route of acquiring the public key certificate data. 

15 Note that, in Fig. 84, components given the same 

references as those of Fig. 49 are the same as the 
components having the same references- Further, a user 
home network 303a is the same as the user home network 
303 mentioned before. In a user home network 303b, SAMs 

20 305^ to 305 14 are connected via a bus 191, that is, an 
IEEE 1394 serial bus. 

When the content provider 301 acquires the public 
key certificate data CER SP of the service provider 310, 
there are for example a case where the public key 

2 5 certificate data CER SP is transmitted from the service 
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provider 310 to the content provider 301 preceding the 
communication ((3) in Fig. 84) and a case where the 
content provider 301 orders the public key certificate 
data CER SP from the EMD service center 302 ((1) in Fig. 
84) . 

Further, when the service provider 310 acquires the 
public key certificate data CERcp of the content provider 
301, there are for example a case where the public key 
certificate data CER^ is transmitted from the content 
provider 301 to the service provider 310 preceding the 
communication ((2) in Fig. 84) and a case where the 
service provider 310 orders the public key certificate 
data CERcp from the EMD service center 302 ((4) in Fig. 
84) . 

Further, when the service provider 310 acquires the 
public key certificate data CER SAM1 to CER SAM4 of the SAMs 
305 x to 305 4 , there are for example a case where the 
public key certificate data CER*^ to CER SAM4 are 
transmitted from the SAMs 305 x to 305 4 to the service 
provider 310 preceding the communication ((6) in Fig. 84) 
and a case where the service provider 310 orders the 
public key certificate data CER SAM1 to CER SAM4 from the EMD 
service center 302 ((4) in Fig. 84). 

Further, when the SAMs 305i to 305 4 acquire the 
public key certificate data CER SP of the service provider 
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310 , there are for example a case where the public key 
certificate data CER SP is transmitted from the service 
provider 310 to the SAMs 305! to 305 4 preceding the 
communication ((5) in Fig. 84) and a case where the SAMs 
5 305! to 305 4 order the public key certificate data CER SP 
from the EMD service center 302 ((7) in Fig. 84, etc.). 

Further, when the SAM 305 x acquires the public key 
certificate data CER SAM2 of the SAM 305 2/ there are for 
example a case where the public key certificate data 
10 CER SAM2 is transmitted from the SAM 305 2 to the SAM 305 x 

preceding the communication ((8) in Fig. 84) and a case 
where the SAM 305 x orders the public key certificate data 
CER SAM2 from the EMD service center 302 {(7) in Fig. 84, 
etc . ) . 

15 Further, when the SAM 305 2 acquires the public key 

certificate data CER SJVM1 of the SAM 305 x , there are for 
example a case where the public key certificate data 
CER SAM1 is transmitted from the SAM 305 x to the SAM 305 2 
preceding the communication ((9) in Fig. 84), a case 

20 where the SAM 30 5 2 orders the public key certificate data 
CER SAM1 from the EMD service center 302 by itself, and a 
case where the SAM 305 2 orders the public key certificate 
data CER SAM1 via the network apparatus with the SAM 305 x 
mounted therein ( (7) , (8) in Fig. 84) . 

25 Further, when the SAM 305 4 acquires the public key 
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certificate data CER SAM13 of the SAM 305 13 , there are for 
example a case where the public key certificate data 
CER SAM13 is transmitted from the SAM 305 13 to the SAM 305 4 
preceding the communication ((12) in Fig. 84), a case 
5 where the SAM 305 4 orders the public key certificate data 
CER SAM13 from the EMD service center 302 by itself ( (10) in 
Fig. 84) , and a case where the SAM 305 4 orders the public 
key certificate data CER SAM13 via the network apparatus in 
the user home network 303b. 

10 Further, when the SAM 305 13 acquires the public key 

certificate data CER SAM4 of the SAM 305 4/ there are for 
example a case where the public key certificate data 
CER SAM4 is transmitted from the SAM 305 4 to the SAM 305 13 
preceding the communication ((11) in Fig. 84) , a case 

15 where the SAM 305 13 orders the public key certificate 
data CER SAM4 from the EMD service center 302 by itself 
((13) in Fig. 84) , and a case where the SAM 305 13 orders 
the public key certificate data CER SAM4 via the network 
apparatus in the user home network 303b. 

20 Handling of Public Key Certificate Revocation List 

(Data) in Second Embodiment 

In the second embodiment, in order to prevent a 
content provider 301, a service provider 310, and SAMs 
305 x to 305 4 used for an illegal action etc. from 

25 communicating with another apparatus in the EMD service 



center 302, the public key certificate revocation list 
for invalidating the public key certificate data of the 
apparatus used for the related illegal action is 
generated. Then, the related public key certificate 
revocation list CRL is transmitted to the content 
provider 301, service provider 310, and SAMs 305 x to 
305 4 . 

Note that, it is also possible that the public key 
certificate revocation list CRL be generated in for 
example the content provider 301, the service provider 
310, and the SAMs 305 x to 305 4 other than the EMD service 
center 302 . 

First, an explanation will be made of the case where 
the EMD service center 302 invalidates the public key 
certificate data CERcp of the content provider 301. 

As shown in Fig. 85, the EMD service center 302 
transmits a public key certificate revocation list CRL X 
indicating the invalidation of the public key certificate 
data CERcp to the service provider 310 ((1) in Fig. 85) . 
When verifying the signature data input from the content 
provider 301, the service provider 310 decides the 
validity of the public key certificate data CERc P by 
referring to the public key certificate revocation list 
CRL lf verifies the signature using the public key data 
Kcp^p when it decides that it is valid, and invalidates 
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the data from the content provider 301 without verifying 
the signature when it decides that it is invalid. Note 
that, it is also possible not to invalidate the data, but 
reject the communication. 
5 Further, the EMD service center 302 transmits the 

public key certificate revocation list CRL X to for 
example the SAM 305 2 in the user home network 303 by 
utilizing distribution resources of the service provider 
310 by either one of the broadcast type or on-demand type 

10 ((1) / (2) in Fig. 85) . When verifying the signature data 
of the content provider 301 stored in the secure 
container input from the service provider 310, the SAM 
305-l decides the validity of the public key certificate 
data CERcp by referring to the public key certificate 

15 revocation list CRL X , verifies the signature using the 
public key data K cp p when it decides it is valid, and 
invalidates the related secure container without 
verifying the signature when it decides it is invalid. 
Note that, it is also possible for the EMD service 

20 center 302 to directly transmit the public key 

certificate revocation list CRL X to the SAM 305 x via the 
network apparatus in the user home network 303 ( (3) in 
Fig. 85) . 

Next, an explanation will be made of the case where 
2 5 the EMD service center 302 invalidates the public key 
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certificate data CER SP of the service provider 310. 

As shown in Fig. 86, the EMD service center 302 
transmits a public key certificate revocation list CRL 2 
indicating the invalidation of the public key certificate 
5 data CER SP to the content provider 301 ((1) in Fig. 86) . 
When verifying the signature data input from the service 
provider 310, the content provider 301 decides the 
validity of the public key certificate data CER SP by 
referring to the public key certificate revocation list 

10 CRIj 2 , verifies the signature using the public key data 
K sp p when it decides it is valid, and invalidates the 
data from the service provider 310 without verifying the 
related signature when it decides it is invalid. 

Further, the EMD service center 302 transmits the 

15 public key certificate revocation list CRL 2 to for 

example the SAM 305 x in the user home network 303 by 
utilizing the distribution resources of the service 
provider 310 by either the broadcast type or on-demand 
type ((2) in Fig. 86) . When verifying the signature data 

20 of the content provider 301 stored in the secure 

container input from the service provider 310 , the SAM 
305 x decides the validity of the public key certificate 
data CER SP by referring to the public key certificate 
revocation list CKL 2/ verifies the signature using the 

2 5 public key data K spp when it decides it is valid , and 
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invalidates the related secure container without 
verifying the signature when it decides it is invalid. 

In this case, in the service provider 310, the 
module for transferring the public key certificate 
5 revocation list CRL 2 must have tamper resistance. 

Further , in the service provider 310, the public key 
certificate revocation list CRL 2 must be stored in a 
region where tampering by related parties of the service 
provider 310 is difficult. 
10 Note that, it is also possible for the EMD service 

center 302 to directly transmit the public key 
certificate revocation list CRL 2 to the SAM 305 x via the 
network apparatus in the user home network 303 ( (3) in 
Fig. 86) . 

15 Next, an explanation will be made of a case where 

the EMD service center 302 invalidates for example the 
public key certificate data CER SAM2 of the SAM 305 2 . 

As shown in Fig. 87, the EMD service center 302 
transmits a public key certificate revocation list CRL 3 

20 indicating the invalidation of the public key certificate 
data CER SAM2 to the content provider 301 ((1) in Fig. 87) . 
The content provider 301 transmits the public key 
certificate revocation list CRL 3 to the service provider 
310 . The service provider 310 transmits the public key 

25 certificate revocation list CRL 3 to for example the SAM 
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305! in the user home network 303 by utilizing its own 
distribution resources by either the broadcast type or 
on-demand type ((1) in Fig. 87) . When verifying the 
signature data of the SAM 305 2 added to the data input 
5 from the SAM 305 2/ the SAM 305! decides the validity of 
the public key certificate data CER SflM2 by referring to 
the public key certificate revocation list CRL 3/ verifies 
the signature using the public key data K SAM2 p when it 
decides it is valid, and invalidates the related data 
10 without verifying the signature when it decides it is 
invalid. 

In this case, in the service provider 310, the 
module for transferring the public key certificate 
revocation list CRL 3 must have tamper resistance. 
15 Further, in the service provider 310, the public key 
certificate revocation list CRL 3 must be stored in a 
region where tampering by related parties of the service 
provider 310 is difficult. 

It is also possible for the EMD service center 302 
20 to transmit the public key certificate revocation list 
CRL 3 to the SAM 305 x via the service provider 310 ( (1) f 
(2) in Fig. 87) . 

Note that, it is also possible for the EMD service 
center 302 to directly transmit the public key 
2 5 certificate revocation list CRL 3 to the SAM 305 x via the 
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network apparatus in the user home network 303 ( (3) in 
Fig. 87) . 

Further, the EMD service center 302 generates and 
stores the public key certificate revocation list CRL 3 
5 indicating the invalidation of for example the public key 
certificate data CER SAM2 of the SAM 305 2 . 

Further, the user home network 303 generates a SAM 
registration list SRL of the SAMs connected to the bus 
191 and transmits this to the EMD service center 302 ( (1) 
10 in Fig. 88) . 

The EMD service center 302 identifies the SAMs (for 
example SAM 305 2 ) for which invalidation is indicated by 
the public key certificate revocation list CRL 3 among the 
SAMs 305 x to 305 4 indicated in the SAM registration list, 
15 sets revocation flags corresponding to the related SAMs 
in the SAM registration list SRL so as to indicate the 
invalidity, and thereby generates a new SAM registration 
list SRL. 

Next, the EMD service center 302 transmits the 
2 0 related generated SAM registration list SRL to the SAM 
305 x ( (1) in Fig. 88) . 

The SAM 305 2 determines the existence of the 
verification of the signature data and whether or not the 
communication is permitted by referring to the revocation 
2 5 flags of the SAM registration list SRL when communicating 
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with another SAM. 

Further, the EMD service center 302 generates the 
public key certificate revocation list CRL 3 and transmits 
this to the content provider 301 ((2) in Fig. 88) . 
5 The content provider 301 transmits the public key 

certificate revocation list CRL 3 to the service provider 
310 ( (2) in Fig. 88) . 

Next, the service provider 310 transmits the public 
key certificate revocation list CRL 3 to the SAM 305 x by 
10 either the broadcast type or on-demand type by utilizing 
its own distribution resources ((2) in Fig. 88). 

The SAM 305 x identifies the SAM (for example SAM 
305 2 ) for which invalidation is indicated by the public 
key certificate revocation list CRL 3 among the SAMs 305 t 
15 to 305 4 indicated in the SAM registration list generated 
by itself and sets revocation flags corresponding to the 
related SAMs in the SAM registration list SRL so as to 
indicate the invalidity . 

After that, the SAM 305i determines the existence of 
20 the verification of the signature data and whether or not 
communication is permitted by referring to the revocation 
flags of the related SAM registration list SRL when 
communicating with another SAM. 

Further, the EMD service center 302 generates the 
2 5 public key certificate revocation list CRL 3 and transmits 
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this to the service provider 310 ((3) in Fig. 88) . 

Next, the service provider 310 transmits the public 
key certificate revocation list CRL 3 to the SAM 305 1 by 
either one the broadcast type or on-demand type by 
5 utilizing its own distribution resources ((3) in Fig. 
88) . 

The SAM 305! specifies the SAMs (for example SAM 
305 2 ) for which invalidation is indicated by the public 
key certificate revocation list CKL 3 among the SAMs 305! 

10 to 305 4 indicated in the SAM registration list generated 
by itself and sets revocation flags corresponding to the 
related SAMs in the SAM registration list SRL so as to 
indicate the invalidity. 

After that, the SAM 305 x determines the existence of 

15 the verification of the signature data and whether or not 
communication is permitted by referring to the revocation 
flags of the related SAM registration list SRL when 
communicating with another SAM. 

Role Etc. of EMD Service Center 302 

20 Figure 89 is a view of the configuration of the EMD 

system when the functions of the EMD service center 
(clearing house) 302 shown in Fig. 49 are divided between 
a right management clearing house 950 and an electronic 
settlement clearing house 951. 

2 5 In the related EMD system , in the electronic 
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settlement clearing house 951 performs the settlement 
processing (profit distribution processing) based on the 
usage log data 308 from the SAMs of the user home 
networks 303a and 303b , generates the settlement claim 
5 data of the content provider 301 and the service provider 
310 , and performs settlement at the settlement 
organization 91 via the payment gateway 90 . 

Further, the right management clearing house 950 
generates the settlement reports of the content provider 

10 301 and the service provider 310 in accordance with the 
settlement notification from the electronic settlement 
clearing house 951 and transmits them to the content 
provider 301 and the service provider 310. 
Further , it performs the registration 

15 (authorization) etc. of the usage control policy data 10 6 
and the content key data Kc of the content provider 301 . 

Note that, as shown in Fig. 90, when the right 
management clearing house 950 and the electronic 
settlement clearing house 951 are accommodated in a 

20 single apparatus, the EMD service center 302 shown in 
Fig. 49 is formed. 

Further, in the present invention, for example, as 
shown in Fig. 91, it is also possible to provide the 
functions of a right management clearing house 960 in the 

2 5 EMD service center 302, perform the registration etc. of 
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the usage control policy data 106 in the right management 
clearing house 960 and, at the same time, generate the 
settlement claim data of the service provider 310 based 
on the usage log data 308 from the SAMs and transmit this 
5 to the service provider 310. In this case, the service 
provider 310 utilizes its own charge system as an 
electronic settlement clearing house 961 and performs the 
settlement based on the settlement claim data from the 
right management clearing house 960. 

10 Further, in the present invention, for example as 

shown in Fig. 92, it is also possible to provide the 
function of a right management clearing house 970 in the 
EMD service center 302, perform the registration etc. of 
the usage control policy data 106 in the right management 

15 clearing house 970 and, at the same time, generate the 
settlement claim data of the content provider 301 based 
on the usage log data 308 from the SAM and transmit this 
to the content provider 301. In this case, the content 
provider 301 utilizes its own charge system as an 

20 electronic settlement clearing house 971 and performs the 
settlement based on the settlement claim data from the 
right management clearing house 970. 

Eighth Modification of Second Embodiment 

In the second embodiment, the case where the secure 

2 5 container 104 of the format shown in Fig. 4 was provided 
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from the content provider 301 to the service provider 310 
and the secure container 304 of the format shown in Fig. 
53 was distributed from the service provider 310 to the 
user home network 303 in the EMD system 300 shown in Fig. 
5 49 was illustrated. 

Namely r in the second embodiment , as shown in Fig. 4 
and Fig. 53, the case of storing a single content file CF 
and a single key file KF corresponding to the related 
content file CF in the secure container 104 and the 

10 secure container 304 was illustrated. 

In the present invention, it is also possible to 
store a plurality of content files CF and a plurality of 
key files KF corresponding to the related plurality of 
content files CF in the secure container 104 and the 

15 secure container 304. 

Figure 93 is a view for explaining the format of the 
secure container 104a provided from the content provider 
301 to the service provider 310 shown in Fig. 49 in the 
present modification. 

20 As shown in Fig. 93, the secure container 104a 

stores the content files CF 101/ CF 102 , and CF 103 , the key 
files KF 101 , KF 102f and KF 103 , the public key certificate 
data CERcp, the signature data SIG 1/ESCf and the signature 
data S I G c250 1 cp . 

2 5 Here, the signature data SIG C250/CJ? ^ s generated by 
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the content provider 301 taking the hush values with 
respect to all of the content files CF 101/ CF 102 , and CF 103 , 
the key files KF 101 , KF 102 , and KF 103 , the public key 
certificate data CER^, and the signature data SIG X Esc 
5 using the secret key data of the content provider 

301. 

The content file CF 101 stores a header, link data 
JjD lf meta-data Meta x , content data C lr and an A/V 
decompression software Soft,,. 
10 Here, the content data C x and the A/V decompression 

software Soft x is encrypted by using the content key data 
Kc x mentioned above f while the meta-data Meta x is 
encrypted by using the content key data Kc t according to 
need . 

15 Further, the content data C 1 is compressed by for 

example the ATRAC3 method. The A/V decompression software 
Soft x is the software for the decompression of the ATRAC3 
method . 

Further , the link data LD X indicates the link to the 
2 0 key file KF 101 . 

The content file CF 102 stores the header, link data 
LD 2 , meta-data Meta 2 , content data C 2 , and an A/V 
decompression software Soft 2 are stored. 

Here, the content data C 2 and the A/V decompression 
25 software Soft 2 are encrypted by using the content key 



data Kc 2 mentioned above, while the meta-data Meta 2 is 
encrypted by using the content key data Kc 2 according to 
need. 

Further, the content data C 2 is compressed by for 
example the MPEG2 method. The A/V decompression software 
Soft 2 is the software for the decompression of the MPEG2 
method. 

Further, the link data LD 2 indicates the link to the 
key file KF 102 . 

The content file CF 103 stores a header, link data 
LD 3 , meta-data Meta 3 , content data C 2 , and an A/V 
decompression software Soft 3 . 

Here, the content data C 3 and the A/V decompression 
software Soft 3 are encrypted by using the content key 
data Kc 3 mentioned above, while the meta-data Meta 3 is 
encrypted by using the content key data Kc 3 according to 
need. Further, the content data C 3 is compressed by for 
example the JPEG method. The A/V decompression software 
Soft 3 is software for the decompression of the JPEG 
method. 

Further, the link data LD 3 indicates the link to the 

key file KF 103 . 

The key file KF 101 stores a header, content key data 
Kc x encrypted by using the distribution key data KD^ to 
KD 3 , usage control policy data 106^ SAM program download 
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container SDC lr and signature certificate module Mod 200 . 

Here, the signature certificate module Mod 200 / as 
shown in Fig. 94A, stores the signature data SIG 211 CPf 
SIG 212 cp/ and SIG 213 cp generated by taking the hush values 
5 of the content data C x , content key data Kc x , and the 

usage control policy data 106! and using the secret key 
data K cp s of the content provider 301 , the public key 
certificate data CERcp of the public key data Kc P p , and 
the signature data SIG lfESC of the EMD service center 302 
10 with respect to the related public key certificate data 

The key file KF 102 stores a header, content key data 
Kc 2 encrypted by using the distribution key data KD X to 
KD 3 , usage control policy data 106 2 , SAM program download 
15 container SDC 2 , and a signature certificate module Mod 201 . 

Here, the signature certificate module Mod 201 , as 
shown in Fig. 94B, stores the signature data SIG 221 CP , 
SIG 222 CP and SIG 223 CP generated by taking the hush values 
of the content data C 2 f content key data Kc 2 , and the 
20 usage control policy data 10 6 2 and using the secret key 
data s of the content provider 301, public key 
certificate data CER^, and signature data SIG-L ESC with 
respect to the related public key certificate data CERcp . 
The key file KF 103 stores a header, content key data 
2 5 Kc 3 encrypted by using the distribution key data KD X to 
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KD 3 , usage control policy data 106 3 , a SAM program 
download container SDC 3 , and a signature certificate 
module Mod 202 - 

Here, the signature certificate module Mod 202 , as 
5 shown in Fig. 94C, stores the signature data SIG 231(CP ; 

SIG 232 cp and SIG 233 , CP generated by taking the hush values 
of the content data C 3/ content key data Kc 3 , and usage 
control policy data 10 6 3 and using the secret key data 
s of the content provider 301, public key certificate 

10 data CERc P/ and signature data SIG X Esc with respect to the 
related public key certificate data CERcp . 

When receiving the distribution of the secure 
container 104a shown in Fig. 93, the service provider 310 
confirms the legitimacy of the signature data SIG C250 cp by 

15 using the public key data K CPP stored in the public key 

certificate data CERcp after confirming the legitimacy of 
the related public key certificate data CERcp by using 
the public key data K ESC p of the EMD service center 302 . 
Then, when confirming the legitimacy of the 

20 signature data SIG C250 cp/ as shown in Fig. 95 , the service 
provider 310 generates the secure container 304a storing 
the content files CF 101 , CF 102 , and CF 103 and the key files 
KF 101 , KF 102 , and KF 103 obtained from the secure container 
104a, public key certificate data CER SP of the service 

25 provider 310, signature data SIG 61ESC , price tag data 



312 lf 312 2r and 312 3 , and a signature data SIG 260 , S p- 
Here, the price tag data 312 lf 312 2 , and 312 3 
indicate the sale prices of the content data C lf C 2 , and 
C 3 . 

Further, the signature data SIG 260fSP is generated by 
taking the hush value with respect to all of the content 
files CF 101/ CF 102 , and CF 103 , key files KF 101 , KF 102 , and 
KF 103 , public key certificate data CER SP , signature data 
SIG 61 , ESC , and the price tag data 312 lf 312 2 , and 312 3 and 
by using the secret key data K sp s of the service provider 
310. 

The service provider 310 distributes the secure 
container 304a shown in Fig. 95 to the user home network 
303. 

In the user home network 303, the SAMs 305 2 to 305 4 
confirm the legitimacy of the signature data SIG 6 i fE sc 
stored in the secure container 304a, then confirm the 
legitimacy of the signature data SI6 260fSP by using the 
public key data K SPfKP stored in the public key certificate 
data CER SP . 

Thereafter, the SAMs 305 x to 305 4 perform the right 
clearing for the content data C 101 , C 102 , and C 103 in 
accordance with the link statuses indicated in the links 
LDj., LD 2 , and LD 3 based on the key files KF 101 , KF 102 , and 
KF 103 . 
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Note that, in the eighth modification, the case 
where the signature data SIG c250rCP with respect to all of 
the content files CF 101 , CF 102 , and CF 103/ key files KF 101 , 
KF 102 , and KF 103/ public key certificate data CER^, and 
5 signature data SIG 1/ESC was generated in the content 

provider 301 as shown in Fig. 93 was illustrated, but it 
is also possible to generate the signature data for each 
of for example the content files CF 101 , CF 102 , and CF 103 and 
the key files KF 101 , KF 102 , and KF 103 and store this in the 
10 secure container 104a. 

Further, in the eighth modification, the case where 
the signature data SIG 260/CP with respect to all of the 
content files CF 101 , CF 102 , and CF 103 , key files KF 101 , KF 102 , 
and KF 103/ public key certificate data CER SP , signature 
15 data SIG 61 , ESC/ and price tag data 312 x , 312 2 , and 312 3 was 

generated in the service provider 310 as shown in Fig. 95 
was illustrated, but it is also possible to generate the 
signature data for each of them and store them in the 
secure container 304a. 
20 Further, in the eighth modification, the case where 

the secure container 304 stored a plurality of content 
files CF 101 , CF 102 , and CF 103 provided from the single 
service provider 310 in the single secure container 304a 
and distributed it to the user home network 303 was 
25 illustrated, but it is also possible to distribute a 
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plurality of content files CF provided from a plurality 
of content providers 301a and 301b in the single secure 
container and distribute the same to the user home 
network 303 as shown in Fig. 81. 
5 Note that, the format shown in Fig. 93 can be 

similarly applied to also the case where the secure 
container 104 is transmitted from the content provider 
101 to the user home network 103 shown in Fig. 1 in the 
first embodiment. 

10 Further , in the above embodiment , the case where the 

settlement processing was carried out based on the usage 
log data input from the SAM in the EMD service center was 
illustrated, but it is also possible to transmit the 
usage control status data from a SAM to the EMD service 

15 center whenever the purchase mode of the content is 
determined in the SAM and perform the settlement 
processing by using the received usage control status 
data in the EMD service center. 

Below, the concept of the content file CF and the 

20 key file KF etc. generated in the content provider 101 
will be summarized. 

When the content provider 101 provides content by 
using the Internet, as shown in Fig. 96, a content file 
CF containing a header, content ID, encrypted content 

2 5 data C using the content key data Kc, and signature data 
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is generated as shown in Fig. 96. After the usage control 
policy data indicating the handling of the related 
content data C and the content key data Kc are encrypted 
by the distribution key data of the predetermined 
5 reliable managers, that is, the EMD service centers 102 

and 302, they are stored in the key file KF. Further, the 
key file KF stores a header and the content ID and, 
according to need, the meta-data and the signature data. 
Then, the content file CF and key file KF are 
10 provided directly from the content provider 101 to the 
user home networks 103 and 303 or provided from the 
content provider 101 to the user home networks 103 and 
303 via the service provider 310. 

Further, when the content provider 101 provides the 
15 content by using the Internet, as shown in Fig. 97, it is 
possible even if the content key data Kc is not stored in 
the key file KF, but the content key data Kc encrypted by 
the distribution key data of the predetermined reliable 
managers, that is, the EMD service centers 102 and 302, 
2 0 are provided from the EMD service centers 102 and 302 to 
the user home networks 103 and 303. 

Further, when the content provider 101 provides the 
content by using a digital broadcast, for example, as 
shown in Fig. 98, it provides the content data C 
2 5 encrypted by using the content key data Kc and the 
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signature data from the content provider 101 to the user 
home networks 103 and 303 directly or via the service 
provider 310. In this case, the key data blocks 
corresponding to the key file KF shown in Fig. 97 are 
provided from the content provider 101 to the user home 
networks 103 and 303 directly or via the service provider 
310. 

Further, in this case, for example, as shown in Fig. 
99, it is also possible to provide the content key data 
Kc encrypted by the distribution key data of the EMD 
service centers 102 and 302 as the predetermined reliable 
managers from the EMD service centers 102 and 302 to the 
user home networks 103 and 303. 

CAPABILITY OF UTILIZATION IN INDUSTRY 

As explained above, according to the present 
invention, the profit of related parties of the data 
providing apparatus is suitably protected. 

Also, according to the present invention, the 
illicit tampering with the usage control policy data etc. 
can be suitably avoided. 

Further, according to the present invention, the 
load of the inspection for protecting the profit of the 
related parties of the data providing apparatus can be 
reduced . 



CLAIMS 

1 . A data providing system for distributing 
content data from a data providing apparatus to a data 
processing apparatus, wherein 

said data providing apparatus distributes a 
module storing the content data encrypted by using 
content key data, encrypted content key data, and an 
encrypted usage control policy data indicating handling 
of said content data to said data processing apparatus 
and 

said data processing apparatus decrypts said 
content key data and said usage control policy data 
stored in said distributed module and determines the 
handling of said content data based on the related 
decrypted usage control policy data. 

2 . A data providing system as set forth in claim 
1 , wherein ; 

said data providing apparatus distributes said 
module storing said content key data and said usage 
control policy data encrypted using distribution key data 
to said data processing apparatus and 

said data processing apparatus decrypts said 
content key data and said usage control policy data 
stored in said distributed module using said distribution 
key data. 



3. A data providing system as set forth in claim 
2, further comprising a management apparatus for managing 
said distribution key data and distributing said 
distribution key data to said data providing apparatus 
and said data processing apparatus. 

4. A data providing system as set forth in claim 
1, wherein said data providing apparatus generates its 
own signature data for at least one of said content key 
data and said usage control policy and distributes said 
module storing said generated signature data to said data 
processing apparatus . 

5 . A data providing system as set forth in claim 
4, wherein said data providing apparatus generates said 
signature data using its own secret key data and 
distributes said module storing public key data 
corresponding to said secret key data to said data 
processing apparatus . 

6 . A data providing system as set forth in claim 

5, 

further comprising a management apparatus for 
preparing public key certificate data certifying the 
legitimacy of said public key data, wherein 

said data providing apparatus distributes said 
module storing said public key certificate data to said 
data processing apparatus . 



7 . A data providing system as set forth in claim 
1, wherein said data providing apparatus distributes 

a first file storing said content data and 
a second file storing said content key data and 
said usage control policy 

to said data processing apparatus . 

8. A data providing system as set forth in claim 

7, wherein said data providing apparatus generates 
signature data using its own secret key data for the 
first file and the second file and distributes said 
module storing said generated signature data to said data 
processing apparatus . 

9. A data providing system as set forth in claim 

8, wherein said data processing apparatus distributes 
said module storing public key data corresponding to said 
secret key data to said data processing apparatus . 

10. A data providing system as set forth in claim 
1, wherein said data providing apparatus performs mutual 
authentication with said data processing apparatus, 
encrypts said module using session key data obtained by 
said mutual authentication, and transmits said encrypted 
module to said data processing apparatus. 

11. A data providing system as set forth in claim 
1, wherein said data providing apparatus generates a 
storage medium storing said module . 
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12 . A data providing system as set forth in claim 
1, wherein said data processing apparatus determines at 
least one of a purchase mode and usage mode of said 
content data based on said usage control policy. 
5 13 . A data providing system as set forth in claim 

1, wherein said data processing apparatus outputs said 
decrypted content key data and said encrypted content 
data to a decryption apparatus . 

14. A data providing system as set forth in claim 
10 9, wherein said data processing apparatus verifies the 

legitimacy of signature data stored in said module using 
public key data stored in said module. 

15. A data providing system as set forth in claim 
3 , wherein : 

15 said data processing apparatus determines at 

least one of a purchase mode and usage mode of 
distributed content data based on usage control policy 
data and transmits log data indicating a log of at least 
said determined purchase mode and usage mode and 

20 said management apparatus performs profit 

distribution processing for distributing profit obtained 
accompanied with said purchase and said usage of said 
content data in said data processing apparatus to related 
parties of said data providing apparatus based on said 

2 5 received log data. 
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16. A data providing system as set forth in claim 
1, wherein said data processing apparatus is comprised of 
a module making it difficult for the processing content, 
predetermined data stored in an internal memory, and data 

5 being processed from being monitored and tampered with 
from the outside . 

17 . A data processing apparatus utilizing content 
data distributed from a data providing apparatus, which 

receives a module storing content data 
10 encrypted by using content key data, encrypted content 
key data, and encrypted usage control policy data 
indicating the handling of said content data from said 
data providing apparatus, decrypts said content key data 
and said usage control policy data stored in the related 
15 received module, and determines the handling of said 

content data based on the related decrypted usage control 
policy data. 

18. A data providing system comprising a data 
providing apparatus, a data distribution apparatus, and a 

20 data processing apparatus, wherein 

said data providing apparatus provides a first 
module storing content data encrypted by using content 
key data, encrypted content key data, and encrypted usage 
control policy data indicating the handling of said 

2 5 content data to said data distribution apparatus, 
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said data distribution apparatus distributes a 
second module storing said encrypted content data, 
content key data f and usage control policy data stored in 
said provided first module to said data processing 
5 apparatus , and 

said data processing apparatus decrypts said 
content key data and said usage control policy data 
stored in said distributed second module and determines 
the handling of said content data based on the related 
10 decrypted usage control policy data. 

19. A data providing system as set forth in claim 
18 , wherein said data distribution apparatus distributes 
a module storing price data showing a price of said 
content data to said data processing apparatus . 
15 20. A data providing system as set forth in claim 

18 , wherein : 

said data providing apparatus provides said 
first module storing said content key data and said usage 
control policy data encrypted using distribution key data 
20 to said data distribution apparatus and 

said data processing apparatus decrypts said 
content key data and said usage control policy data 
stored in said distributed second module using said 
distribution key data. 
25 21 . A data providing system as set forth in claim 
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20 r further comprising a management apparatus for 
managing said distribution key data and distributing said 
distribution key data to said data providing apparatus 
and said data processing apparatus. 
5 22 . A data providing system as set forth in claim 

2 0 , wherein 

said data providing apparatus generates its own 
signature data for at least one of said content key data 
and said usage control policy and provides said first 
10 module storing said generated signature data and storing 
a third module encrypted using said distribution key data 
to said data distribution apparatus and 

said data distribution apparatus stores said 
provided third module in said second module and 
15 distributes it to said data processing apparatus. 

23 . A data providing system as set forth in claim 
22, wherein said data providing apparatus generates said 
signature data using its own secret key data and provides 
said third module storing public key data corresponding 

2 0 to said secret key data to said data distribution 
apparatus . 

24. A data providing system as set forth in claim 

23, 

further comprising a management apparatus for 
2 5 preparing public key certificate data certifying the 
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legitimacy of said public key data, wherein 

said data providing apparatus provides said 
first module storing said third module storing said 
public key certificate data to said data distribution 
5 apparatus . 

25. A data providing system as set forth in claim 

18 , wherein said data providing apparatus provides 

a first file storing said content data and 
a second file storing said content key data and 
10 said usage control policy 

to said data distribution apparatus. 

26. A data providing system as set forth in claim 
25 , wherein said data providing apparatus generates 
signature data using its own secret key data for the 

15 first file and the second file and provides said first 

module storing said generated signature data to said data 
distribution apparatus . 

27 . A data providing system as set forth in claim 
25, wherein said data processing apparatus provides said 

20 first module storing public key data corresponding to 

said secret key data to said data distribution apparatus . 

28. A data providing system as set forth in claim 

19, wherein said data distribution apparatus generates 
signature data using its own secret key data for said 

2 5 price data and stores said signature data in said second 
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module . 

29. A data providing system as set forth in claim 
28 , wherein said data providing apparatus provides said 
second module storing public key data corresponding to 

5 its own secret key data to said data processing 
apparatus . 

30 . A data providing system as set forth in claim 
26, wherein said data distribution apparatus verifies the 
signature data of said first file and said second file 

10 using public key data of said data providing apparatus. 

31 . A data providing system as set forth in claim 
25, wherein said data providing apparatus provides said 
first module storing link data showing a linkage of said 
first file and said second file to said data distribution 

1 5 apparatus . 

32 . A data providing system as set forth in claim 
18, wherein said data distribution apparatus performs 
mutual authentication with said data processing 
apparatus , encrypts said second module using session key 

20 data obtained by said mutual authentication, and 

transmits said encrypted second module to said data 
processing apparatus . 

33 . A data providing system as set forth in claim 
18, wherein said data providing apparatus generates a 

25 storage medium storing said module. 
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34 . A data providing system as set forth in claim 
18, wherein said data processing apparatus determines at 
least one of a purchase mode and usage mode of said 
content data based on said usage control policy. 

35. A data providing system as set forth in claim 
18, wherein said data processing apparatus outputs said 
decrypted content key data and said encrypted content 
data to a decryption apparatus . 

36. A data providing system as set forth in claim 
29, wherein said data processing apparatus verifies the 
legitimacy of signature data stored in said second module 
using public key data stored in said second module. 

37 . A data providing system as set forth in claim 
21 , wherein : 

said data processing apparatus determines at 
least one of a purchase mode and usage mode of 
distributed content data based on usage control policy 
data and transmits log data indicating a log of at least 
said determined purchase mode and usage mode and 

said management apparatus performs profit 
distribution processing for distributing profit obtained 
accompanied with said purchase and said usage of said 
content data in said data processing apparatus to related 
parties of said data providing apparatus based on said 
received log data . 



- 281 - 



38. A data providing system as set forth in claim 
18, wherein said data processing apparatus is comprised 
of a module making it difficult for the processing 
content, predetermined data stored in an internal memory, 

5 and data being processed from being monitored and 
tampered with from the outside. 

39. A data providing system comprising a data 
providing apparatus, at least a first data distribution 
apparatus and a second data distribution apparatus, and a 

10 data processing apparatus, wherein 

said data providing apparatus provides a first 
module storing content data encrypted by using content 
key data, encrypted content key data, and encrypted usage 
control policy data indicating the handling of said 

15 content data to said plurality of data distribution 
apparatuses , 

said first data distribution apparatus 
distributes the second module storing said encrypted 
content data, content key data, and usage control policy 

2 0 data stored in said provided first module to said data 
processing apparatus , 

said second data distribution apparatus 
distributes a third module storing said encrypted content 
data, content key data, and usage control policy data 

2 5 stored in said provided first module to said data 
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processing apparatus, and 

said data processing apparatus decrypts said 
content key data and said usage control policy data 
stored in said distributed second module and said third 
5 module and determines the handling of said content data 
based on the related decrypted usage control policy data . 

40. A data providing system comprising at least a 
first data providing apparatus and a second data 
providing apparatus, a data distribution apparatus, and a 
10 data processing apparatus, wherein 

said first data providing apparatus provides a 
first module storing first content data encrypted by 
using first content key data, encrypted first content key 
data, and encrypted first usage control policy data 
15 indicating the handling of said first content data to 
said data distribution apparatus, 

said second data providing apparatus provides a 
second module storing second content data encrypted by 
using second content key data, encrypted second content 
20 key data, and encrypted second usage control policy data 
indicating the handling of said second content data to 
said data distribution apparatus, 

said data distribution apparatus distributes a 
third module storing said encrypted first content data, 
25 said first content key data, and said first usage control 
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policy data stored in said provided first module and said 
encrypted second content data, said second content key 
data, and said second usage control policy data stored in 
said provided second module to said data processing 
5 apparatus , and 

said data processing apparatus decrypts said 
first content key data and said first usage control 
policy data stored in said distributed third module, 
determines the handling of said first content data based 

10 on the related decrypted first usage control policy data, 
decrypts said second content key data and said second 
usage control policy data stored in said distributed 
third module, and determines the handling of said second 
content data based on the related decrypted second usage 

15 control policy data. 

41. A data providing apparatus for distributing 
content data to a data processing apparatus for using the 
content data, which 

distributes a module storing content data 
2 0 encrypted by using the content key data, encrypted 

content key data, and encrypted usage control policy data 
indicating the handling of said content data to said data 
processing apparatus . 

42 . A data providing apparatus as set forth in 
2 5 claim 41 preparing said usage control policy and 
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distributing said module storing said generated usage 
control policy to said data processing apparatus . 

43 . A data providing apparatus as set forth in 
claim 41, which distributes said module storing said 
content key data and said usage control policy data 
encrypted using distribution key data to said data 
processing apparatus . 

44 . A data providing apparatus as set forth in 
claim 43 , which encrypts said content key data Kc and 
said usage control policy data using said distribution 
key data issued by a predetermined authority manager. 

45 . A data providing apparatus as set forth in 
claim 41 7 which generates its own signature data for at 
least one of said content data, content key data, and 
usage control policy data and distributes said module 
storing said generated signature data to said data 
processing apparatus . 

46. A data providing apparatus as set forth in 
claim 45, which generates said signature data using its 
own secret key data and distributes said module storing 
public key data corresponding to said secret key data t 
said data processing apparatus. 

47. A data providing apparatus as set forth in 
claim 46, which distributes said module storing public 
key certificate data certifying the legitimacy of said 
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public key data to said data processing apparatus. 

48. A data providing apparatus as set forth in 
claim 41, which distributes: 

a first file storing said content data and 
5 a second file storing said content key data and 

said usage control policy data 

to said data processing apparatus. 

49. A data providing apparatus as set forth in 
claim 48, which generates signature data using its own 

10 secret key data for said first file and said second file 
and distributes said module storing said generated 
signature data to said data processing apparatus . 

50. A data providing apparatus as set forth in 
claim 49 , which distributes said module storing public 

15 key data corresponding to said secret key data to said 
data processing apparatus . 

51 . A data providing apparatus as set forth in 
claim 41 , which performs mutual authentication with said 
data processing apparatus, encrypts said module using 

2 0 session key data obtained by said mutual authentication, 
and transmits said encrypted module to said data 
processing apparatus . 

52 . A data providing apparatus as set forth in 
claim 41, which generates a storage medium storing said 

2 5 module. 
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53. A data providing apparatus as set forth in 
claim 41, which defines said module by an application 
layer . 

54. A data providing apparatus as set forth in 
claim 53, which uses a presentation layer and transport 
layer under said application layer as distribution 
protocol for distributing said module to said data 
processing apparatus . 

55. A data providing apparatus as set forth in 
claim 41, which defines said module by a format not 
dependent on a medium for distributing said module to 
said data processing apparatus. 

56 A data providing method for distributing data 
from a data providing apparatus to a data processing 
apparatus, comprising the steps of: 

distributing a module storing content data 
encrypted by using content key data, encrypted content 
key data, and encrypted usage control policy data 
indicating the handling of said content data from said 
data providing apparatus to said data processing 
apparatus and 

decrypting said content key data and said usage 
control policy data stored in said distributed module and 
determining the handling of said content data based on 
the related decrypted usage control policy data at said 
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data processing apparatus. 

57, A data providing method as set forth in claim 
56, further comprising the steps of: 

distributing said module storing said content 
5 key data and said usage control policy data encrypted 
using distribution key data from said data providing 
apparatus to said data processing apparatus and 

decrypting said content key data and said usage 
control policy stored in said distributed module using 
10 said distribution key data. 

58. A data providing method using a data providing 
apparatus, data distribution apparatus, and data 
processing apparatus, comprising the steps of: 

providing a first module storing content data 
15 encrypted by using content key data, encrypted content 
key data, and encrypted usage control policy data 
indicating the handling of said content data from said 
data providing apparatus to said data distribution 
apparatus , 

20 distributing a second module storing said 

encrypted content data, content key data, and usage 
control policy data stored in said provided first module 
from said data distribution apparatus to said data 
processing apparatus, and 

2 5 decrypting said content key data and said usage 
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control policy data stored in said distributed second 
module and determining the handling of said content data 
based on the related decrypted usage control policy data 
at said data processing apparatus. 
5 59. A data providing method as set forth in claim 

58, which distributes said second module storing price 
data showing a price of said content data from said data 
distribution apparatus to said data processing apparatus. 
60. A data providing method using a data providing 

10 apparatus, at least a first data distribution apparatus 
and second data distribution apparatus, and a data 
processing apparatus, comprising the steps of: 

providing a first module storing content data 
encrypted by using content key data, encrypted content 

15 key data, and encrypted usage control policy data 

indicating the handling of said content data from said 
data providing apparatus to said data distribution 
apparatuses , 

distributing a second module storing said 

20 encrypted content data, content key data, and usage 

control policy data stored in said provided first module 
from said first data distribution apparatus to said data 
processing apparatus , 

distributing a third module storing said 

2 5 encrypted content data, content key data, and usage 
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control policy data stored in said provided first module 
from said second data distribution apparatus to said data 
processing apparatus, and 

decrypting said content key data and said usage 
control policy data stored in said distributed second 
module and said third module and determining the handling 
of said content data based on the related decrypted usage 
control policy data at said data processing apparatus. 

61. A data providing method using at least a first 
data providing apparatus and second data providing 
apparatus, a data distribution apparatus, and a data 
processing apparatus, comprising the steps of: 

providing a first module storing first content 
data encrypted by using first content key data, encrypted 
first content key data, and encrypted first usage control 
policy data indicating the handling of said first content 
data from said first data providing apparatus to said 
data distribution apparatus, 

providing a second module storing second 
content data encrypted by using second content key data, 
encrypted second content key data, and encrypted second 
usage control policy data indicating the handling of said 
second content data from said second data providing 
apparatus to said data distribution apparatus, 

distributing a third module storing said 



encrypted first content data, said first content key 
data, and said first usage control policy data stored in 
said provided first module and said encrypted second 
content data, said second content key data, and said 
second usage control policy data stored in said provided 
second module from said data distribution apparatus to 
said data processing apparatus, and 

decrypting said first content key data and said 
first usage control policy data stored in said 
distributed third module, determining the handling of 
said first content data based on the related decrypted 
first usage control policy data, decrypting said second 
content key data and said second usage control policy 
data stored in said distributed third module, and 
determining the handling of said second content data 
based on the related decrypted second usage control 
policy data at said data processing apparatus 

62 . A data providing method for distributing 
content data to a data processing apparatus using said 
content data, which 

distributes a module storing content data 
encrypted using content key data, said encrypted content 
key data, and encrypted usage control policy data showing 
the handling of said content data. 

63. A data providing method as set forth in claim 
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62 , which distributes said module storing said content 
key data and said usage control policy data encrypted 
using distribution key data to said data processing 
apparatus . 

5 64 . A data providing method as set forth in claim 

62 , which generates its own signature data for at least 
one of said content data, said content key data, and said 
usage control policy data and distributes said module 
storing said generated signature data to said data 
10 processing apparatus, 

65 . A data providing method as set forth in claim 

64, which generates said signature data using its own 
secret key data and distributes said module storing 
public key data corresponding to said secret key data to 

15 said data processing apparatus. 

66. A data providing method as set forth in claim 

65, which distributes said module storing public key 
certificate data certifying the legitimacy of said public 
key data to said data processing apparatus. 

20 67 . A data providing method as set forth in claim 

62 , which distributes : 

a first file storing said content data and 
a second file storing said content key data and 
said usage control policy data 
25 to said data processing apparatus. 
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68 . A data providing method as set forth in claim 

67 , which generates signature data using its own secret 
key data for said first file and said second file and 
stores said generated signature data. 

5 69. A data providing method as set forth in claim 

68 , which distributes a module storing public key data 
corresponding to said secret key data to said data 
processing apparatus . 

70. A data providing method as set forth in claim 
10 62, which performs mutual authentication with said data 
processing apparatus , encrypts said module using session 
key data obtained by said mutual authentication , and 
transmits said encrypted module to said data processing 
apparatus . 

15 71 . A data providing method as set forth in claim 

62, which generates a storage medium storing said module. 

72 . A data providing system comprising a data 
providing apparatus, data processing apparatus, and 
management apparatus , wherein 

2 0 said data providing apparatus distributes 

content data and usage control policy data indicating the 
handling of the related content data to said data 
processing apparatus and requests to said management 
apparatus to certify legitimacy of said usage control 

2 5 policy data, 
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said data processing apparatus uses said 
distributed content data based on said distributed usage 
control policy data, and 

said management apparatus manages said data 
5 providing apparatus and said data processing apparatus 

and certifies the legitimacy of said usage control policy 
data in response to a request from said data providing 
apparatus „ 

73. A data providing system as set forth in claim 
10 72, wherein said data providing apparatus makes said 

request by transmitting to said management apparatus a 
module storing said usage control policy data, its own 
identifier, and signature data generated using its own 
secret key data for at least said usage control policy 
15 data. 

74. A data providing system as set forth in claim 
73 , wherein 

said management apparatus distributes public 
key certificate data for certifying the legitimacy of the 
20 public key data corresponding to said secret key data of 
said data providing apparatus to said data providing 
apparatus together with the signature data generated by 
using its own secret key data, and 

said data providing apparatus makes a request 
2 5 by transmitting a module storing said public key 
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certificate data, said usage control policy data, its own 
identifier, and said signature data to said management 
apparatus . 

75 . A data providing system as set forth in claim 

5 72, wherein: 

said management apparatus manages distribution 
key data, distributes the related distribution key data 
to said data processing apparatus, generates signature 
data generated by using its own secret key data with 

10 respect to said usage control policy data in response to 
a request from said data providing apparatus, encrypts a 
module storing the related generated signature data and 
said usage control policy data by using said distribution 
key data, and transmits the same to said data providing 

1 5 apparatus , 

said data providing apparatus distributes a 
module received from said management apparatus to said 
data processing apparatus, and 

said data processing apparatus decrypts said 
20 module received from said data providing apparatus by 

using said distribution key data, verifies the legitimacy 
of said signature data stored in the related module by 
using the public key data of said management apparatus, 
and uses said distributed content data based on the usage 
25 control policy data stored in said module when it decides 
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it is legitimate. 

76. A data providing system as set forth in claim 

72, wherein: 

said data processing apparatus determines at 
5 least one of a purchase mode and usage mode of 

distributed content data based on usage control policy 
data and transmits log data indicating a log of at least 
said determined purchase mode and usage mode and 

said management apparatus performs profit 
10 distribution processing for distributing profit obtained 
accompanied with said purchase and said usage of said 
content data in said data processing apparatus to related 
parties of said data providing apparatus based on said 
received log data . 
15 77. A data providing system comprising a data 

providing apparatus, data processing apparatus, and 
management apparatus , wherein 

said data providing apparatus encrypts content 
data by using content key data, distributes the related 
20 encrypted content data to said data processing apparatus, 
and requests to said management apparatus to certify the 
legitimacy of said content key data, 

said data processing apparatus decrypts said 
distributed content data by using said content key data 
2 5 and uses the related decrypted content data, and 
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said management apparatus manages said data 
providing apparatus and said data processing apparatus 
and certifies the legitimacy of said content key data in 
response to a request from said data providing apparatus . 
5 78. A data providing system as set forth in claim 

77, wherein said data providing apparatus distributes a 
module storing said content data and said content key 
data to said data processing apparatus. 

79. A management apparatus for managing a data 
10 providing apparatus for distributing content data and 

usage control policy data indicating the handling of the 
related content data and a data processing apparatus for 
using said distributed content data based on said 
distributed usage control policy data, which 
15 certifies the legitimacy of said usage control 

policy data in response to a request from said data 
providing apparatus . 

80. A data providing system as set forth in claim 
79, which manages public key data corresponding to secret 

20 key data of said data providing apparatus when receiving 
from said data providing apparatus said request using a 
module storing said usage control policy data, an 
identifier of said data providing apparatus , and 
signature data generated using secret key data of said 

2 5 data providing apparatus for at least said usage control 
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policy data. 

81 . A data providing system as set forth in claim 
80 , which transmits public key certificate data 
certifying the legitimacy of said public key data to said 

5 data providing apparatus . 

82 . A management apparatus for managing a data 
providing apparatus for distributing content data and 
usage control policy data indicating the handling of the 
related content data encrypted using content key data and 

10 a data processing apparatus for using said distributed 
content data afer decrypting said distributed content 
data using said content key data based on said 
distributed usage control policy data, which 

certifies the legitimacy of said content key 

15 data in response to a request from said data providing 
apparatus . 

83 . A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, wherein 

20 said data providing apparatus provides content 

data and usage control policy data indicating the 
handling of the related content data to said data 
distribution apparatus and requests to said management 
apparatus to certify the legitimacy of said usage control 

2 5 policy data, 
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said data distribution apparatus distributes 
said provided content data and said usage control policy 
data to said data processing apparatus, 

said data processing apparatus uses said 
distributed content data based on said distributed usage 
control policy data, and 

said management apparatus manages said data 
providing apparatus and said data processing apparatus 
and certifies the legitimacy of said usage control policy 
data in response to a request from said data providing 
apparatus . 

84 . A data providing system as set forth in claim 

83, wherein said data providing apparatus makes said 
request by transmitting to said management apparatus a 
module storing an identifier of said content data, said 
usage control policy data, and signature data generated 
using its own secret key data for at least said usage 
control policy data. 

85. A data providing system as set forth in claim 

84, wherein said management apparatus distributes public 
key certificate data certifying the legitimacy of public 
key data corresponding to said secret key data of said 
data providing apparatus together with signature data 
generated using its own secret key data to said data 
providing apparatus . 
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86. A data providing system as set forth in claim 

84, wherein said 

said management apparatus manages distribution 
key data, distributes the related distribution key data 
5 to said data processing apparatus, generates signature 
data generated by using its own secret key data with 
respect to said usage control policy data in response to 
a request from said data providing apparatus, encrypts a 
module storing the related generated signature data and 
10 said usage control policy data by using said distribution 
key data, and transmits the same to said data providing 
apparatus , 

said data providing apparatus distributes a 
module received from said management apparatus to said 
15 data distribution apparatus, and 

said data processing apparatus decrypts said 
module distributed said data distribution apparatus, 
verifies the legitimacy of said signature data stored in 
the related module by using the public key data of said 
20 management apparatus, and uses said distributed content 
data based on the usage control policy data stored in 
said module when it decides it is legitimate. 

87 . A data providing system as set forth in claim 
83, wherein: 

25 said data distribution apparatus distributes 
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price data indicating the price of said distributed 
content data to said data processing apparatus and 

said management apparatus certifies the 
legitimacy of said price data in response to a request 
5 from said data distribution apparatus. 

88. A data providing system as set forth in claim 
83, wherein 

said data processing apparatus determines at 
least one of a purchase mode and usage mode of 

10 distributed content data based on said usage control 

policy data and transmits log data indicating a log of at 
least said determined purchase mode and usage mode to 
said management apparatus and 

said management apparatus performs profit 

15 distribution processing for distributing profit obtained 
accompanied with said purchase and said usage of said 
content data in said data processing apparatus to related 
parties of said data providing apparatus and said data 
distribution apparatus based on said received log data. 

20 89. A data providing system as set forth in claim 

83 f wherein 

said data processing apparatus has a first 
module communicating with said data distribution 
apparatus and a second module determining at least one of 

2 5 a purchase mode and usage mode of distributed content 
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data based on said distributed usage control policy data 
and transmitting log data indicating a log of at least 
said determined purchase mode and usage mode to said 
management apparatus and 

said management apparatus manages the data 
providing apparatus, data distribution apparatus, and 
data processing apparatus and performs profit 
distribution processing for distributing profit obtained 
accompanied with said data processing apparatus receiving 
distribution of said content data and purchasing and 
using said content data to related parties of said data 
providing apparatus and said data distribution apparatus 
based on said received log data received from said second 
module . 

90. A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, wherein 

said data providing apparatus encrypts content 
data by using content key data, provides related 
encrypted content data, and usage control policy data 
indicating the handling of the related content data to 
said data distribution apparatus, and requests to said 
management apparatus to certify the legitimacy of said 
content key data, 

said data distribution apparatus distributes 
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said provided content data and said usage control policy 
data to said data processing apparatus, 

said data processing apparatus uses said 
content data containing the decryption of said content 
data using said content key data based on said 
distributed usage control policy data, and 

said management apparatus manages said data 
providing apparatus and said data processing apparatus 
and certifies the legitimacy of said content key data in 
response to a request from said data providing apparatus. 

91. A data providing system as set forth in claim 
90 , wherein said data providing apparatus encrypts said 
content key data and provides a module storing said 
encrypted content key data and encrypted content data to 
said data distribution apparatus. 

92 . A management apparatus for managing a data 
providing apparatus for providing content data and usage 
control policy data indicating the handling of the 
related content data, a data distribution apparatus for 
distributing said provided content data and said usage 
control policy data, and a data processing apparatus for 
using said distributed content data based on said 
distributed usage control policy data, which 

certifies the legitimacy of said usage control 
policy data in response to a request from said data 
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providing apparatus . 

93. A management apparatus as set forth in claim 
92 , which certifies the legitimacy of said content key 
data in response to a request from said data providing 

5 apparatus when encrypting said content data using content 
key data and providing it from said data providing 
apparatus to said data distribution apparatus . 

94. A management apparatus as set forth in claim 
92, which certifies the legitimacy of said price data in 

10 response to a request from said data distribution 

apparatus when distributing said price data from said 

data distribution apparatus to said data processing 

apparatus together with said content data and said usage 

control policy data. 
15 95. A data providing method using a data providing 

apparatus , data processing apparatus r and management 

apparatus, comprising the steps of: 

distributing content data and usage control 

policy data indicating the handling of the related 
20 content data from said data providing apparatus to said 

data processing apparatus and 

using said distributed content data based on 

said distributed usage control policy data at said data 

processing apparatus , and 
25 certifying the legitimacy of said usage control 
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policy data in said management apparatus in response to a 
request from said data providing apparatus . 

96. A data providing method using a data providing 
apparatus, data processing apparatus, and management 
apparatus, comprising the steps of: 

distributing content data encrypted by using 
content key data from said data providing apparatus to 
said data processing apparatus, 

decrypting said distributed content data by 
using said content key data at said data processing 
apparatus , and 

certifying the legitimacy of said content key 
data in said management apparatus in response to a 
request from said data providing apparatus. 

97 . A data providing method using a data providing 
apparatus, data distribution apparatus, data processing 
apparatus, and management apparatus, comprising the steps 
of: 

providing content data and usage control policy 
data indicating the handling of the related content data 
from said data providing apparatus to said data 
distribution apparatus , 

distributing said provided content data and 
said usage control policy data from said data 
distribution apparatus to said data processing apparatus, 
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using said distributed content data based on 
said distributed usage control policy data at said data 
processing apparatus, and 

certifying the legitimacy of said usage control 
policy data in said management apparatus in response to a 
request from said data providing apparatus . 

98 . A data providing method using a data providing 
apparatus, data distribution apparatus, data processing 
apparatus, and management apparatus, comprising the steps 
of: 

providing content data encrypted by using 
content key data and usage control policy data indicating 
the handling of the related content data from said data 
providing apparatus to said data distribution apparatus , 

distributing said content data and said usage 
control policy data provided from said data distribution 
apparatus to said data processing apparatus to said data 
processing apparatus, 

using said content data containing the 
decryption of said content data using said content key 
data based on said distributed usage control policy data 
in said data processing apparatus, and 

certifying the legitimacy of said content key 
data in said management apparatus in response to a 
request from said data providing apparatus. 
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99. A data providing system comprising a data 
providing apparatus , data processing apparatus, and 
management apparatus , wherein 

said data providing apparatus distributes 
5 content data and usage control policy data indicating the 
handling of the related content data to said data 
processing apparatus , 

said data processing apparatus determines at 
least one of a purchase mode and a usage mode of said 
10 distributed content data based on said distributed usage 
control policy data and transmits log data indicating the 
log of at least one of the related determined purchase 
mode and usage mode to said management apparatus , and 
said management apparatus manages said data 
15 providing apparatus and said data processing apparatus 
and performs profit distribution processing for 
distributing the profit obtained accompanied with said 
purchase and said usage of said content data in said data 
processing apparatus to related parties of said data 
20 providing apparatus based on received log data. 

100. A data providing system as set forth in claim 
99, wherein 

said data providing apparatus encrypts said 
content data using predetermined key data and distributes 
25 it to said data processing apparatus, 
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said data processing apparatus decrypts said 
received content data using said key data, and 

said management apparatus manages said key 

data . 

101. A data providing system as set forth in claim 

99, wherein 

said data providing apparatus generates 
predetermined key data and registers said generated key 
data to said management apparatus , 

said management apparatus manages said 
registered key data and transmits corresponding key data 
to said data processing apparatus when processing for 
purchasing of content data is performed in said data 
processing apparatus, and 

said data processing apparatus decrypts said 
received content data using said received key data . 

102 . A data providing system as set forth in claim 

100, wherein said data providing apparatus encrypts said 
key data and distributes a module storing said encrypted 
key data, encrypted content data, and said usage control 
policy data to said data processing apparatus. 

103. A data providing system as set forth in claim 
102, wherein 

said management apparatus manages distribution 
key data and distributes said distribution key data to 
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said data providing apparatus and said data processing 
apparatus , 

said data providing apparatus encrypts said key 
data and said usage control policy data using said 
distributed distribution key data, and 

said data processing apparatus decrypts said 
key data and said usage control policy data using said 
distributed distribution key data. 

104 . A data providing system as set forth in claim 
103, wherein said management apparatus distributes a 
plurality of distribution key data having predetermined 
terms of validity to said data providing apparatus and 
said data processing apparatus for exactly a 
predetermined period. 

105. A data providing system as set forth in claim 
102 , wherein 

said data providing apparatus generates 
signature data for at least one of said encrypted content 
data and usage control policy data using its own secret 
key data and distributes a module storing said encrypted 
content data, said encrypted key data, said encrypted 
usage control policy data, and said signature data to 
said data processing apparatus, 

said data processing apparatus verifies said 
signature data stored in said distributed module using 



- 309 - 



public key data corresponding to said secret key data, 
and 

said management apparatus manages said public 

key data . 

5 106. A data providing system as set forth in claim 

105 , wherein said data providing apparatus distributes 
said module storing public key data corresponding to its 
own secret key data to said data processing apparatus. 

107. A data providing system as set forth in claim 
10 105, wherein said management apparatus distributes said 

module storing public key data corresponding to said 
secret key data of said data providing apparatus to said 
data processing apparatus . 

108. A data providing system as set forth in claim 
15 99, wherein 

said management apparatus distributes 
distribution key data to said data providing apparatus 
and said data processing apparatus, 

said data providing apparatus encrypts said 
20 usage control policy using said distribution key data and 
distributes it to said data processing apparatus, and 

said data processing apparatus decrypts said 
received usage control policy data using said 
distribution key data. 
25 109. A data providing system as set forth in claim 
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100, wherein said management apparatus authenticates the 
legitimacy of at least one of said usage control policy 
data and said key data. 

110. A data providing system as set forth in claim 
99, wherein said management apparatus generates 
settlement claim data used when claiming settlement 
processing in accordance with said profit distribution 
processing, adds signature data based on its own secret 
key data to said settlement claim data, and transmits it 
to an apparatus performing said settlement processing or 
said data providing apparatus. 

111. A data providing system as set forth in claim 
99, wherein said management apparatus performs processing 
for registration of said data processing apparatus, 
manages said registered data processing apparatus, and 
performs profit distribution processing based on said log 
data received from said registered data processing 
apparatus . 

112 . A data providing system as set forth in claim 
99, wherein said data processing apparatus determines a 
purchase mode of said distributed content data based on 
said usage control policy data, generates usage control 
status data in accordance with said determined purchase 
mode, and controls usage of said distributed content data 
based on said usage control status data. 



113. A data providing system as set forth in claim 
99, wherein said data processing apparatus is comprised 
of a module making it difficult for the processing 
content, predetermined data stored in an internal memory, 
and data being processed from being monitored and 
tampered with from the outside. 

114. A management apparatus for managing a data 
providing apparatus for distributing content data and 
usage control policy data indicating the handling of said 
content data and a data processing apparatus for 
determining at least one of a purchase mode and usage 
mode of said distributed content data based on said 
distributed usage control policy data and generating log 
data showing a log of at least one of said determined 
purchase mode and usage mode, which 

receives said log data from said data 
processing apparatus and performs profit distribution 
processing for distributing the profit accompanied with 
said purchase and said usage of said content data in said 
data processing apparatus to related parties of said data 
providing apparatus based on said received log data. 

115 . A management apparatus as set forth in claim 
113, which manages key data when distributing content 
data encrypted using predetermined key data from said 
data providing apparatus to said data processing 
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apparatus . 

116. A management apparatus as set forth in claim 
114, which authenticates the legitimacy of at least one 
of said usage control policy data and key data used when 

5 decrypting said content data. 

117 . A data providing apparatus for receiving 
distribution of content data and usage control policy 
data indicating the handling of the related content data 
from a data providing apparatus and transmitting log data 

10 to a management apparatus for performing profit 

distribution processing for distributing the profit 
obtained accompanied with the purchase and usage of the 
related distributed content data to related parties of 
said data providing apparatus based on predetermined log 

15 data, which 

determines at least one of a purchase mode and 
usage mode of said distributed content data based on said 
distributed usage control policy data and transmits said 
log data indicating the log of the determined designation 

20 mode and usage mode to said management apparatus. 

118. A data providing apparatus as set forth in 
claim 117, which receives said key data from said data 
providing apparatus when said content data is encrypted 
using predetermined key data. 

25 119. A data processing apparatus as set forth in 



claim 117, comprised of a module making it difficult for 
the processing content, predetermined data stored in an 
internal memory, and data being processed from being 
monitored and tampered with from the outside. 

120. A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, wherein 

said data providing apparatus provides content 
data and usage control policy data indicating the 
handling of the related content data to said data 
distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and said usage control policy 
data to said data processing apparatus, 

said data processing apparatus has a first 
module for communicating with said data distribution 
apparatus and a second module for determining at least 
one of a purchase mode and usage mode of said distributed 
content data based on said distributed usage control 
policy data and transmitting log data indicating the log 
of the related determined purchase mode and usage mode to 
said management apparatus, and 

said management apparatus manages the data 
providing apparatus, data distribution apparatus, and 
data processing apparatus and performs profit 
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distribution processing for distributing the profit 
obtained accompanied with said data processing apparatus 
receiving said distribution of said content data and 
purchasing and using said content data to related parties 
5 of said data providing apparatus and said data 

distribution apparatus based on said log data received 
from said second module , 

121 . A data providing system as set forth in claim 
120, wherein said data providing apparatus encrypts said 

10 content data using content key data and provides it to 
said data distribution apparatus. 

122 . A data providing system as set forth in claim 
120, wherein said data distribution apparatus generates 
price data showing the price of said distributed content 

15 data and distributes said price data to said data 
processing apparatus . 

123 . A data providing system as set forth in claim 
120 , wherein 

said data providing apparatus encrypts said 
2 0 content key data and said usage control policy by using 
distribution key data and provides it to said data 
distribution apparatus , 

said data processing apparatus decrypts said 
content key data and said usage control policy using said 
25 distribution key data, and 
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said management apparatus manages said 
distribution key data and distributes said distribution 
key data to said data providing apparatus and said data 
processing apparatus. 
5 124. A data providing system as set forth in claim 

123, wherein 

said data providing apparatus generates first 
signature data for at least one of said encrypted content 
data, said encrypted content key data, and said encrypted 

10 usage control policy data using its own first secret key 
data and provides a first module storing said encrypted 
content data, said encrypted key data, said encrypted 
usage control policy data, and said first signature data 
to said data distribution apparatus, 

15 said data distribution apparatus verifies said 

first signature data using first public key data 
corresponding to said first secret key data, then stores 
second signature data generated using its own second 
secret key data in said first module to generate a second 

20 module and distributes said second module to said data 
processing apparatus , 

said data processing apparatus verifies said 
first signature data stored in said distributed second 
module using said first public key data and verifies said 

2 5 second signature data stored in said distributed second 
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module using second public key data corresponding to said 
second secret key data, and 

said management apparatus manages said first 
public key data and said second public key data. 
5 125 . A data providing system as set forth in claim 

12 4 t wherein 

said data providing apparatus provides said 
first module storing said first public key data to said 
data distribution apparatus and 
10 said data distribution apparatus distributes 

said second module storing said first public key data and 
said second public key data to said data processing 
apparatus . 

12 6. A data providing system as set forth in claim 
15 124 , wherein said management apparatus distributes said 
first public key data and said second public key data to 
said data processing apparatus. 

127. A data providing system as set forth in claim 
120, wherein 

20 said data distribution apparatus distributes 

price data showing the price of said distributed content 
data to said data processing apparatus and 

said management apparatus authenticates the 
legitimacy of the data of at least one of key data used 

25 when encrypting said content data and said price data. 
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128. A data providing system as set forth in claim 
120 r wherein said data distribution apparatus distributes 
to said data processing apparatus a module storing said 
provided encrypted content data, said provided usage 

5 control policy data, said key data encrypting said 

content data, and price data showing the price of said 
distributed content data. 

129. A data providing system as set forth in claim 
120, wherein said management apparatus performs profit 

10 distribution processing for distributing profit obtained 
accompanied with said data processing apparatus receiving 
distribution of said content data and purchasing and 
using said content data to related parties of said data 
providing apparatus and said data distribution apparatus, 

15 generates settlement claim data to be used when claiming 
settlement, add its own signature data to said settlement 
claim data, and transmits this to an apparatus for 
performing said settlement processing. 

130. A data providing system as set forth in claim 
20 129, wherein said management apparatus transmits 

settlement report data showing the results of said profit 
distribution processing to at least one of said data 
providing apparatus and said data distribution apparatus . 

131. A data providing system as set forth in claim 
25 120, wherein said management apparatus performs profit 
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distribution processing for distributing profit obtained 
accompanied with said data processing apparatus receiving 
distribution of said content data and purchasing and 
using said content data to related parties of said data 
5 providing apparatus and said data distribution apparatus , 
generates settlement claim data to be used when claiming 
settlement, adds its own signature data to said 
settlement claim data, and transmits this to at least one 
of said data providing apparatus and said service 
10 providing apparatus. 

132 . A data providing system as set forth in claim 
120 , wherein said management apparatus performs 
processing for registration of said data processing 
apparatus , manages said registered data processing 

15 apparatus , and performs said profit distribution 

processing based on said log data received from said 
registered data processing apparatus. 

133. A data providing system as set forth in claim 
120, wherein said data processing apparatus determines at 

20 least one of a purchase mode and usage mode of said 
distributed content data based on said usage control 
policy data, generates usage control status data in 
accordance with said determined purchase mode and usage 
mode, and controls usage of said distributed content data 

2 5 based on said usage control status data. 
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134. A data providing system as set forth in claim 
120 , wherein said second module of said data processing 
apparatus is a module making it difficult for the 
processing content, predetermined data stored in an 

5 internal memory, and data being processed from being 
monitored and tampered with from the outside. 

135 . A management apparatus for managing a data 
providing apparatus for providing content data and usage 
control policy data indicating the handling of the 

10 related content data, a data distribution apparatus for 
distributing said provided content data and said usage 
control policy data, and a data processing apparatus for 
determining at least one of a purchase mode and usage 
mode of said distributed content data based on said 

15 distributed usage control policy data and creating log 
data indicating the log of at least one of the related 
determined purchase mode and usage mode, which 

performs profit distribution processing for 
distributing the profit obtained accompanied with said 

20 data processing apparatus receiving said distribution of 
said content data and purchasing and using said content 
data to related parties of said data providing apparatus 
and said data distribution apparatus based on said 
received log data. 

25 136. A management apparatus as set forth in claim 



- 320 - 



135, which manages said key data when distributing said 
content data encrypted using predetermined content key 
data from said data providing apparatus to said data 
processing apparatus . 

5 137. A management apparatus as set forth in claim 

136, which authenticates the legitimacy of at least one 
of said usage control policy data and said content key 
data . 

138. A data processing apparatus for receiving 

10 distribution of content data and usage control policy 
data from a data distribution apparatus receiving the 
provision of content data and usage control policy data 
indicating the handling of the related content data from 
a data providing apparatus and transmitting log data to a 

15 management apparatus for performing profit distribution 
processing for distributing the profit obtained 
accompanied with the purchase and usage of said 
distributed content data to related parties of said data 
providing apparatus and said data distribution apparatus 

20 based on predetermined log data, which has 

a first module for communicating with said data 
distribution apparatus and 

a second module for determining at least one of 
a purchase mode and usage mode of said distributed 

25 content data based on said distributed usage control 



policy data and transmitting log data indicating the log 
of the related determined purchase mode and usage mode to 
said management apparatus . 

139. A data processing apparatus as set forth in 
claim 138, which is a module making it difficult for the 
processing content , predetermined data stored in an 
internal memory f and data being processed from being 
monitored and tampered with from the outside. 

140. A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, wherein 

said data providing apparatus provides content 
data and usage control policy data indicating the 
handling of the related content data to said data 
distribution apparatus , 

said data distribution apparatus distributes 
said provided content data and said usage control policy 
data to said data processing apparatus and performs 
charge processing concerning the distribution of said 
content data based on a data distribution apparatus use 
purchase log data received from said data processing 
apparatus , 

said data processing apparatus has a first 
module for creating the data distribution apparatus use 
purchase log data indicating the log of the purchase of 



- 322 - 



said content data distributed from said data distribution 
apparatus and transmitting the same to said data 
distribution apparatus and a second module for 
determining at least one of the purchase mode and the 
5 usage mode of said distributed content data based on said 
distributed usage control policy data and transmitting a 
management apparatus use log data indicating the log of 
the related determined purchase mode and usage mode to 
said management apparatus, and 
10 said management apparatus performs profit 

distribution processing for distributing the profit 
obtained accompanied with said purchase and said usage of 
said content data in said data processing apparatus to 
related parties of said data providing apparatus and said 
15 data distribution apparatus based on said management 
apparatus use log data. 

141. A data processing apparatus for receiving the 
distribution of content data and usage control policy 
data indicating the handling of the related content data 
20 from a data providing apparatus via a data distribution 
apparatus and transmitting said log data to a management 
apparatus for performing profit distribution processing 
for distributing the profit obtained accompanied with the 
purchase and usage of the related distributed content 
25 data to related parties of said data providing apparatus 
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and said data distribution apparatus based on said 
management apparatus use log data, said data processing 
apparatus comprising, 

a first module for creating data distribution 
5 apparatus use purchase log data indicating the log of the 
purchase of said content data distributed from said data 
distribution apparatus and transmitting the same to said 
data distribution apparatus and 

a second module for determining at least one of 
10 a purchase mode and usage mode of said distributed 

content data based on said distributed usage control 
policy data and transmitting said management apparatus 
use log data indicating the log of the related determined 
purchase mode and usage mode to said management 
1 5 apparatus . 

142 . A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and a management apparatus, 
wherein : 

20 said data providing apparatus provides the 

content data to said data distribution apparatus , 

said data distribution apparatus distributes 
said provided content data to said data processing 
apparatus , 

2 5 said data processing apparatus uses said 



distributed content data, and 

said management apparatus manages operation of 
a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatus. 

143 . A data providing system as set forth in claim 
142, wherein: 

said data providing apparatus provides usage 
control policy data indicating the handling of said 
content data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and usage control policy data 
to said data processing apparatus, 

said data processing apparatus uses said 
distributed content data based on said distributed usage 
control policy data, and 

said management apparatus plays the role of a 
sub-certificate authority present hierarchically under a 
route certificate authority, generates and manages public 
key certificate data to be used when certifying the 
legitimacy of public key data corresponding to secret key 
data to be used at said registered data providing 
apparatus, data distribution apparatus, and data 
processing apparatus, authenticates said usage control 
policy data, and performs right processing relating to 
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said content data . 

144. A data providing system as set forth in claim 
143, wherein 

said data providing apparatus encrypts using 
5 said key data and provides the result to said data 
di s tr ibu tion apparatus and 

said management apparatus manages said key 

data . 

145. A data providing system as set forth in claim 
10 143 , wherein 

each of said data providing apparatus and said 
data distribution apparatus generates its own secret key 
data to be used for authentication with another 
apparatus, manages said generated secret key data, 

15 generates public key data corresponding to said secret 
key data, and registers said public key data, 
identification card, and settlement account to said 
management apparatus and 

said management apparatus generates public key 

20 certificate data certifying the legitimacy of said public 
key data . 

146. A data providing system as set forth in claim 
145, wherein said management apparatus allocates 
identification numbers to said data providing apparatus 

2 5 and said data distribution apparatus in accordance with 



said registration and transmits to said data providing 
apparatus and said data distribution apparatus public key 
data of a route certificate authority and public key data 
of the management apparatus . 

147 . A data providing system as set forth in claim 
145, wherein each of said data providing apparatus and 
said data distribution apparatus further registers said 
secret key data in said management apparatus . 

148. A data providing system as set forth in claim 
143, wherein said data processing apparatus has stored in 
it in advance secret key data generated by said 
management apparatus and public key data corresponding to 
said secret key data. 

149. A data providing system as set forth in claim 
148, wherein said data processing apparatus has stored in 
it in advance public key certificate data certifying the 
legitimacy of said public key data generated by said 
management apparatus . 

150 . A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, wherein 

said data providing apparatus provides content 
data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data to said data processing 



apparatus , 

said data processing apparatus uses said 
distributed content data, and 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatus, wherein 

the transmission of data among said data 
providing apparatus, said data distribution apparatus, 
said data processing apparatus, and said management 
apparatus is carried out by using mutual authentication 
using a public key encryption method, signature creation, 
signature verification, and encryption of data by a 
common key encryption method. 

151. A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, wherein 

said data providing apparatus provides content 
data to said data distribution apparatus , 

said data distribution apparatus distributes 
said provided content data to said data processing 
apparatus , 

said data processing apparatus uses said 
distributed content data, and 

said management apparatus manages the operation 
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of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatus, generates signature data 
indicating that the related data is generated by itself 
by using its own secret key data when each of said data 
providing apparatus, said data distribution apparatus, 
and said data processing apparatus supplies the data to 
another apparatus, and generates and manages public key 
certificate data of public key data corresponding to 
secret key data of said data providing apparatus, said 
data distribution apparatus, and said data processing 
apparatus when the legitimacy of the signature data 
corresponding to the data is verified by using the public 
key data of the related other apparatus when receiving 
the supply of the related data from the other apparatus, 
wherein 

said data providing apparatus , said data 
distribution apparatus, and said data processing 
apparatus acquire said their own public key certificate 
data from said management apparatus before communicating 
with the other apparatus and transmit the related 
acquired public key certificate data to said other 
apparatus . 

152 . A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 



- 329 - 



processing apparatus, and management apparatus, wherein 
said data providing apparatus provides content 

data to said data distribution apparatus, 

said data distribution apparatus distributes 

said provided content data to said data processing 

apparatus , 

said data processing apparatus uses said 
distributed content data, and 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatus, generates the signature data 
indicating that the related data is generated by itself 
by using its own secret key data when each of said data 
providing apparatus, said data distribution apparatus, 
and said data processing apparatus supplies data to 
another apparatus, and generates and manages public key 
certificate data of public key data corresponding to 
secret key data of said data providing apparatus, said 
data distribution apparatus, and said data processing 
apparatus when the legitimacy of the signature data 
corresponding to the data is verified by using the public 
key data of the related other apparatus when receiving 
the supply of the related data from the other apparatus, 
wherein 
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said data providing apparatus , said data 
distribution apparatus, and said data processing 
apparatus acquire their own public key certificate data 
from said management apparatus before communicating with 
5 the other apparatus and transmit the related acquired 
public key certificate data to said other apparatus at 
said communication . 

153. A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
10 processing apparatus, and management apparatus, wherein: 
said data providing apparatus provides content 
data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data to said data processing 
1 5 apparatus , 

said data processing apparatus uses said 

o 

distributed content data, and 

said management apparatus manages the operation 
of a data providing service by said data providing 

20 apparatus, said data distribution apparatus, and said 
data processing apparatus, generates signature data 
indicating that the related data is generated by itself 
by using its own secret key data when each of said data 
providing apparatus, said data distribution apparatus, 

2 5 and said data processing apparatus supplies data to 



another apparatus, generates and manages public key 
certificate data of public key data corresponding to 
secret key data of said data providing apparatus , said 
data distribution apparatus, and said data processing 
apparatus when the legitimacy of the signature data 
corresponding to the data is verified by using the public 
key data of the related other apparatus when receiving 
the supply of the related data from the other apparatus, 
and generates public key certificate revocation list for 
specifying public key certificate data to be invalidated 

o 

among said generated public key certificate data and 
thereby to restrict said communication or said 
distribution using public key certificate data specified 
by said public key certificate revocation list by said 
data providing apparatus , said data distribution 
apparatus, and said data processing apparatus. 

154. A data providing system as set forth in claim 
153, wherein said management apparatus generates public 
key certificate revocation list specifying public key 
certificate data corresponding to said data providing 
apparatus , said data distribution apparatus , and said 
data processing apparatus used for illegal actions . 

155. A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, wherein: 
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said data providing apparatus provides content 
data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data to said data processing 
apparatus , 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatus, generates signature data 
indicating that the related data is generated by an 
apparatus itself by using its own secret key data when 
said data providing apparatus supplies data to another 
apparatus, generates and manages public key certificate 
data of public key data corresponding to secret key data 
of said data providing apparatus for when another 
apparatus verifies the legitimacy of the related 
signature data by using the public key data corresponding 
to said secret key data, generates public key certificate 
revocation list for specifying public key certificate 
data to be invalidated among said generated public key 
certificate data, distributes the related public key 
certificate revocation list to said data processing 
apparatus , and 

said data processing apparatus verifies whether 
or not public key certificate data of said data providing 
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apparatus providing said distributed content data is 
invalid based on said public key certificate revocation 
list distributed from said management apparatus and 
controls the usage of said distributed content data based 
on the result of the related verification. 

156. A data providing system as set forth in claim 
155, wherein said management apparatus directly 
distributes said public key certificate revocation list 
to said data processing apparatus . 

157 . A data providing system as set forth in claim 
155, wherein said management apparatus distributes said 
public key certificate revocation list to said data 
processing apparatus through said data distribution 
apparatus, by broadcasting, or by an on-demand system. 

158. A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, wherein: 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatus, generates signature data 
indicating that the related data is generated by an 
apparatus itself by using its own secret key data when 
said data providing apparatus supplies data to another 
apparatus, generates and manages public key certificate 
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data of public key data corresponding to secret key data 
of said data providing apparatus for when another 
apparatus verifies the legitimacy of the related 
signature data by using the public key data corresponding 
5 to said secret key data, generates public key certificate 
revocation list for specifying public key certificate 
data to be invalidated among said generated public key 
certificate data, distributes the related public key 
certificate revocation list to said data distribution 

10 apparatus, and 

said data distribution apparatus verifies 
whether or not public key certificate data of said data 
providing apparatus providing said provided content data 
is invalid based on said public key certificate 

15 revocation list distributed from said management 

apparatus, and controls the distribution of said provided 
content data to said data processing apparatus based on 
the result of the related verification. 

159. A data providing system comprising a data 

20 providing apparatus , data distribution apparatus, data 

processing apparatus, and management apparatus, wherein: 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus , said data distribution apparatus , and said 

2 5 data processing apparatus, generates signature data 
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indicating that the related data is generated by an 
apparatus itself by using its own secret key data when 
said data distribution apparatus supplies data to another 
apparatus, generates and manages public key certificate 
5 data of public key data corresponding to secret key data 
of said data distribution apparatus for when another 
apparatus verifies the legitimacy of the related 
signature data by using the public key data corresponding 
to said secret key data, generates public key certificate 
10 revocation list for specifying public key certificate 
data to be invalidated among said generated public key 
certificate data, and distributes the related public key 
certificate revocation list to said data providing 
apparatus , 

15 said data providing apparatus verifies whether 

or not public key certificate data of the data 
distribution apparatus of the destination of provision of 
the content data .is invalid and controls the provision of 
said content data to said data distribution apparatus 

20 based on the result of the related verification, 

said data distribution apparatus distributes 
said provided content data to said data processing 
apparatus , and 

said data processing apparatus uses said 

25 distributed content data. 



160. A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, wherein: 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus , said data distribution apparatus , and said 
data processing apparatus, generates signature data 
indicating that the related data is generated by an 
apparatus itself by using its own secret key data when 
said data distribution apparatus supplies data to another 
apparatus , generates and manages public key certificate 
data of public key data corresponding to secret key data 
of said data distribution apparatus for when another 
apparatus verifies the legitimacy of the related 
signature data by using the public key data corresponding 
to said secret key data, generates public key certificate 
revocation list for specifying public key certificate 
data to be invalidated among said generated public key 
certificate data, and distributes the related public key 
certificate revocation list to said data distribution 
apparatus , 

said data providing apparatus provides content 
data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and said distributed public 
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key certificate revocation list to said data processing 

apparatus , and 

said data processing apparatus verifies whether 

or not public key certificate data of said data 
5 distribution apparatus distributing said distributed 

content data is invalid based on said distributed public 

key certificate revocation list and controls the usage of 

said distributed content data based on the result of the 

related verification. 
10 161. A data providing system as set forth in claim 

160, wherein said data distribution apparatus has a 

configuration which makes it difficult to tamper with 

said public key certificate revocation list distributed 

from said management apparatus . 
15 162 . A data providing system as set forth in claim 

160 , wherein 

said management apparatus encrypts said public 

key certificate revocation list using distribution key 

data and distributes it to said data distribution 
20 apparatus and distributes said distribution key data to 

said data processing apparatus and 

said data processing apparatus decrypts said 

distributed public key certificate revocation list using 

said distribution key data. 
25 163. A data providing system as set forth in claim 
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160, wherein said data distribution apparatus distributes 
said public key certificate revocation list to said data 
processing apparatus by broadcasting or by an on-demand 
system. 

5 164. A data providing system comprising a data 

providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, wherein: 

said management apparatus manages the operation 
of a data providing service by said data providing 

10 apparatus, said data distribution apparatus, and said 
data processing apparatus, generates signature data 
indicating that the related data is generated by an 
apparatus itself by using its own secret key data when 
said data distribution apparatus supplies data to another 

15 apparatus, generates and manages public key certificate 
data of public key data corresponding to secret key data 
of said data distribution apparatus for when another 
apparatus verifies the legitimacy of the related 
signature data by using public key data corresponding to 

2 0 said secret key data, generates public key certificate 
revocation list for specifying public key certificate 
data to be invalidated among said generated public key 
certificate data, and distributes the related public key 
certificate revocation list to said data processing 

25 apparatus , 
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said data providing apparatus provides content 
data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data to said data processing 
5 apparatus , and 

said data processing apparatus verifies whether 
or not public key certificate data of said data 
distribution apparatus distributing said distributed 
content data is invalid based on said distributed public 
10 key certificate revocation list and controls the usage of 
said distributed content data based on the result of the 
related verification. 

165. A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
15 processing apparatus, and management apparatus, wherein: 
said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatus, generates signature data 
2 0 indicating 1 that the related data is generated by an 

apparatus itself by using its own secret key data when 
said data distribution apparatus supplies data to another 
apparatus , generates and manages public key certificate 
data of public key data corresponding to secret key data 
25 of said data distribution apparatus for when another 
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apparatus verifies the legitimacy of the related 
signature data by using public key data corresponding to 
said secret key data, generates public key certificate 
revocation list for specifying public key certificate 
5 data to be invalidated among said generated public key 

certificate data, and distributes the related public key 
certificate revocation list to said data providing 
apparatus , 

said data providing apparatus provides content 

10 data and said public key certificate revocation list to 
said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and public key certificate 
revocation list to said data processing apparatus, and 

15 said data processing apparatus verifies whether 

or not public key certificate data of said data 
distribution apparatus distributing said distributed 
content data is invalid based on said distributed public 
key certificate revocation list and controls the usage of 

20 said distributed content data based on the result of the 
related verification. 

166. A data providing system comprising a data 
providing apparatus, data distribution apparatus, a 
plurality of data processing apparatuses, and a 

2 5 management apparatus, wherein: 
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said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus , said data distribution apparatus , and said 
data processing apparatuses, generates signature data 
5 indicating that the related data is generated by an 

apparatus itself by using its own secret key data when a 
data processing apparatus supplies data to another 
apparatus, generates and manages public key certificate 
data of public key data corresponding to secret key data 

10 of said data processing apparatuses for when another 
apparatus verifies the legitimacy of the related 
signature data by using the public key data corresponding 
to said secret key data, generates public key certificate 
revocation list for specifying public key certificate 

15 data to be invalidated among said generated public key 

certificate data, and distributes the related public key 
certificate revocation list to said data providing 
apparatus , 

said data providing apparatus provides content 
2 0 data and said public key certificate revocation list to 
said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and public key certificate 
revocation list to said data processing apparatuses, and 
2 5 said data processing apparatuses verify whether 
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or not public key certificate data of said other data 
processing apparatuses are invalid based on the public 
key certificate revocation list distributed from said 
data distribution apparatus and control the communication 
5 with other data processing apparatuses based on the 
result of the related verification. 

167. A data providing system as set forth in claim 
166 , wherein said data distribution apparatus has a 
configuration which makes it difficult to tamper with 

10 said public key certificate revocation list distributed 
from said management apparatus . 

168. A data providing system as set forth in claim 
166 , wherein 

said management apparatus encrypts said public 
15 key certificate revocation list using distribution key 
data and distributes it to said data distribution 
apparatus and distributes said distribution key data to 
said data processing apparatus and 

said data processing apparatus decrypts said 
20 distributed public key certificate revocation list using 
said distribution key data. 

169. A data providing system comprising a data 
providing apparatus, data distribution apparatus, a 
plurality of data processing apparatuses, and a 

2 5 management apparatus , wherein : 
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said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatuses, generates signature data 
5 indicating that the related data is generated by an 

apparatus itself by using its own secret key data when a 
data processing apparatus supplies data to another 
apparatus, generates and manages public key certificate 
data of public key data corresponding to secret key data 

10 of said data processing apparatuses for when another 
apparatus verifies the legitimacy of the related 
signature data by using the public key data corresponding 
to said secret key data, generates public key certificate 
revocation list for specifying public key certificate 

15 data to be invalidated among said generated public key 

certificate data, and distributes the related public key 
certificate revocation list to said data providing 
apparatus , 

said data providing apparatus provides content 
20 data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and said distributed public 
key certificate revocation list to said data processing 
apparatuses , and 
2 5 said data processing apparatuses verify whether 
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or not public key certificate data of other data 
processing apparatuses are invalid based on the public 
key certificate revocation list distributed from said 
data distribution apparatus, and control the 
5 communication with other data processing apparatuses 
based on the result of the related verification. 

170. A data providing system as set forth in claim 
169 r wherein said data distribution apparatus has a 
configuration which makes it difficult to tamper with 

10 said public key certificate revocation list distributed 
from said management apparatus . 

171. A data providing system as set forth in claim 
169 , wherein 

said management apparatus encrypts said public 
15 key certificate revocation list using distribution key 
data and distributes it to said data distribution 
apparatus and distributes said distribution key data to 
said data processing apparatus and 

said data processing apparatus decrypts said 
20 distributed public key certificate revocation list using 
said distribution key data. 

172 . A data providing system comprising a data 
providing apparatus, data distribution apparatus, a 
plurality of data processing apparatuses , and a 

25 management apparatus, wherein: 
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a data processing apparatus supplies 
registration data, indicating an already registered data 
processing apparatus connected in a predetermined network 
to which is connected, to said management apparatus, 
5 refers to a revocation flag in registration data supplied 
from said management apparatus and restricts 
communication with another data processing apparatus 
having public key certificate data indicated as invalid 
by the revocation flag, 

10 said management apparatus manages the operation 

of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatuses, generates and manages public 
key certificate data of public key data corresponding to 

15 secret key data for when a data processing apparatus 

generates signature data indicating legitimacy of data 
using its own secret key data when supplying data to 
another apparatus, generates public key certificate 
revocation list for specifying public key certificate 

2 0 data to be invalidated among said generated public key 
certificate data, stores the related public key 
certificate revocation list, generates new registration 
data by setting said revocation flag in said registration 
data supplied from data processing apparatuses based on 

2 5 the related public key certificate revocation list, and 



distributes the related generated registration data to 
said data processing apparatuses , 

said data providing apparatus provides content 
data to said data distribution apparatus , and 

said data distribution apparatus distributes 
said provided content data to said data processing 
apparatuses . 

173. A data providing system comprising a data 
providing apparatus, data distribution apparatus, a 
plurality of data processing apparatuses, and a 
management apparatus , wherein : 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatuses, generates and manages public 
key certificate data of public key data corresponding to 
said secret key data for when a data processing apparatus 
generates signature data indicating the legitimacy of 
data by using its own secret key data when supplying the 
related data to another apparatus, generates public key 
certificate revocation list for specifying public key 
certificate data to be invalidated among said generated 
public key certificate data, and distributes the related 
public key certificate revocation list to said data 
providing apparatus , 
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said data providing apparatus provides content 
data and said public key certificate revocation list to 
said data distribution apparatus , 

said data distribution apparatus distributes 
5 said provided content data and said public key 

certificate revocation list to said data processing 
apparatuses , and 

a data processing apparatus sets a revocation 
flag in registration data indicating an already 

10 registered data processing apparatus connected in a 

predetermined network to which it is connected based on 
said distributed public key certificate revocation list 
and restricts communication with another data processing 
apparatus having public key certificate data indicated as 

15 invalid by the related revocation flag. 

174. A data providing system comprising a data 
providing apparatus, data distribution apparatus, a 
plurality of data processing apparatuses, and a 
management apparatus , wherein : 

20 said management apparatus manages the operation 

of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatuses, generates and manages public 
key certificate data of public key data corresponding to 

2 5 secret key data for when a data processing apparatus 
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generates signature data indicating the legitimacy of the 
data by using its own secret key data when supplying the 
related data to another apparatus , generates public key 
certificate revocation list for specifying public key 
5 certificate data to be invalidated among said generated 
public key certificate data, and distributes the related 
public key certificate revocation list to said data 
distribution apparatus, 

said data providing apparatus provides content 

10 data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and said public key 
certificate revocation list to said data processing 
apparatuses , and 

15 a data processing apparatus sets a revocation 

flag in registration data indicating an already 
registered data processing apparatus connected in a 
predetermined network to which it is connected based on 
said distributed public key certificate revocation list 

2 0 and restricts communication with another data processing 
apparatus having public key certificate data indicated as 
invalid by the related revocation flag. 

175. A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 

2 5 processing apparatus, and management apparatus, wherein: 
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said data providing apparatus provides content 
data and usage control policy data indicating the 
handling of the related content data to said data 
distribution apparatus , 
5 said data distribution apparatus distributes 

said provided content data and said usage control policy 
data to said data processing apparatus, 

said data processing apparatus has a first 
module for communicating with said data distribution 

10 apparatus and a second module for determining at least 

one of a purchase mode and usage mode of said distributed 
content data based on said distributed usage control 
policy data and transmitting log data indicating the log 
of the related determined purchase mode and usage mode to 

15 said management apparatus, 

said management apparatus manages the data 
providing apparatus, data distribution apparatus, and 
data processing apparatus and 

has a settlement function for performing profit 

20 distribution processing for distributing the profit 

obtained accompanied with said data processing apparatus 
receiving distribution of said content data and 
purchasing and using said content data to related parties 
of said data providing apparatus and said data 

2 5 distribution apparatus based on said log data received 
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from said second module and performing settlement based 
on the result of the related profit distribution 
processing and a right management function for 
registering said usage control policy data. 
5 176. A data providing system as set forth in claim 

175, wherein said management apparatus has 

a first management apparatus having a 
settlement function and 

a second management apparatus having a right 
10 management function. 

177. A data providing system as set forth in claim 
175, wherein said settlement is electronic settlement. 



178. A data providing system comprising a data 
15 providing apparatus, data distribution apparatus, data 

processing apparatus, and management apparatus, wherein: 
said data providing apparatus provides content 
data and usage control policy data indicating the 
handling of the related content data to said data 
2 0 distribution apparatus, 

said data distribution apparatus has a charging 
function for performing settlement processing by using 
settlement claim data distributed from said management 
apparatus and distributes said provided content data and 
2 5 said usage control policy data to said data processing 
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apparatus , 

said data processing apparatus has a first 
module for communicating with said data distribution 
apparatus and a second module for determining at least 
5 one of a purchase mode and usage mode of said distributed 
content data based on said distributed usage control 
policy data and transmitting log data indicating the log 
of the related determined purchase mode and usage mode to 
said management apparatus , 

10 said management apparatus manages the data 

providing apparatus , data distribution apparatus , and 
data processing apparatus and 

has a settlement claim data creation function 
for performing profit distribution processing for 

15 distributing the profit obtained accompanied with said 

data processing apparatus receiving distribution of said 
content data and purchasing and using said content data 
to related parties of said data providing apparatus and 
said data distribution apparatus based on said log data 

20 received from said second module, creating settlement 

claim data used when performing settlement based on the 
result of the related profit distribution processing, and 
supplying the same to said data distribution apparatus 
and a right management function for registering said 

2 5 usage control policy data. 
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179. A data providing system comprising a data 
providing apparatus, data distribution apparatus, data 
processing apparatus, and management apparatus, wherein: 

said data providing apparatus has a charging 
function for performing settlement processing by using 
settlement claim data distributed from said management 
apparatus and provides content data and usage control 
policy data indicating the handling of the related 
content data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and said usage control policy 
data to said data processing apparatus, 

said data processing apparatus has a first 
module for communicating with said data distribution 
apparatus and a second module for determining at least 
one of a purchase mode and usage mode of said distributed 
content data based on said distributed usage control 
policy data and transmitting log data indicating the log 
of the related determined purchase mode and usage mode to 
said management apparatus , 

said management apparatus manages the data 
providing apparatus, data distribution apparatus, and 
data processing apparatus and 

has a settlement claim data creation function 
for performing profit distribution processing for 
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distributing the profit obtained accompanied with said 
data processing apparatus receiving said distribution of 
said content data and purchasing and using said content 
data to related parties of said data providing apparatus 
5 and said data distribution apparatus based on said log 
data received from said second module, creating 
settlement claim data used when performing settlement 
based on the result of the related profit distribution 
processing, and distributing the same to said data 

10 providing apparatus and a right management function for 
registering said usage control policy data. 

180. A data providing method using a data providing 
apparatus, data processing apparatus, and management 
apparatus comprising the steps of 

15 distributing content data and usage control 

policy data indicating the handling of the related 
content data from said data providing apparatus to said 
data processing apparatus, 

determining at least one of the purchase mode 

2 0 and the usage mode of said distributed content data based 
on said distributed usage control policy data and 
transmitting log data indicating the log of at least one 
of the related determined purchase mode and usage mode to 
said management apparatus at said data processing 

2 5 apparatus, and 
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performing profit distribution processing for 
distributing the profit obtained accompanied with said 
purchase and said usage of said content data in said data 
processing apparatus to related parties of said data 
5 providing apparatus based on said received log data at 
said management apparatus . 

181. A data providing method using a data providing 
apparatus , data distribution apparatus, data processing 
apparatus, and management apparatus comprising the steps 
10 of: 

providing content data and usage control policy 
data indicating the handling of the related content data 
from said data providing apparatus to said data 
distribution apparatus , 

15 distributing said provided content data and 

said usage control policy data from said data 
distribution apparatus to said data processing apparatus, 

determining at least one of the purchase mode 
and the usage mode of said distributed content data based 

2 0 on said distributed usage control policy data and 

transmitting log data indicating the log of the related 
determined purchase mode and usage mode to said 
management apparatus at said data processing apparatus, 
and 

25 performing profit distribution processing for 
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distributing the profit obtained accompanied with said 
data processing apparatus receiving said distribution of 
said content data and purchasing and using said content 
data to related parties of said data providing apparatus 
5 and said data distribution apparatus based on said log 
data received from said second module at said management 
apparatus . 

182. A data providing method using a data providing 
apparatus , data distribution apparatus, data processing 
10 apparatus, and management apparatus comprising the steps 
of: 

providing content data and usage control policy 
data indicating the handling of the related content data 
from said data providing apparatus to said data 

1 5 distribution apparatus , 

distributing said cohtent data and said usage 
control policy data provided from said data distribution 
apparatus to said data processing apparatus to said data 
processing apparatus , 

20 generating data distribution apparatus use 

purchase log data indicating the log of the purchase of 
said content data distributed from said data distribution 
apparatus and transmitting the same to said data 
distribution apparatus, determining at least one of a 

2 5 purchase mode and usage mode of said distributed content 
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data based on said distributed usage control policy data, 
and transmitting management apparatus use log data 
indicating the log of the related determined purchase 
mode and usage mode to said management apparatus at said 
5 data processing apparatus, 

distributing the profit obtained accompanied 
with said purchase and said usage of said content data in 
said data processing apparatus to related parties of said 
data providing apparatus and said data distribution 
10 apparatus based on said management apparatus use log data 
at said management apparatus, and 

performing charging processing concerning the 
distribution of said content data based on the data 
distribution apparatus use purchase log data received 
15 from said data processing apparatus at said data 
distribution apparatus . 

183. A data providing method using a data providing 
apparatus, data distribution apparatus, data processing 
apparatus , and management apparatus to provide content 
20 data, wherein 

said data providing apparatus provides content 
data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data to said data processing 
2 5 apparatus , and 
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said data processing apparatus manages the 
operation of a data provision service by said data 
providing apparatus, data distribution apparatus, and 
data processing apparatus, and 
5 said management apparatus manages operation of 

a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatus, wherein 

the transmission of data among said data 
10 providing apparatus, said data distribution apparatus, 
said data processing apparatus, and said management 
apparatus is carried out by using mutual authentication 
using a public key encryption method, signature creation, 
signature verification, and encryption of data by a 
15 common key encryption method. 

184. A data providing method using a data providing 
apparatus, data distribution apparatus, data processing 
apparatus , and management apparatus to provide content 
data , wherein 

20 said data providing apparatus provides content 

data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data to said data processing 
apparatus , 

2 5 said data processing apparatus uses said 
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distributed content data, and 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
5 data processing apparatus, generates signature data 

indicating that the related data is generated by itself 
by using its own secret key data when each of said data 
providing apparatus, said data distribution apparatus, 
and said data processing apparatus supplies the data to 

10 another apparatus, and generates and manages public key 
certificate data of public key data corresponding to 
secret key data of said data providing apparatus, said 
data distribution apparatus, and said data processing 
apparatus when the legitimacy of the signature data 

15 corresponding to the data is verified by using the public 
key data of the related other apparatus when receiving 
the supply of the related data from the other apparatus , 
wherein 

said data providing apparatus , said data 
2 0 distribution apparatus, and said data processing 

apparatus acquire said their own public key certificate 
data from said management apparatus before communicating 
with the other apparatus and transmit the related 
acquired public key certificate data to said other 
2 5 apparatus . 



- 359 - 



185. A data providing method using a data providing 
apparatus, data distribution apparatus, data processing 
apparatus , and management apparatus to provide content 
data , wherein 

5 said data providing apparatus provides content 

data to said data distribution apparatus , 

said data distribution apparatus distributes 
said provided content data to said data processing 
apparatus , 

10 said data processing apparatus uses said 

distributed content data, and 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 

15 data processing apparatus, generates the signature data 
indicating that the related data is generated by itself 
by using its own secret key data when each of said data 
providing apparatus, said data distribution apparatus, 
and said data processing apparatus supplies data to 

2 0 another apparatus, and generates and manages public key 
certificate data of public key data corresponding to 
secret key data of said data providing apparatus , said 
data distribution apparatus, and said data processing 
apparatus when the legitimacy of the signature data 

2 5 corresponding to the data is verified by using the public 
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key data of the related other apparatus when receiving 
the supply of the related data from the other apparatus, 
wherein 

said data providing apparatus, said data 
distribution apparatus, and said data processing 
apparatus acquire their own public key certificate data 
from said management apparatus when communicating with 
the other apparatus and transmit the related acquired 
public key certificate data to said other apparatus at 
said communication . 

186. A data providing method using a data providing 
apparatus, data distribution apparatus, data processing 
apparatus , and management apparatus to provide content 
data , wherein : 

said data providing apparatus provides content 
data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data to said data processing 
apparatus , 

said data processing apparatus uses said 
distributed content data, and 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatus, generates signature data 
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indicating that the related data is generated by itself 
by using its own secret key data when each of said data 
providing apparatus f said data distribution apparatus, 
and said data processing apparatus supplies data to 
5 another apparatus , generates and manages public key 
certificate data of public key data corresponding to 
secret key data of said data providing apparatus , said 
data distribution apparatus, and said data processing 
apparatus when the legitimacy of the signature data 

10 corresponding to the data is verified by using the public 
key data of the related other apparatus when receiving 
the supply of the related data from the other apparatus , 
and generates public key certificate revocation list for 
specifying public key certificate data to be invalidated 

15 among said generated public key certificate data and 
thereby to restrict said communication or said 
distribution using public key certificate data specified 
by said public key certificate revocation list by said 
data providing apparatus, said data distribution 

20 apparatus, and said data processing apparatus. 

187. A data providing method as set forth in claim 
186, wherein said management apparatus generates public 
key certificate revocation list specifying public key 
certificate data corresponding to said data providing 

25 apparatus, said data distribution apparatus, and said 
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data processing apparatus used for illegal actions. 

188. A data providing method using a data providing 
apparatus , data distribution apparatus, data processing 
apparatus , and management apparatus to provide content 
5 data , wherein : 

said data providing apparatus provides content 
data to said data distribution apparatus , 

said data distribution apparatus distributes 
said provided content data to said data processing 
10 apparatus, 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatus, generates signature data 

15 indicating that the related data is generated by an 

apparatus itself by using its own secret key data when 
said data providing apparatus supplies data to another 
apparatus , generates and manages public key certificate 
data of public key data corresponding to secret key data 

20 of said data providing apparatus for when another 
apparatus verifies the legitimacy of the related 
signature data by using the public key data corresponding 
to said secret key data, generates public key certificate 
revocation list for specifying public key certificate 

25 data to be invalidated among said generated public key 
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certificate data, distributes the related public key 
certificate revocation list to said data processing 
apparatus , and 

said data processing apparatus verifies whether 
5 or not public key certificate data of said data providing 
apparatus providing said distributed content data is 
invalid based on said public key certificate revocation 
list distributed from said management apparatus and 
controls the usage of said distributed content data based 

10 on the result of the related verification. 

189. A data providing method as set forth in claim 
188, wherein said management apparatus directly 
distributes said public key certificate revocation list 
to said data processing apparatus. 

15 190. A data providing method as set forth in claim 

188 , wherein said management apparatus distributes said 
public key certificate revocation list to said data 
processing apparatus through said data distribution 
apparatus, by broadcasting, or by an on-demand system. 

20 191. A data providing method using a data providing 

apparatus, data distribution apparatus, data processing 
apparatus , and management apparatus to provide content 
data , wherein : 

said management apparatus manages the operation 

25 of a data providing service by said data providing 
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apparatus, said data distribution apparatus, and said 
data processing apparatus , generates signature data 
indicating that the related data is generated by an 
apparatus itself by using its own secret key data when 
5 said data providing apparatus supplies data to another 
apparatus, generates and manages public key certificate 
data of public key data corresponding to secret key data 
of said data providing apparatus for when another 
apparatus verifies the legitimacy of the related 

10 signature data by using the public key data corresponding 
to said secret key data, generates public key certificate 
revocation list for specifying public key certificate 
data to be invalidated among said generated public key 
certificate data, distributes the related public key 

15 certificate revocation list to said data distribution 
apparatus , and 

said data distribution apparatus verifies 
whether or not public key certificate data of said data 
providing apparatus providing said provided content data 

20 is invalid based on said public key certificate 
revocation list distributed from said management 
apparatus , and controls the distribution of said provided 
content data to said data processing apparatus based on 
the result of the related verification. 

25 192. A data providing method using a data providing 
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apparatus, data distribution apparatus, data processing 
apparatus, and management apparatus to provide content 
data , wherein : 

said management apparatus manages the operation 
5 of a data providing service by said data providing 

apparatus , said data distribution apparatus , and said 
data processing apparatus, generates signature data 
indicating that the related data is generated by an 
apparatus itself by using its own secret key data when 

10 said data distribution apparatus supplies data to another 
apparatus , generates and manages public key certificate 
data of public key data corresponding to secret key data 
of said data distribution apparatus for when another 
apparatus verifies the legitimacy of the related 

15 signature data by using the public key data corresponding 
to said secret key data, generates public key certificate 
revocation list for specifying public key certificate 
data to be invalidated among said generated public key 
certificate data, and distributes the related public key 

20 certificate revocation list to said data providing 
apparatus , 

said data providing apparatus verifies whether 
or not public key certificate data of the data 
distribution apparatus of the destination of provision of 
2 5 the content data is invalid and controls the provision of 
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said content data to said data distribution apparatus 
based on the result of the related verification, 

said data distribution apparatus distributes 
said provided content data to said data processing 
5 apparatus , and 

said data processing apparatus uses said 
distributed content data. 

193. A data providing method using a data providing 
apparatus, data distribution apparatus, data processing 

10 apparatus, and management apparatus to provide content 
data , wherein : 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 

15 data processing apparatus, generates signature data 
indicating that the related data is generated by an 
apparatus itself by using its own secret key data when 
said data distribution apparatus supplies data to another 
apparatus , generates and manages public key certificate 

20 data of public key data corresponding to secret key data 
of said data distribution apparatus for when another 
apparatus verifies the legitimacy of the related 
signature data by using the public key data corresponding 
to said secret key data, generates public key certificate 

2 5 revocation list for specifying public key certificate 
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data to be invalidated among said generated public key 
certificate data, and distributes the related public key 
certificate revocation list to said data distribution 
apparatus , 

5 said data providing apparatus provides content 

data to said data distribution apparatus , 

said data distribution apparatus distributes 
said provided content data and said distributed public 
key certificate revocation list to said data processing 
10 apparatus , and 

said data processing apparatus verifies whether 
or not public key certificate data of said data 
distribution apparatus distributing said distributed 
content data is invalid based on said distributed public 
15 key certificate revocation list and controls the usage of 
said distributed content data based on the result of the 
related verification . 

194. A data providing method as set forth in claim 
193, wherein said data distribution apparatus has a 

20 configuration which makes it difficult to tamper with 

said public key certificate revocation list distributed 
from said management apparatus . 

195. A data providing method as set forth in claim 
193, wherein 

2 5 said management apparatus encrypts said public 
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key certificate revocation list using distribution key 
data and distributes it to said data distribution 
apparatus and distributes said distribution key data to 
said data processing apparatus and 
5 said data processing apparatus decrypts said 

distributed public key certificate revocation list using 
said distribution key data. 

196. A data providing method as set forth in claim 
160, wherein said data distribution apparatus distributes 

10 said public key certificate revocation list to said data 
processing apparatus by broadcasting or by an on-demand 
system . 

197. A data providing method using a data providing 
apparatus, data distribution apparatus, data processing 

15 apparatus, and management apparatus to provide content 
data, wherein: 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 

20 data processing apparatus, generates signature data 
indicating that the related data is generated by an 
apparatus itself by using its own secret key data when 
said data distribution apparatus supplies data to another 
apparatus, generates and manages public key certificate 

25 data of public key data corresponding to secret key data 
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of said data distribution apparatus for when another 
apparatus verifies the legitimacy of the related 
signature data by using public key data corresponding to 
said secret key data, generates public key certificate 
5 revocation list for specifying public key certificate 
data to be invalidated among said generated public key 
certificate data, and distributes the related public key 
certificate revocation list to said data processing 
apparatus , 

10 said data providing apparatus provides content 

data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data to said data processing 
apparatus , and 

15 said data processing apparatus verifies whether 

or not public key certificate data of said data 
distribution apparatus distributing said distributed 
content data is invalid based on said distributed public 
key certificate revocation list and controls the usage of 

20 said distributed content data based on the result of the 
related verification. 

198. A data providing method using a data providing 
apparatus, data distribution apparatus, data processing 
apparatus , and management apparatus to provide content 

25 data, wherein: 
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said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus , said data distribution apparatus, and said 
data processing apparatus, generates signature data 
5 indicating that the related data is generated by an 

apparatus itself by using its own secret key data when 
said data distribution apparatus supplies data to another 
apparatus , generates and manages public key certificate 
data of public key data corresponding to secret key data 

10 of said data distribution apparatus for when another 
apparatus verifies the legitimacy of the related 
signature data by using public key data corresponding to 
said secret key data, generates public key certificate 
revocation list for specifying public key certificate 

15 data to be invalidated among said generated public key 

certificate data, and distributes the related public key 
certificate revocation list to said data providing 
apparatus , 

said data providing apparatus provides content 
20 data and said public key certificate revocation list to 
said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and public key certificate 
revocation list to said data processing apparatus, and 
2 5 said data processing apparatus verifies whether 
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or not public key certificate data of said data 
distribution apparatus distributing said distributed 
content data is invalid based on said distributed public 
key certificate revocation list and controls the usage of 
5 said distributed content data based on the result of the 
related verification. 

199. A data providing method using a data providing 
apparatus, data distribution apparatus, a plurality of 
data processing apparatuses, and a management apparatus 

10 to provide content data, wherein: 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatuses, generates signature data 

15 indicating that the related data is generated by an 

apparatus itself by using its own secret key data when a 
data processing apparatus supplies data to another 
apparatus , generates and manages public key certificate 
data of public key data corresponding to secret key data 

2 0 of said data processing apparatuses for when another 
apparatus verifies the legitimacy of the related 
signature data by using the public key data corresponding 
to said secret key data, generates public key certificate 
revocation list for specifying public key certificate 

25 data to be invalidated among said generated public key 
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certificate data, and distributes the related public key 
certificate revocation list to said data providing 
apparatus , 

said data providing apparatus provides content 
5 data and said public key certificate revocation list to 
said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and public key certificate 
revocation list to said data processing apparatuses, and 
10 said data processing apparatuses verify whether 

or not public key certificate data of said other data 
processing apparatuses are invalid based on the public 
key certificate revocation list distributed from said 
data distribution apparatus and control the communication 
15 with other data processing apparatuses based on the 
result of the related verification. 

200. A data providing method as set forth in claim 
199, wherein said data distribution apparatus has a 
configuration which makes it difficult to tamper with 

20 said public key certificate revocation list distributed 
from said management apparatus . 

201. A data providing method as set forth in claim 
199, wherein 

said management apparatus encrypts said public 
25 key certificate revocation list using distribution key 



data and distributes it to said data distribution 
apparatus and distributes said distribution key data to 
said data processing apparatus and 

said data processing apparatus decrypts said 
distributed public key certificate revocation list using 
said distribution key data. 

202. A data providing method using a data providing 
apparatus, data distribution apparatus, a plurality of 
data processing apparatuses, and a management apparatus 
to provide content data, wherein: 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatuses, generates signature data 
indicating that the related data is generated by an 
apparatus itself by using its own secret key data when a 
data processing apparatus supplies data to another 
apparatus, generates and manages public key certificate 
data of public key data corresponding to secret key data 
of said data processing apparatuses for when another 
apparatus verifies the legitimacy of the related 
signature data by using the public key data corresponding 
to said secret key data, generates public key certificate 
revocation list for specifying public key certificate 
data to be invalidated among said generated public key 
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certificate data, and distributes the related public key 
certificate revocation list to said data providing 
apparatus , 

said data providing apparatus provides content 
5 data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and said distributed public 
key certificate revocation list to said data processing 
apparatuses , and 
10 said data processing apparatuses verify whether 

or not public key certificate data of other data 
processing apparatuses are invalid based on the public 
key certificate revocation list distributed from said 
data distribution apparatus, and control the 
15 communication with other data processing apparatuses 
based on the result of the related verification. 

203. A data providing method as set forth in claim 
202, wherein said data distribution apparatus has a 
configuration which makes it difficult to tamper with 

20 said public key certificate revocation list distributed 
from said management apparatus . 

204. A data providing method as set forth in claim 

202 , wherein 

said management apparatus encrypts said public 
25 key certificate revocation list using distribution key 
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data and distributes it to said data distribution 
apparatus and distributes said distribution key data to 
said data processing apparatus and 

said data processing apparatus decrypts said 
5 distributed public key certificate revocation list using 
said distribution key data. 

205. A data providing method using a data providing 
apparatus, data distribution apparatus, a plurality of 
data processing apparatuses, and a management apparatus 

10 to provide content data, wherein: 

a data processing apparatus supplies 
registration data, indicating an already registered data 
processing apparatus connected in a predetermined network 
to which is connected, to said management apparatus, 

15 refers to a revocation flag in registration data supplied 
from said management apparatus and restricts 
communication with another data processing apparatus 
having public key certificate data indicated as invalid 
by the revocation flag, 

20 said management apparatus manages the operation 

of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatuses, generates and manages public 
key certificate data of public key data corresponding to 

25 secret key data for when a data processing apparatus 
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generates signature data indicating legitimacy of data 
using its own secret key data when supplying data to 
another apparatus , generates public key certificate 
revocation list for specifying public key certificate 
5 data to be invalidated among said generated public key 
certificate data, stores the related public key 
certificate revocation list, generates new registration 
data by setting said revocation flag in said registration 
data supplied from data processing apparatuses based on 

10 the related public key certificate revocation list, and 
distributes the related generated registration data to 
said data processing apparatuses , 

said data providing apparatus provides content 
data to said data distribution apparatus, and 

15 said data distribution apparatus distributes 

said provided content data to said data processing 
apparatuses . 

206. A data providing method using a data providing 
apparatus, data distribution apparatus, a plurality of 
20 data processing apparatuses, and a management apparatus 
to provide content data , wherein : 

said management apparatus manages the operation 
of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
25 data processing apparatuses, generates and manages public 



- 377 - 



key certificate data of public key data corresponding to 
said secret key data for when a data processing apparatus 
generates signature data indicating the legitimacy of 
data by using its own secret key data when supplying the 
5 related data to another apparatus, generates public key 
certificate revocation list for specifying public key 
certificate data to be invalidated among said generated 
public key certificate data, and distributes the related 
public key certificate revocation list to said data 
10 providing apparatus, 

said data providing apparatus provides content 
data and said public key certificate revocation list to 
said data distribution apparatus , 

said data distribution apparatus distributes 
15 said provided content data and said public key 

certificate revocation list to said data processing 
apparatuses, and 

a. data processing apparatus sets a revocation 
flag in registration data indicating an already 
20 registered data processing apparatus connected in a 

predetermined network to which it is connected based on 
said distributed public key certificate revocation list 
and restricts communication with another data processing 
apparatus having public key certificate data indicated as 
2 5 invalid by the related revocation flag. 
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207. A data providing' method using a data providing 
apparatus, data distribution apparatus, a plurality of 
data processing apparatuses, and a management apparatus 
to provide content data, wherein: 
5 said management apparatus manages the operation 

of a data providing service by said data providing 
apparatus, said data distribution apparatus, and said 
data processing apparatuses, generates and manages public 
key certificate data of public key data corresponding to 

10 secret key data for when a data processing apparatus 

generates signature data indicating the legitimacy of the 
data by using its own secret key data when supplying the 
related data to another apparatus, generates public key 
certificate revocation list for specifying public key 

15 certificate data to be invalidated among said generated 
public key certificate data, and distributes the related 
public key certificate revocation list to said data 
distribution apparatus , 

said data providing apparatus provides content 

20 data to said data distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and said public key 
certificate revocation list to said data processing 
apparatuses , and 

2 5 a data processing apparatus sets a revocation 
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flag in registration data indicating an already 
registered data processing apparatus connected in a 
predetermined network to which it is connected based on 
said distributed public key certificate revocation list 
5 and restricts communication with another data processing 
apparatus having public key certificate data indicated as 
invalid by the related revocation flag. 

208. A data providing method using a data providing 
apparatus , data distribution apparatus, data processing 

10 apparatus , and management apparatus to provide content 
data , wherein : 

said data providing apparatus provides content 
data and usage control policy data indicating the 
handling of the related content data to said data 

15 distribution apparatus, 

said data distribution apparatus distributes 
said provided content data and said usage control policy 
data to said data processing apparatus, 

said data processing apparatus has a first 

20 module for communicating with said data distribution 

apparatus and a second module for determining at least 
one of a purchase mode and usage mode of said distributed 
content data based on said distributed usage control 
policy data and transmitting log data indicating the log 

25 of the related determined purchase mode and usage mode to 
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said management apparatus , 

said management apparatus manages the data 
providing apparatus, data distribution apparatus, and 
data processing apparatus and 

has a settlement function for performing profit 
distribution processing for distributing the profit 
obtained accompanied with said data processing apparatus 
receiving distribution of said content data and 
purchasing and using said content data to related parties 
of said data providing apparatus and said data 
distribution apparatus based on said log data received 
from said second module and performing settlement based 
on the result of the related profit distribution 
processing and a right management function for 
registering said usage control policy data. 
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ABSTRACT 

A content provider 101 distributes a secure 
container 104 storing content data encrypted using 
5 content key data, content key data encrypted using 

distribution key data, and encrypted usage control policy 
data indicating the handling of the content data to a SAM 
lOSi of a user home network 103 etc. The SAM 105 ± etc. 
decrypts the content data and usage control policy data 
10 stored in the secure container 104 and determines the 
purchase mode and usage mode and other handling of the 
content data based on said decrypted usage control policy 
data . 
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DECLARATION AND POWER OF ATTORNEY FOR PATENT APPLICATION 



Japanese Language Declaration 



ATTORNEY DOCKET NO. 0 9798423-0005 
U.S. Serial No. 09/786,516 



As a below named inventor, I hereby declare that: 



My residence, post office address and citizenship are 
as stated next to my name, 



I believe I am the original, first and sole inventor (if 
only one name is listed below) or an original, first and 
joint inventor (if plural names are listed below) of the 
subject matter which is claimed and for which a patent 
is sought on the invention entitled 

DATA PROVIDING SYSTEM AND 
APPARATUS AND METHODS OF SAME 



the specification of which is attached hereto unless 
the following box is checked: 



Z was fiied on March 5, 2001 as United 

States Application Number or PCT International 
Application Number PCT/ JPQ0/Q4488 and was 
amended on March 5, 2001 (if applicable) 

! hereby state that I have reviewed and understand 
the contents of the above identified specification, 
including the claims, as amended by any amendment 
referred to above. 



1 acknowledge the duty to disclose information which 
is material to patentability as defined in Title 37, Code 
of Federal Regulations, Section 1.56. 
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£U±, *S3=mm3 5«11 9* (a) -(d) SXli3 6 5* 
(b) 35fcaESrT1EO, * Hi^oH<0'>fc< k *S*ff 
«LTVNS«ff***» 3 6 5 (a) J£fc3£-f < gKStiiJH. X 

TIC. W^^-^t4:i^, tj*LTV^1\ 



i hereby claim foreign priority under Title 35, United 
States Code, Section 1 19(a)-(d) or 365(b) of any 
foreign application(s) for patent or Inventor's 
certificate or 365(a) of any PCT International 
application which designated at least one country 
other than the United States, listed below and have 
also identified below, by checking the box, any foreign 
application for patent or Inventor's certificate or PCT 
International application having a filing date before 
that of the application on which priority is claimed: 



Prior Foreign Application(s) 



Priority Not Claimed 



11-192413 


Japan 


July 6, 1999 








(Number) 
.11-193561 


(Country) 

CH*) 

Japan 


(Day Month Year Filed) 
July 7, 1999 


(Number) 


(Country) 


(Day Month Year Filed) 


(Number) 

(#*) 
11-193562 


(Country) 

(HI*) 

Japan 


(Day Month Year Filed) 

(BBS*;? B ) 

July 7, 1999 


(Number) 


(Country) 


(Day Month Year Filed) 


•SfNumber) 
a (#*) 
:;SO0O-1 26305 


(Country) 

(■*) 

Japan 


(Day Month Year Filed) 

(miB*£ b) 

Aprii 21, 2000 


(Number) 


(Country) 


(Day Month Year Filed) 


^{Number) (Country) 
J"," (#*) (H*) 
:;IPCT/USOO/04488 PCT 


(Day Month Year Filed) 

(fflJS^M B) 
July 6, 2000 


(Number) 


(Country) 


(Day Month Year Filed) 


L(Number) 
O (^) 


(Country) 
(H*) 


(Day Month Year Filed) 
(ffiJB^3 B) 


(Number) 


(Country) 


(Day Month Year Filed) 



: 3 SK3 5»3fc3r8:&l 1 93: (e) 3i fcSv^ TT!5<0* 



I hereby claim the benefit under Title 35, United 
States Code, Section 1 19(e) of any United States 
provisional application(s) listed below. 



(Application No.) 



(Filing Date) 



(Application No.) 



(Filing Date) 

[ass; 



tt*ftft3 6 5 *{c) ^3t-f<tt*J4:wZK:£auS-t-- S 
it. *tflH^*I»*Bia<?5^*i s *ISfe»K3 581 1 23b 
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I hereby claim the benefit under Title 35, United 
States Code, Section 1 20 of any United States 
application(s) or 365(c) of an PCT International 
application designating the United States, listed beiow 
and, insofar as the subject matter of each of the 
claims of this application is not disclosed in the prior 
United States or PCT International application in the 
manner provided by the first paragraph of Title 35, 
United States Code, Section 112, I acknowledge the 
duty to disclose information which is materia! to 
patentability as defined in Title 37, Code of Federal 
Regulations, Section 1 .56 which became available 
between the filing date of the prior application and the 
national or PCT International filing date of this 
application. 



Japanese Language Declaration 



(Application No.) 



(Filing Date) 



(Status: patented, pending, abandoned) 



Application No.) 



(Filing Date) 



(Status: patented, pending, abandoned) 



1 hereby declare that all statements made herein of 
my own knowledge are true and that all statements 
made on information and belief are believed to be 
true; and further that these statements were made 
with the knowledge that willful false statements and 
the like so made are punishable by fine or 
imprisonment, or both, under Section 1001 of Title 18 
of the United States Code and that such willful false 
statements may jeopardize the validity of the 
application or any patent issued thereon. 



POWER OF ATTORNEY: As a named Inventor, I 
hereby appoint the following attorney(s) and/or 
agent(s) to prosecute this application and transact all 
business in the Patent and Trademark Office 
connected therewith, (Ustnaffle^and registration 
number) /' / \ 



David R. Metzger (Reg. No. 32,919), Joseph A. Mahoney (Reg. Na_3&£5&), Howl.., 
Jordan A. Sigale, (Reg.TJoT^^^oSg^ichael A. Molano (Reg .{40^39,777), Michael 




Rockprian (Reg^No*-22490), 
■^t{Reg. Nq^.38,939), 



Janelle D. Strode {Reg^xx-M^m) t Kevin W. Guynn (Reg. Na^&aZ2), Jennifer Hammond (Reg. No^1,844)Jjana 
Knedlik (Reg. No. 4 2,748), Jo hn F. Griffith (Reg. No. 44,13 7)! Marina Saito (Reg. No. 42,121), Alison P. Schwartz 
(Reg. No. 4ifi£ajLChristopher P. Rauch (Reg. No. 4^03^ Francisco Rubio-Campos (Reg. No.-4§£§8) 1 Brian J. 
Gill (Reg. No.^46^2T)? Thomas J. Burton (Reg. No. Gregory Gulliver (Reg. No.J4J-3aVEric N. Kohii (Reg. 

No. 43J26)^ncent Tassinari (Reg. Jeffrey Wheeler (Reg. NqJ39j066), and Shashank S. Upadbye, alt 

members of the firm of Sonnenschein, Nath & Rosenthal 



Send Correspondence to: 



J anelle D. Strode 
S.Q n riejasi^Leiri^N a t h & Rosen thal 
P.O. Box #061080 
WaGkejr^ayj^SJ^tion 
Chicago, Illinois 60606-1080 



Direct Telephone Cails to: (name and telephone number) 

312/876-8000 
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Japanese Language Declaration 





Full name of sole or first inventor: 




Inventor's signature . Date 




Residence \ i f : 
Tokyo, Japan \j I 


'} mn 


Citizenship 

Japan 




Post Office Address 

c/o Sony Corporation 

7-35, Kitashinagawa 6-chome 




Shinagawa-ku, Tokyo 141-0001, Japan 






Full name dfeecond joint inventor, if any: 
Tadashi Ezaki 




Inventor's 'signature _ . Date 
5£&ta* l J €% «uJ^ x / ftp^l 2 j 




Residence \ ^ 

TokyorJapan^ 1 ' \ 




Citizenship 

Japan 




Post Office Address 

c/o Sony Corporation 

7-35, Kitashinagawa 6-chome 




Shinagawa-ku, Tokyo 141-0001, Japan 




Fuii name of third joint inventor, if any: 




Inventor's signature Date 




Residence 


aw 


Citizenship 




Post Office Address 


* 
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